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SECTION 01100 - SUMMARY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Work covered by the Contract Documents. 
2. Type of the Contract. 
3. Owner's occupancy requirements. 
4. Specification formats and conventions. 

1.3 WORK COVERED BY CONTRACT DOCUMENTS 

A. Project Identification:  Little River Glen Standby Generator 

1. Project Location:  4001 Barker Ct, Fairfax, VA 22032 

B. Owner:   County of Fairfax 
    Contact:  Frank Grimes 

4500 University Drive 
Fairfax, Virginia 22030 

C. Architect Identification: The Contract Documents, dated April 9, 2014 were prepared for the 
Project by Shaffer, Wilson, Sarver, and Gray, PC.,  555 Herndon Parkway Suite 260 Herndon, 
VA 20170 

D. The Work consists of installing a gaseous fuel generator set with associated automatic transfer 
switches with a privacy fence around the generator. 

1.4 TYPE OF CONTRACT 

A. Project will be constructed under a single prime contract. 

1.5 USE OF PREMISES 

A. General:  Contractor shall have full use of premises for construction operations, including use of 
Project site, during construction period.  Contractor's use of premises is limited only by Owner's 
right to perform work or to retain other contractors on portions of Project. 
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1.6 OWNER'S OCCUPANCY REQUIREMENTS 

A. Owner Occupancy of Completed Areas of Construction:  Owner reserves the right to occupy 
and to place and install equipment in completed areas of building, before Substantial 
Completion, provided such occupancy does not interfere with completion of the Work.  Such 
placement of equipment and partial occupancy shall not constitute acceptance of the total Work. 

1. Architect will prepare a Certificate of Substantial Completion for each specific portion of 
the Work to be occupied before Owner occupancy. 

2. Obtain a Certificate of Occupancy from authorities having jurisdiction before Owner 
occupancy. 

3. Before partial Owner occupancy, mechanical and electrical systems shall be fully 
operational, and required tests and inspections shall be successfully completed.  On 
occupancy, Owner will operate and maintain mechanical and electrical systems serving 
occupied portions of building. 

1.7 SPECIFICATION FORMATS AND CONVENTIONS 

A. Specification Format:  The Specifications are organized into Divisions and Sections using the 
16-division format and CSI/CSC's "Master Format" numbering system. 
1. Division 1:  Sections in Division 1 govern the execution of the Work of all Sections in the 

Specifications. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01100 
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SECTION 01250 - CONTRACT MODIFICATION PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies administrative and procedural requirements for handling and processing 
Contract modifications. 

1.3 PROPOSAL REQUESTS 

A. Owner-Initiated Proposal Requests: Construction Manager will issue a detailed description of 
proposed changes in the Work that may require adjustment to the Contract Sum or the Contract 
Time.  If necessary, the description will include supplemental or revised Drawings and 
Specifications. 

1. Proposal Requests issued by Construction Manager are for information only.  Do not 
consider them instructions either to stop work in progress or to execute the proposed 
change. 

2. Within 5 days after receipt of Proposal Request, submit a quotation estimating cost 
adjustments to the Contract Sum and the Contract Time necessary to execute the 
change. 

a. Include a list of quantities of products required or eliminated and unit costs, with 
total amount of purchases and credits to be made.  If requested, furnish survey 
data to substantiate quantities. 

b. Indicate applicable taxes, delivery charges, equipment rental, and amounts of 
trade discounts. 

c. Include an updated Contractor's Construction Schedule that indicates the effect of 
the change, including, but not limited to, changes in activity duration, start and 
finish times, and activity relationship.  Use available total float before requesting an 
extension of the Contract Time. 

B. Contractor-Initiated Proposals:  If latent or unforeseen conditions require modifications to the 
Contract, Contractor may propose changes by submitting a request for a change to the 
Construction Manager. 

1. Include a statement outlining reasons for the change and the effect of the change on the 
Work.  Provide a complete description of the proposed change.  Indicate the effect of the 
proposed change on the Contract Sum and the Contract Time. 

2. Include a list of quantities of products required or eliminated and unit costs, with total 
amount of purchases and credits to be made.  If requested, furnish survey data to 
substantiate quantities. 

3. Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade 
discounts. 
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4. Include an updated Contractor's Construction Schedule that indicates the effect of the 
change, including, but not limited to, changes in activity duration, start and finish times, 
and activity relationship.  Use available total float before requesting an extension of the 
Contract Time. 

5. Comply with requirements in Division 1 Section "Product Requirements" if the proposed 
change requires substitution of one product or system for product or system specified. 

C. Proposal Request Form:  Use AIA Document G709 for Proposal Requests. 
 

1.4 CHANGE ORDER PROCEDURES 

A. On Owner's approval of a Proposal Request, Construction Manager will issue a Change Order 
for signatures of Owner and Contractor on AIA Document G701. 

1.5 CONSTRUCTION CHANGE DIRECTIVE 

A. Construction Change Directive: Construction Manager may issue a Construction Change 
Directive on AIA Document G714.  Construction Change Directive instructs Contractor to 
proceed with a change in the Work, for subsequent inclusion in a Change Order. 

1. Construction Change Directive contains a complete description of change in the Work.  It 
also designates method to be followed to determine change in the Contract Sum or the 
Contract Time. 

B. Documentation:  Maintain detailed records on a time and material basis of work required by the 
Construction Change Directive. 

1. After completion of change, submit an itemized account and supporting data necessary 
to substantiate cost and time adjustments to the Contract. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01250 
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SECTION 01290 - PAYMENT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies administrative and procedural requirements necessary to prepare and 
process Applications for Payment. 

B. Related Sections include the following: 

 
1. Division 1 Section "Contract Modification Procedures" for administrative procedures for 

handling changes to the Contract. 

1.3 DEFINITIONS 

A. Schedule of Values:  A statement furnished by Contractor allocating portions of the Contract 
Sum to various portions of the Work and used as the basis for reviewing Contractor's 
Applications for Payment. 

1.4 SCHEDULE OF VALUES 

A. Coordination:  Coordinate preparation of the Schedule of Values with preparation of 
Contractor's Construction Schedule. 

1. Correlate line items in the Schedule of Values with other required administrative forms 
and schedules, including the following: 

a. Application for Payment forms with Continuation Sheets. 
b. Submittals Schedule. 

2. Submit the Schedule of Values to Architect at earliest possible date but no later than 
seven days before the date scheduled for submittal of initial Applications for Payment. 

B. Format and Content:  Use the Project Manual table of contents as a guide to establish line items 
for the Schedule of Values.  Provide at least one line item for each Specification Section. 

1. Identification:  Include the following Project identification on the Schedule of Values: 

a. Project name and location. 
b. Name of Architect. 
c. Architect's project number. 
d. Contractor's name and address. 
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e. Date of submittal. 

2. Arrange the Schedule of Values in tabular form with separate columns to indicate the 
following for each item listed: 

a. Related Specification Section or Division. 
b. Description of the Work. 
c. Name of subcontractor. 
d. Name of manufacturer or fabricator. 
e. Name of supplier. 
f. Change Orders (numbers) that affect value. 
g. Dollar value. 

1) Percentage of the Contract Sum to nearest one-hundredth percent, adjusted 
to total 100 percent. 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued 
evaluation of Applications for Payment and progress reports.  Coordinate with the Project 
Manual table of contents.  Provide several line items for principal subcontract amounts, 
where appropriate. 

4. Round amounts to nearest whole dollar; total shall equal the Contract Sum. 
5. Provide a separate line item in the Schedule of Values for each part of the Work where 

Applications for Payment may include materials or equipment purchased or fabricated 
and stored, but not yet installed. 

a. Differentiate between items stored on-site and items stored off-site.  Include 
evidence of insurance or bonded warehousing if required. 

6. Provide separate line items in the Schedule of Values for initial cost of materials, for each 
subsequent stage of completion, and for total installed value of that part of the Work. 

7. Allowances:  Provide a separate line item in the Schedule of Values for each allowance.  
Show line-item value of unit-cost allowances, as a product of the unit cost, multiplied by 
measured quantity.  Use information indicated in the Contract Documents to determine 
quantities. 

8. Each item in the Schedule of Values and Applications for Payment shall be complete.  
Include total cost and proportionate share of general overhead and profit for each item. 

a. Temporary facilities and other major cost items that are not direct cost of actual 
work-in-place may be shown either as separate line items in the Schedule of 
Values or distributed as general overhead expense, at Contractor's option. 

9. Schedule Updating:  Update and resubmit the Schedule of Values before the next 
Applications for Payment when Change Orders or Construction Change Directives result 
in a change in the Contract Sum. 

1.5 APPLICATIONS FOR PAYMENT 

A. Each Application for Payment shall be consistent with previous applications and payments as 
certified by Architect and paid for by Owner. 

1. Initial Application for Payment, Application for Payment at time of Substantial Completion, 
and final Application for Payment involve additional requirements. 
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B. Payment Application Times:  The date for each progress payment is indicated in the Agreement 
between Owner and Contractor.  The period of construction Work covered by each Application 
for Payment is the period indicated in the Agreement. 

C. Payment Application Times:  The date for each progress payment is the 15th day of each 
month.  The period covered by each Application for Payment starts on the day following the end 
of the preceding period and ends 15 days before the date for each progress payment. 

D. Payment Application Forms:  Use AIA Document G702 and AIA Document G703 Continuation 
Sheets as form for Applications for Payment. 

E. Application Preparation:  Complete every entry on form.  Notarize and execute by a person 
authorized to sign legal documents on behalf of Contractor.  Architect will return incomplete 
applications without action. 

1. Entries shall match data on the Schedule of Values and Contractor's Construction 
Schedule.  Use updated schedules if revisions were made. 

2. Include amounts of Change Orders and Construction Change Directives issued before 
last day of construction period covered by application. 

F. Transmittal:  Submit 3 signed and notarized original copies of each Application for Payment to 
Architect by a method ensuring receipt within 24 hours.  One copy shall include waivers of lien 
and similar attachments if required. 

1. Transmit each copy with a transmittal form listing attachments and recording appropriate 
information about application. 

G. Waivers of Mechanic's Lien:  With each Application for Payment, submit waivers of mechanic's 
liens from subcontractors, sub-subcontractors, and suppliers for construction period covered by 
the previous application. 

1. Submit partial waivers on each item for amount requested, before deduction for 
retainage, on each item. 

2. When an application shows completion of an item, submit final or full waivers. 
3. Owner reserves the right to designate which entities involved in the Work must submit 

waivers. 
4. Waiver Delays:  Submit each Application for Payment with Contractor's waiver of 

mechanic's lien for construction period covered by the application. 

a. Submit final Application for Payment with or preceded by final waivers from every 
entity involved with performance of the Work covered by the application who is 
lawfully entitled to a lien. 

5. Waiver Forms:  Submit waivers of lien on forms, executed in a manner acceptable to 
Owner. 

H. Initial Application for Payment:  Administrative actions and submittals that must precede or 
coincide with submittal of first Application for Payment include the following: 

1. List of subcontractors. 
2. Schedule of Values. 
3. Contractor's Construction Schedule (preliminary if not final). 
4. Products list. 
5. Schedule of unit prices. 
6. Submittals Schedule (preliminary if not final). 
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7. List of Contractor's staff assignments. 
8. List of Contractor's principal consultants. 
9. Copies of building permits. 
10. Copies of authorizations and licenses from authorities having jurisdiction for performance 

of the Work. 
11. Initial progress report. 
12. Report of preconstruction conference. 
13. Certificates of insurance and insurance policies. 
14. Performance and payment bonds. 
15. Data needed to acquire Owner's insurance. 
16. Initial settlement survey and damage report if required. 

I. Application for Payment at Substantial Completion:  After issuing the Certificate of Substantial 
Completion, submit an Application for Payment showing 100 percent completion for portion of 
the Work claimed as substantially complete. 

1. Include documentation supporting claim that the Work is substantially complete and a 
statement showing an accounting of changes to the Contract Sum. 

2. This application shall reflect Certificates of Partial Substantial Completion issued 
previously for Owner occupancy of designated portions of the Work. 

J. Final Payment Application:  Submit final Application for Payment with releases and supporting 
documentation not previously submitted and accepted, including, but not limited, to the 
following: 

1. Evidence of completion of Project closeout requirements. 
2. Insurance certificates for products and completed operations where required and proof 

that taxes, fees, and similar obligations were paid. 
3. Updated final statement, accounting for final changes to the Contract Sum. 
4. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims." 
5. AIA Document G706A, "Contractor's Affidavit of Release of Liens." 
6. AIA Document G707, "Consent of Surety to Final Payment." 
7. Evidence that claims have been settled. 
8. Final meter readings for utilities, a measured record of stored fuel, and similar data as of 

date of Substantial Completion or when Owner took possession of and assumed 
responsibility for corresponding elements of the Work. 

9. Final, liquidated damages settlement statement. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01290 
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SECTION 01330 - SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for submitting Shop 
Drawings, Product Data, Samples, and other miscellaneous submittals. 

B. Related Sections include the following: 

1. Division 1 Section "Payment Procedures" for submitting Applications for Payment. 
2. Division 1 Section "Closeout Procedures" for submitting warranties. 
3. Division 1 Section "Operation and Maintenance Data" for operation and maintenance 

manual requirements. 

1.3 DEFINITIONS 

A. Action Submittals:  Written and graphic information that requires Architect's responsive action. 

B. Informational Submittals:  Written information that does not require Architect's approval.  
Submittals may be rejected for not complying with requirements. 

1.4 SUBMITTAL PROCEDURES 

A. General:  Electronic copies of CAD Drawings of the Contract Drawings will not be provided by 
Architect for Contractor's use in preparing submittals. 

B. Coordination:  Coordinate preparation and processing of submittals with performance of 
construction activities. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, 
and related activities that require sequential activity. 

2. Coordinate transmittal of different types of submittals for related parts of the Work so 
processing will not be delayed because of need to review submittals concurrently for 
coordination. 

a. Architect reserves the right to withhold action on a submittal requiring coordination 
with other submittals until related submittals are received. 

C. Processing Time:  Allow enough time for submittal review, including time for resubmittals, as 
follows.  Time for review shall commence on Architect's receipt of submittal. 
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1. Initial Review:  Allow 10 days for initial review of each submittal.  Allow additional time if 
processing must be delayed to permit coordination with subsequent submittals.  Architect 
will advise Contractor when a submittal being processed must be delayed for 
coordination. 

D. Identification:  Place a permanent label or title block on each submittal for identification. 

1. Indicate name of firm or entity that prepared each submittal on label or title block. 
2. Provide a space approximately 4 by 5 inches on label or beside title block to record 

Contractor's review and approval markings and action taken by Architect. 
3. Include the following information on label for processing and recording action taken: 

a. Project name. 
b. Date. 
c. Name and address of Architect. 
d. Name and address of Contractor. 
e. Name and address of subcontractor. 
f. Name and address of supplier. 
g. Name of manufacturer. 
h. Unique identifier, including revision number. 
i. Number and title of appropriate Specification Section. 
j. Drawing number and detail references, as appropriate. 
k. Other necessary identification. 

E. Deviations:  Highlight, encircle, or otherwise identify deviations from the Contract Documents on 
submittals. 

F. Additional Copies:  Unless additional copies are required for final submittal, and unless Architect  
observes noncompliance with provisions of the Contract Documents, initial submittal may serve 
as final submittal. 

1. Submit one copy of submittal to concurrent reviewer in addition to specified number of 
copies to Architect. 

2. Additional copies submitted for maintenance manuals will be marked with action taken 
and will be returned. 

G. Transmittal:  Package each submittal individually and appropriately for transmittal and handling.  
Transmit each submittal using a transmittal form.  Architect will discard submittals received from 
sources other than Contractor. 

1. On an attached separate sheet, prepared on Contractor's letterhead, record relevant 
information, requests for data, revisions other than those requested by Architect on 
previous submittals, and deviations from requirements of the Contract Documents, 
including minor variations and limitations.  Include the same label information as the 
related submittal. 

2. Include Contractor's certification stating that information submitted complies with 
requirements of the Contract Documents. 

3. Transmittal Form:  Provide locations on form for the following information: 

a. Project name. 
b. Date. 
c. Destination (To:). 
d. Source (From:). 
e. Names of subcontractor, manufacturer, and supplier. 
f. Category and type of submittal. 
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g. Submittal purpose and description. 
h. Submittal and transmittal distribution record. 
i. Remarks. 
j. Signature of transmitter. 

H. Distribution:  Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of 
construction activities.  Show distribution on transmittal forms. 

I. Use for Construction:  Use only final submittals with mark indicating action taken by Architect in 
connection with construction. 

PART 2 - PRODUCTS 

2.1 ACTION SUBMITTALS 

A. General:  Prepare and submit Action Submittals required by individual Specification Sections. 

1. Number of Copies:  Submit five copies of each submittal, unless otherwise indicated.  
Architect will return four copies.  Mark up and retain one returned copy as a Project 
Record Document. 

B. Product Data:  Collect information into a single submittal for each element of construction and 
type of product or equipment. 

1. If information must be specially prepared for submittal because standard printed data are 
not suitable for use, submit as Shop Drawings, not as Product Data. 

2. Mark each copy of each submittal to show which products and options are applicable. 
3. Include the following information, as applicable: 

a. Manufacturer's written recommendations. 
b. Manufacturer's product specifications. 
c. Manufacturer's installation instructions. 
d. Standard color charts. 
e. Manufacturer's catalog cuts. 
f. Wiring diagrams showing factory-installed wiring. 
g. Printed performance curves. 
h. Operational range diagrams. 
i. Mill reports. 
j. Standard product operating and maintenance manuals. 
k. Compliance with recognized trade association standards. 
l. Compliance with recognized testing agency standards. 
m. Application of testing agency labels and seals. 
n. Notation of coordination requirements. 

C. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not base 
Shop Drawings on reproductions of the Contract Documents or standard printed data. 

1. Preparation:  Include the following information, as applicable: 

a. Dimensions. 
b. Identification of products. 
c. Fabrication and installation drawings. 
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d. Roughing-in and setting diagrams. 
e. Wiring diagrams showing field-installed wiring, including power, signal, and control 

wiring. 
f. Shopwork manufacturing instructions. 
g. Templates and patterns. 
h. Schedules. 
i. Design calculations. 
j. Compliance with specified standards. 
k. Notation of coordination requirements. 
l. Notation of dimensions established by field measurement. 

2. Wiring Diagrams:  Differentiate between manufacturer-installed and field-installed wiring. 
3. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop 

Drawings on sheets at least 8-1/2 by 11 inches but no larger than 30 by 40 inches. 
4. Number of Copies:  Submit three blue- or black-line prints of each submittal, unless prints 

are required for operation and maintenance manuals.  Submit five prints where prints are 
required for operation and maintenance manuals.  Architect will retain one  print; 
remainder will be returned. Mark up and retain one returned print as a Project Record 
Drawing. 

D. Samples:  Prepare physical units of materials or products, including the following: 

1. Comply with requirements in Division 1 Section "Quality Requirements" for mockups. 
2. Samples for Initial Selection:  Submit manufacturer's color charts consisting of units or 

sections of units showing the full range of colors, textures, and patterns available. 
3. Samples for Verification:  Submit full-size units or Samples of size indicated, prepared 

from the same material to be used for the Work, cured and finished in manner specified, 
and physically identical with the product proposed for use, and that show full range of 
color and texture variations expected.  Samples include, but are not limited to, the 
following:  partial sections of manufactured or fabricated components; small cuts or 
containers of materials; complete units of repetitively used materials; swatches showing 
color, texture, and pattern; color range sets; and components used for independent 
testing and inspection. 

4. Preparation:  Mount, display, or package Samples in manner specified to facilitate review 
of qualities indicated.  Prepare Samples to match Architect's sample where so indicated.  
Attach label on unexposed side that includes the following: 

a. Generic description of Sample. 
b. Product name or name of manufacturer. 
c. Sample source. 

5. Additional Information:  On an attached separate sheet, prepared on Contractor's 
letterhead, provide the following: 

a. Size limitations. 
b. Compliance with recognized standards. 
c. Availability. 
d. Delivery time. 

6. Submit Samples for review of kind, color, pattern, and texture for a final check of these 
characteristics with other elements and for a comparison of these characteristics between 
final submittal and actual component as delivered and installed. 

a. If variation in color, pattern, texture, or other characteristic is inherent in the 
product represented by a Sample, submit at least three sets of paired units that 
show approximate limits of the variations. 
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b. Refer to individual Specification Sections for requirements for Samples that 
illustrate workmanship, fabrication techniques, details of assembly, connections, 
operation, and similar construction characteristics. 

7. Number of Samples for Initial Selection:  Submit one full set[s] of available choices where 
color, pattern, texture, or similar characteristics are required to be selected from 
manufacturer's product line.  Architect will return submittal with options selected. 

8. Number of Samples for Verification:  Submit three sets of Samples.  Architect will retain 
two Sample sets; remainder will be returned. 

a. Submit a single Sample where assembly details, workmanship, fabrication 
techniques, connections, operation, and other similar characteristics are to be 
demonstrated. 

9. Disposition:  Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity.  Sample sets may be 
used to determine final acceptance of construction associated with each set. 

a. Samples that may be incorporated into the Work are indicated in individual 
Specification Sections.  Such Samples must be in an undamaged condition at time 
of use. 

b. Samples not incorporated into the Work, or otherwise designated as Owner's 
property, are the property of Contractor. 

E. Product Schedule or List:  Prepare a written summary indicating types of products required for 
the Work and their intended location.  Include the following information in tabular form: 

1. Type of product.  Include unique identifier for each product. 
2. Number and name of room or space. 
3. Location within room or space. 

F. Application for Payment:  Comply with requirements in Division 1 Section "Payment 
Procedures." 

G. Schedule of Values:  Comply with requirements in Division 1 Section "Payment Procedures." 

H. Subcontract List:  Prepare a written summary identifying individuals or firms proposed for each 
portion of the Work, including those who are to furnish products or equipment fabricated to a 
special design.  Include the following information in tabular form: 

1. Name, address, and telephone number of entity performing subcontract or supplying 
products. 

2. Number and title of related Specification Section(s) covered by subcontract. 
3. Drawing number and detail references, as appropriate, covered by subcontract. 

2.2 INFORMATIONAL SUBMITTALS 

A. General:  Prepare and submit Informational Submittals required by other Specification Sections. 

1. Number of Copies:  Submit two copies of each submittal, unless otherwise indicated.  
Architect will not return copies. 

2. Certificates and Certifications:  Provide a notarized statement that includes signature of 
entity responsible for preparing certification.  Certificates and certifications shall be 
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signed by an officer or other individual authorized to sign documents on behalf of that 
entity. 

3. Test and Inspection Reports:  Comply with requirements in Division 1 Section "Quality 
Requirements." 

B. Qualification Data:  Prepare written information that demonstrates capabilities and experience of 
firm or person.  Include lists of completed projects with project names and addresses, names 
and addresses of architects and owners, and other information specified. 

C. Product Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
product complies with requirements. 

D. Welding Certificates:  Prepare written certification that welding procedures and personnel 
comply with requirements.  Submit record of Welding Procedure Specification (WPS) and 
Procedure Qualification Record (PQR) on AWS forms.  Include names of firms and personnel 
certified. 

E. Installer Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
Installer complies with requirements and, where required, is authorized for this specific Project. 

F. Manufacturer Certificates:  Prepare written statements on manufacturer's letterhead certifying 
that manufacturer complies with requirements.  Include evidence of manufacturing experience 
where required. 

G. Material Certificates:  Prepare written statements on manufacturer's letterhead certifying that 
material complies with requirements. 

H. Material Test Reports:  Prepare reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting test results of material for compliance with 
requirements. 

I. Preconstruction Test Reports:  Prepare reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting results of tests performed before installation 
of product, for compliance with performance requirements. 

J. Compatibility Test Reports:  Prepare reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting results of compatibility tests performed 
before installation of product.  Include written recommendations for primers and substrate 
preparation needed for adhesion. 

K. Field Test Reports:  Prepare reports written by a qualified testing agency, on testing agency's 
standard form, indicating and interpreting results of field tests performed either during 
installation of product or after product is installed in its final location, for compliance with 
requirements. 

L. Product Test Reports:  Prepare written reports indicating current product produced by 
manufacturer complies with requirements.  Base reports on evaluation of tests performed by 
manufacturer and witnessed by a qualified testing agency, or on comprehensive tests 
performed by a qualified testing agency. 

M. Research/Evaluation Reports:  Prepare written evidence, from a model code organization 
acceptable to authorities having jurisdiction, that product complies with building code in effect 
for Project.  Include the following information: 

1. Name of evaluation organization. 
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2. Date of evaluation. 
3. Time period when report is in effect. 
4. Product and manufacturers' names. 
5. Description of product. 
6. Test procedures and results. 
7. Limitations of use. 

N. Maintenance Data:  Prepare written and graphic instructions and procedures for operation and 
normal maintenance of products and equipment.  Comply with requirements in Division 1 
Section "Closeout Procedures and Operation and Maintenance Data." 

O. Design Data:  Prepare written and graphic information, including, but not limited to, performance 
and design criteria, list of applicable codes and regulations, and calculations.  Include list of 
assumptions and other performance and design criteria and a summary of loads.  Include load 
diagrams if applicable.  Provide name and version of software, if any, used for calculations.  
Include page numbers. 

P. Manufacturer's Instructions:  Prepare written or published information that documents 
manufacturer's recommendations, guidelines, and procedures for installing or operating a 
product or equipment.  Include name of product and name, address, and telephone number of 
manufacturer.  Include the following, as applicable: 

1. Preparation of substrates. 
2. Required substrate tolerances. 
3. Sequence of installation or erection. 
4. Required installation tolerances. 
5. Required adjustments. 
6. Recommendations for cleaning and protection. 

Q. Manufacturer's Field Reports:  Prepare written information documenting factory-authorized 
service representative's tests and inspections.  Include the following, as applicable: 

1. Name, address, and telephone number of factory-authorized service representative 
making report. 

2. Statement on condition of substrates and their acceptability for installation of product. 
3. Statement that products at Project site comply with requirements. 
4. Summary of installation procedures being followed, whether they comply with 

requirements and, if not, what corrective action was taken. 
5. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
6. Statement whether conditions, products, and installation will affect warranty. 
7. Other required items indicated in individual Specification Sections. 

R. Insurance Certificates and Bonds:  Prepare written information indicating current status of 
insurance or bonding coverage.  Include name of entity covered by insurance or bond, limits of 
coverage, amounts of deductibles, if any, and term of the coverage. 

PART 3 - EXECUTION 

3.1 CONTRACTOR'S REVIEW 

A. Review each submittal and check for compliance with the Contract Documents.  Note 
corrections and field dimensions.  Mark with approval stamp before submitting to Architect. 
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B. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name 
and location, submittal number, Specification Section title and number, name of reviewer, date 
of Contractor's approval, and statement certifying that submittal has been reviewed, checked, 
and approved for compliance with the Contract Documents. 

3.2 ARCHITECT'S ACTION 

A. General:  Architect will not review submittals that do not bear Contractor's approval stamp and 
will return them without action. 

B. Action Submittals:  Architect will review each submittal, make marks to indicate corrections or 
modifications required, and return it.  Architect  will stamp each submittal with an action stamp 
and comment sheet and will mark stamp appropriately to indicate action taken, as follows: 

1. No Exceptions Taken 

2. Make Revisions Noted 

3. Revise and Resubmit 

4. Not Approved 

C. Informational Submittals:  Architect will review each submittal and will not return it, or will reject 
and return it if it does not comply with requirements.  Architect will forward each submittal to 
appropriate party. 

D. Submittals not required by the Contract Documents will not be reviewed and may be discarded. 

END OF SECTION 01330 
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SECTION 01600 - PRODUCT REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following administrative and procedural requirements:  selection of 
products for use in Project; product delivery, storage, and handling; manufacturers' standard 
warranties on products; special warranties; product substitutions; and comparable products. 

B. Related Sections include the following: 
1. Division 1 Section "Closeout Procedures" for submitting warranties for contract closeout. 
2. Divisions 2 through 16 Sections for specific requirements for warranties on products and 

installations specified to be warranted. 

1.3 DEFINITIONS 

A. Products:  Items purchased for incorporating into the Work, whether purchased for Project or 
taken from previously purchased stock.  The term "product" includes the terms "material," 
"equipment," "system," and terms of similar intent. 

1. Named Products:  Items identified by manufacturer's product name, including make or 
model number or other designation, shown or listed in manufacturer's published product 
literature, that is current as of date of the Contract Documents. 

2. New Products:  Items that have not previously been incorporated into another project or 
facility.  Products salvaged or recycled from other projects are not considered new 
products. 

3. Comparable Product:  Product that is demonstrated and approved through submittal 
process, or where indicated as a product substitution, to have the indicated qualities 
related to type, function, dimension, in-service performance, physical properties, 
appearance, and other characteristics that equal or exceed those of specified product. 

B. Substitutions:  Changes in products, materials, equipment, and methods of construction from 
those required by the Contract Documents and proposed by Contractor. 

C. Basis-of-Design Product Specification:  Where a specific manufacturer's product is named and 
accompanied by the words "basis of design," including make or model number or other 
designation, to establish the significant qualities related to type, function, dimension, in-service 
performance, physical properties, appearance, and other characteristics for purposes of 
evaluating comparable products of other named manufacturers. 

D. Manufacturer's Warranty:  Preprinted written warranty published by individual manufacturer for 
a particular product and specifically endorsed by manufacturer to Owner. 
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E. Special Warranty:  Written warranty required by or incorporated into the Contract Documents, 
either to extend time limit provided by manufacturer's warranty or to provide more rights for 
Owner. 

1.4 SUBMITTALS 

A. Product List:  Submit a list, in tabular from, showing specified products.  Include generic names 
of products required.  Include manufacturer's name and proprietary product names for each 
product. 

1. Coordinate product list with Contractor's Construction Schedule and the Submittals 
Schedule. 

2. Form:  Tabulate information for each product under the following column headings: 

a. Specification Section number and title. 
b. Generic name used in the Contract Documents. 
c. Proprietary name, model number, and similar designations. 
d. Manufacturer's name and address. 
e. Supplier's name and address. 
f. Installer's name and address. 
g. Projected delivery date or time span of delivery period. 
h. Identification of items that require early submittal approval for scheduled delivery 

date. 

3. Completed List:  Within 45 days after date of commencement of the Work, submit 3  
copies of completed product list.  Include a written explanation for omissions of data and 
for variations from Contract requirements. 

4. Architect's Action:  Architect will respond in writing to Contractor within 15 days of receipt 
of completed product list.  Architect's response will include a list of unacceptable product 
selections and a brief explanation of reasons for this action.  Architect's response, or lack 
of response, does not constitute a waiver of requirement that products comply with the 
Contract Documents. 

B. Substitution Requests:  Submit three copies of each request for consideration.  Identify product 
or fabrication or installation method to be replaced.  Include Specification Section number and 
title and Drawing numbers and titles. 

1. Substitution Request Form:  Use CSI Form 13.1A . 
2. Documentation:  Show compliance with requirements for substitutions and the following, 

as applicable: 

a. Statement indicating why specified material or product cannot be provided. 
b. Coordination information, including a list of changes or modifications needed to 

other parts of the Work and to construction performed by Owner and separate 
contractors, that will be necessary to accommodate proposed substitution. 

c. Detailed comparison of significant qualities of proposed substitution with those of 
the Work specified.  Significant qualities may include attributes such as 
performance, weight, size, durability, visual effect, and specific features and 
requirements indicated. 

d. Product Data, including drawings and descriptions of products and fabrication and 
installation procedures. 

e. Samples, where applicable or requested. 
f. List of similar installations for completed projects with project names and 

addresses and names and addresses of architects and owners. 
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g. Material test reports from a qualified testing agency indicating and interpreting test 
results for compliance with requirements indicated. 

h. Research/evaluation reports evidencing compliance with building code in effect for 
Project, from a model code organization acceptable to authorities having 
jurisdiction. 

i. Detailed comparison of Contractor's Construction Schedule using proposed 
substitution with products specified for the Work, including effect on the overall 
Contract Time.  If specified product or method of construction cannot be provided 
within the Contract Time, include letter from manufacturer, on manufacturer's 
letterhead, stating lack of availability or delays in delivery. 

j. Cost information, including a proposal of change, if any, in the Contract Sum. 
k. Contractor's certification that proposed substitution complies with requirements in 

the Contract Documents and is appropriate for applications indicated. 
l. Contractor's waiver of rights to additional payment or time that may subsequently 

become necessary because of failure of proposed substitution to produce 
indicated results. 

3. Architect's Action:  If necessary, Architect will request additional information or 
documentation for evaluation within one week of receipt of a request for substitution.  
Architect will notify Contractor of acceptance or rejection of proposed substitution within 
15 days of receipt of request, or 7 days of receipt of additional information or 
documentation, whichever is later. 

a. Form of Acceptance:  Change Order. 
b. Use product specified if Architect cannot make a decision on use of a proposed 

substitution within time allocated. 

C. Basis-of-Design Product Specification Submittal:  Comply with requirements in Division 1 
Section "Submittal Procedures."  Show compliance with requirements. 

1.5 QUALITY ASSURANCE 

A. Compatibility of Options:  If Contractor is given option of selecting between two or more 
products for use on Project, product selected shall be compatible with products previously 
selected, even if previously selected products were also options. 

1.6 PRODUCT DELIVERY, STORAGE, AND HANDLING 

A. Deliver, store, and handle products using means and methods that will prevent damage, 
deterioration, and loss, including theft.  Comply with manufacturer's written instructions. 

1. Schedule delivery to minimize long-term storage at Project site and to prevent 
overcrowding of construction spaces. 

2. Coordinate delivery with installation time to ensure minimum holding time for items that 
are flammable, hazardous, easily damaged, or sensitive to deterioration, theft, and other 
losses. 

3. Deliver products to Project site in an undamaged condition in manufacturer's original 
sealed container or other packaging system, complete with labels and instructions for 
handling, storing, unpacking, protecting, and installing. 

4. Inspect products on delivery to ensure compliance with the Contract Documents and to 
ensure that products are undamaged and properly protected. 

5. Store products to allow for inspection and measurement of quantity or counting of units. 
6. Store materials in a manner that will not endanger Project structure. 
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7. Store products that are subject to damage by the elements, under cover in a weathertight 
enclosure above ground, with ventilation adequate to prevent condensation. 

8. Comply with product manufacturer's written instructions for temperature, humidity, 
ventilation, and weather-protection requirements for storage. 

9. Protect stored products from damage. 

B. Storage:  Provide a secure location and enclosure at Project site for storage of materials and 
equipment by Owner's construction forces.  Coordinate location with Owner. 

1.7 PRODUCT WARRANTIES 

A. Warranties specified in other Sections shall be in addition to, and run concurrent with, other 
warranties required by the Contract Documents.  Manufacturer's disclaimers and limitations on 
product warranties do not relieve Contractor of obligations under requirements of the Contract 
Documents. 

B. Special Warranties:  Prepare a written document that contains appropriate terms and 
identification, ready for execution.  Submit a draft for approval before final execution. 

1. Manufacturer's Standard Form:  Modified to include Project-specific information and 
properly executed. 

2. Refer to Divisions 2 through 16 Sections for specific content requirements and particular 
requirements for submitting special warranties. 

C. Submittal Time:  Comply with requirements in Division 1 Section "Closeout Procedures." 

PART 2 - PRODUCTS 

2.1 PRODUCT OPTIONS 

A. General Product Requirements:  Provide products that comply with the Contract Documents, 
that are undamaged, and unless otherwise indicated, that are new at time of installation. 

1. Provide products complete with accessories, trim, finish, fasteners, and other items 
needed for a complete installation and indicated use and effect. 

2. Standard Products:  If available, and unless custom products or nonstandard options are 
specified, provide standard products of types that have been produced and used 
successfully in similar situations on other projects. 

3. Owner reserves the right to limit selection to products with warranties not in conflict with 
requirements of the Contract Documents. 

4. Where products are accompanied by the term "as selected," Architect will make 
selection. 

5. Where products are accompanied by the term "match sample," sample to be matched is 
Architect's. 

6. Descriptive, performance, and reference standard requirements in the Specifications 
establish "salient characteristics" of products. 

7. Or Equal:  Where products are specified by name and accompanied by the term "or 
equal" or "or approved equal" or "or approved," comply with provisions in "Comparable 
Products" Article to obtain approval for use of an unnamed product. 

B. Product Selection Procedures:  Procedures for product selection include the following: 
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1. Product:  Where Specification paragraphs or subparagraphs titled "Product" name a 
single product and manufacturer, provide the product named. 

a. Substitutions may be considered. 

2. Manufacturer/Source:  Where Specification paragraphs or subparagraphs titled 
"Manufacturer" or "Source" name single manufacturers or sources, provide a product by 
the manufacturer or from the source named that complies with requirements. 

a. Substitutions may be considered. 

3. Products:  Where Specification paragraphs or subparagraphs titled "Products" introduce 
a list of names of both products and manufacturers, provide one of the products listed 
that complies with requirements. 

a. Substitutions may be considered. 

4. Manufacturers:  Where Specification paragraphs or subparagraphs titled "Manufacturers" 
introduce a list of manufacturers' names, provide a product by one of the manufacturers 
listed that complies with requirements. 

a. Substitutions may be considered. 

5. Available Products:  Where Specification paragraphs or subparagraphs titled "Available 
Products" introduce a list of names of both products and manufacturers, provide one of 
the products listed or another product that complies with requirements.  Comply with 
provisions in "Comparable Products" Article to obtain approval for use of an unnamed 
product. 

6. Available Manufacturers:  Where Specification paragraphs or subparagraphs titled 
"Available Manufacturers" introduce a list of manufacturers' names, provide a product by 
one of the manufacturers listed or another manufacturer that complies with requirements.  
Comply with provisions in "Comparable Products" Article to obtain approval for use of an 
unnamed product. 

7. Product Options:  Where Specification paragraphs titled "Product Options" indicate that 
size, profiles, and dimensional requirements on Drawings are based on a specific product 
or system, provide either the specific product or system indicated or a comparable 
product or system by another manufacturer.  Comply with provisions in "Product 
Substitutions" Article. 

8. Basis-of-Design Products:  Where Specification paragraphs or subparagraphs titled 
"Basis-of-Design Product[s]" are included and also introduce or refer to a list of 
manufacturers' names, provide either the specified product or a comparable product by 
one of the other named manufacturers.  Drawings and Specifications indicate sizes, 
profiles, dimensions, and other characteristics that are based on the product named.  
Comply with provisions in "Comparable Products" Article to obtain approval for use of an 
unnamed product. 

a. Substitutions may be considered. 

9. Visual Matching Specification:  Where Specifications require matching an established 
Sample, select a product (and manufacturer) that complies with requirements and 
matches Architect's sample.  Architect's decision will be final on whether a proposed 
product matches satisfactorily. 
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a. If no product available within specified category matches satisfactorily and 
complies with other specified requirements, comply with provisions of the Contract 
Documents on "substitutions" for selection of a matching product. 

10. Visual Selection Specification:  Where Specifications include the phrase "as selected 
from manufacturer's colors, patterns, textures" or a similar phrase, select a product (and 
manufacturer) that complies with other specified requirements. 

a. Standard Range:  Where Specifications include the phrase "standard range of 
colors, patterns, textures" or similar phrase, Architect will select color, pattern, or 
texture from manufacturer's product line that does not include premium items. 

b. Full Range:  Where Specifications include the phrase "full range of colors, 
patterns, textures" or similar phrase, Architect will select color, pattern, or texture 
from manufacturer's product line that includes both standard and premium items. 

11. Allowances:  Refer to individual Specification Sections and "Allowance" provisions in 
Division 1 for allowances that control product selection and for procedures required for 
processing such selections. 

2.2 PRODUCT SUBSTITUTIONS 

A. Timing:  Architect will consider requests for substitution if received within 45 days after the 
Notice to Proceed.  Requests received after that time may be considered or rejected at 
discretion of Architect. 

B. Conditions:  Architect will consider Contractor's request for substitution when the following 
conditions are satisfied.  If the following conditions are not satisfied, Architect will return 
requests without action, except to record noncompliance with these requirements: 

1. Requested substitution offers Owner a substantial advantage in cost, time, energy 
conservation, or other considerations, after deducting additional responsibilities Owner 
must assume.  Owner's additional responsibilities may include compensation to Architect 
for redesign and evaluation services, increased cost of other construction by Owner, and 
similar considerations. 

2. Requested substitution does not require extensive revisions to the Contract Documents. 
3. Requested substitution is consistent with the Contract Documents and will produce 

indicated results. 
4. Substitution request is fully documented and properly submitted. 
5. Requested substitution will not adversely affect Contractor's Construction Schedule. 
6. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 
7. Requested substitution is compatible with other portions of the Work. 
8. Requested substitution has been coordinated with other portions of the Work. 
9. Requested substitution provides specified warranty. 
10. If requested substitution involves more than one contractor, requested substitution has 

been coordinated with other portions of the Work, is uniform and consistent, is compatible 
with other products, and is acceptable to all contractors involved. 

2.3 COMPARABLE PRODUCTS 

A. Where products or manufacturers are specified by name, submit the following, in addition to 
other required submittals, to obtain approval of an unnamed product: 
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1. Evidence that the proposed product does not require extensive revisions to the Contract 
Documents, that it is consistent with the Contract Documents and will produce the 
indicated results, and that it is compatible with other portions of the Work. 

2. Detailed comparison of significant qualities of proposed product with those named in the 
Specifications.  Significant qualities include attributes such as performance, weight, size, 
durability, visual effect, and specific features and requirements indicated. 

3. Evidence that proposed product provides specified warranty. 
4. List of similar installations for completed projects with project names and addresses and 

names and addresses of architects and owners, if requested. 
5. Samples, if requested. 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 01600 
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SECTION 01731 - CUTTING AND PATCHING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes procedural requirements for cutting and patching. 

B. Related Sections include the following: 

1. Division 1 Section "Selective Demolition" for demolition of selected portions of the 
building for alterations. 

2. Division 7 Section "Through-Penetration Firestop Systems" for patching fire-rated 
construction. 

1.3 DEFINITIONS 

A. Cutting:  Removal of existing construction necessary to permit installation or performance of 
other Work. 

B. Patching:  Fitting and repair work required to restore surfaces to original conditions after 
installation of other Work. 

1.4 SUBMITTALS 

A. Cutting and Patching Proposal:  Submit a proposal describing procedures at least 10 days 
before the time cutting and patching will be performed, requesting approval to proceed.  Include 
the following information: 

1. Extent:  Describe cutting and patching, show how they will be performed, and indicate 
why they cannot be avoided. 

2. Changes to Existing Construction:  Describe anticipated results.  Include changes to 
structural elements and operating components as well as changes in building's 
appearance and other significant visual elements. 

3. Products:  List products to be used and firms or entities that will perform the Work. 
4. Dates:  Indicate when cutting and patching will be performed. 
5. Utilities:  List utilities that cutting and patching procedures will disturb or affect.  List 

utilities that will be relocated and those that will be temporarily out of service.  Indicate 
how long service will be disrupted. 

6. Structural Elements:  Where cutting and patching involve adding reinforcement to 
structural elements, submit details and engineering calculations showing integration of 
reinforcement with original structure. 
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1.5 QUALITY ASSURANCE 

A. Structural Elements:  Do not cut and patch structural elements in a manner that could change 
their load-carrying capacity or load-deflection ratio. 

B. Operational Elements:  Do not cut and patch operating elements and related components in a 
manner that results in reducing their capacity to perform as intended or that results in increased 
maintenance or decreased operational life or safety. 

1. Primary operational systems and equipment. 
2. Air or smoke barriers. 
3. Fire-protection systems. 
4. Control systems. 
5. Communication systems. 
6. Conveying systems. 
7. Electrical wiring systems. 
8. Operating systems of special construction in Division 13 Sections. 

C. Miscellaneous Elements:  Do not cut and patch the following elements or related components in 
a manner that could change their load-carrying capacity, that results in reducing their capacity 
to perform as intended, or that results in increased maintenance or decreased operational life or 
safety. 

1. Water, moisture, or vapor barriers. 
2. Membranes and flashings. 
3. Exterior curtain-wall construction. 
4. Equipment supports. 
5. Piping, ductwork, vessels, and equipment. 
6. Noise- and vibration-control elements and systems. 

D. Visual Requirements:  Do not cut and patch construction in a manner that results in visual 
evidence of cutting and patching.  Do not cut and patch construction exposed on the exterior or 
in occupied spaces in a manner that would, in Architect's opinion, reduce the building's 
aesthetic qualities.  Remove and replace construction that has been cut and patched in a 
visually unsatisfactory manner. 

1. If possible, retain original Installer or fabricator to cut and patch exposed Work listed 
below.  If it is impossible to engage original Installer or fabricator, engage another 
recognized, experienced, and specialized firm. 

a. Processed concrete finishes. 
b. Preformed metal panels. 
c. Roofing. 
d. Firestopping. 
e. Window wall system. 
f. Fluid-applied flooring. 
g. Wall covering. 
h. HVAC enclosures, cabinets, or covers. 

E. Cutting and Patching Conference:  Before proceeding, meet at Project site with parties involved 
in cutting and patching, including mechanical and electrical trades.  Review areas of potential 
interference and conflict.  Coordinate procedures and resolve potential conflicts before 
proceeding. 
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1.6 WARRANTY 

A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or 
damaged during cutting and patching operations, by methods and with materials so as not to 
void existing warranties. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. General:  Comply with requirements specified in other Sections of these Specifications. 

B. Existing Materials:  Use materials identical to existing materials.  For exposed surfaces, use 
materials that visually match existing adjacent surfaces to the fullest extent possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when 
installed, will match the visual and functional performance of existing materials. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces to be cut and patched and conditions under which cutting and patching are to 
be performed. 

1. Compatibility:  Before patching, verify compatibility with and suitability of substrates, 
including compatibility with existing finishes or primers. 

2. Proceed with installation only after unsafe or unsatisfactory conditions have been 
corrected. 

3.2 PREPARATION 

A. Temporary Support:  Provide temporary support of Work to be cut. 

B. Protection:  Protect existing construction during cutting and patching to prevent damage.  
Provide protection from adverse weather conditions for portions of Project that might be 
exposed during cutting and patching operations. 

C. Adjoining Areas:  Avoid interference with use of adjoining areas or interruption of free passage 
to adjoining areas. 

3.3 PERFORMANCE 

A. General:  Employ skilled workers to perform cutting and patching.  Proceed with cutting and 
patching at the earliest feasible time, and complete without delay. 

1. Cut existing construction to provide for installation of other components or performance of 
other construction, and subsequently patch as required to restore surfaces to their 
original condition. 
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B. Cutting:  Cut existing construction by sawing, drilling, breaking, chipping, grinding, and similar 
operations, including excavation, using methods least likely to damage elements retained or 
adjoining construction.  If possible, review proposed procedures with original Installer; comply 
with original Installer's written recommendations. 

1. In general, use hand or small power tools designed for sawing and grinding, not 
hammering and chopping.  Cut holes and slots as small as possible, neatly to size 
required, and with minimum disturbance of adjacent surfaces.  Temporarily cover 
openings when not in use. 

2. Existing Finished Surfaces:  Cut or drill from the exposed or finished side into concealed 
surfaces. 

3. Masonry:  Cut using a cutting machine, such as an abrasive saw or a diamond-core drill. 
4. Excavating and Backfilling:  Comply with requirements in applicable Division 2 Sections 

where required by cutting and patching operations. 
5. Mechanical and Electrical Services:  Cut off pipe or conduit in walls or partitions to be 

removed.  Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent 
entrance of moisture or other foreign matter after cutting. 

6. Proceed with patching after construction operations requiring cutting are complete. 

C. Patching:  Patch construction by filling, repairing, refinishing, closing up, and similar operations 
following performance of other Work.  Patch with durable seams that are as invisible as 
possible.  Provide materials and comply with installation requirements specified in other 
Sections of these Specifications. 

1. Inspection:  Where feasible, test and inspect patched areas after completion to 
demonstrate integrity of installation. 

2. Exposed Finishes:  Restore exposed finishes of patched areas and extend finish 
restoration into retained adjoining construction in a manner that will eliminate evidence of 
patching and refinishing. 

3. Floors and Walls:  Where walls or partitions that are removed extend one finished area 
into another, patch and repair floor and wall surfaces in the new space.  Provide an even 
surface of uniform finish, color, texture, and appearance.  Remove existing floor and wall 
coverings and replace with new materials, if necessary, to achieve uniform color and 
appearance. 

a. Where patching occurs in a painted surface, apply primer and intermediate paint 
coats over the patch and apply final paint coat over entire unbroken surface 
containing the patch.  Provide additional coats until patch blends with adjacent 
surfaces. 

4. Ceilings:  Patch, repair, or rehang existing ceilings as necessary to provide an even-
plane surface of uniform appearance. 

5. Exterior Building Enclosure:  Patch components in a manner that restores enclosure to a 
weathertight condition. 

 
 

END OF SECTION 01731 
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SECTION 01732 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Demolition and removal of selected portions of a building or structure. 
2. Demolition and removal of selected site elements. 
3. Repair procedures for selective demolition operations. 

1.3 DEFINITIONS 

A. Remove:  Detach items from existing construction and legally dispose of them off-site, unless 
indicated to be removed and salvaged or removed and reinstalled. 

B. Remove and Salvage:  Detach items from existing construction and deliver them to Owner 
ready for reuse. 

C. Remove and Reinstall:  Detach items from existing construction, prepare them for reuse, and 
reinstall them where indicated. 

D. Existing to Remain:  Existing items of construction that are not to be removed and that are not 
otherwise indicated to be removed, removed and salvaged, or removed and reinstalled. 

1.4 MATERIALS OWNERSHIP 

A. Except for items or materials indicated to be reused, salvaged, reinstalled, or otherwise 
indicated to remain Owner's property, demolished materials shall become Contractor's property 
and shall be removed from Project site. 

1.5 SUBMITTALS 

A. Schedule of Selective Demolition Activities:  Indicate the following: 

1. Detailed sequence of selective demolition and removal work, with starting and ending 
dates for each activity.   

2. Interruption of utility services. 
3. Coordination for shutoff, capping, and continuation of utility services. 
4. Use of  stairs. 

B. Inventory:  After selective demolition is complete, submit a list of items that have been removed 
and salvaged. 
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1.6 QUALITY ASSURANCE 

A. Demolition Firm Qualifications:  An experienced firm that has specialized in demolition work 
similar in material and extent to that indicated for this Project. 

B. Professional Engineer Qualifications:  Comply with Division 1 Section "Quality Requirements." 

C. Regulatory Requirements:  Comply with governing EPA notification regulations before 
beginning selective demolition.  Comply with hauling and disposal regulations of authorities 
having jurisdiction. 

D. Standards:  Comply with ANSI A10.6 and NFPA 241. 

1.7 PROJECT CONDITIONS 

A. Owner assumes no responsibility for condition of areas to be selectively demolished. 

1. Conditions existing at time of inspection for bidding purpose will be maintained by Owner 
as far as practical. 

B. Hazardous Materials:  It is not expected that hazardous materials will be encountered in the 
Work. 

1. Hazardous materials will be removed by Owner before start of the Work. 
2. If materials suspected of containing hazardous materials are encountered, do not disturb; 

immediately notify Architect and Owner.  Hazardous materials will be removed by Owner 
under a separate contract. 

C. Storage or sale of removed items or materials on-site will not be permitted. 

1.8 WARRANTY 

A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or 
damaged during selective demolition, by methods and with materials so as not to void existing 
warranties. 

PART 2 - PRODUCTS 

2.1 REPAIR MATERIALS 

A. Use repair materials identical to existing materials. 

1. If identical materials are unavailable or cannot be used for exposed surfaces, use 
materials that visually match existing adjacent surfaces to the fullest extent possible. 

2. Use materials whose installed performance equals or surpasses that of existing 
materials. 

B. Comply with material and installation requirements specified in individual Specification Sections. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that utilities have been disconnected and capped. 

B. Survey existing conditions and correlate with requirements indicated to determine extent of 
selective demolition required. 

C. Inventory and record the condition of items to be removed and reinstalled and items to be 
removed and salvaged. 

D. When unanticipated mechanical, electrical, or structural elements that conflict with intended 
function or design are encountered, investigate and measure the nature and extent of conflict.  
Promptly submit a written report to Architect. 

E. Engage a professional engineer to survey condition of building to determine whether removing 
any element might result in structural deficiency or unplanned collapse of any portion of 
structure or adjacent structures during selective demolition operations. 

F. Perform surveys as the Work progresses to detect hazards resulting from selective demolition 
activities. 

3.2 UTILITY SERVICES 

A. Existing Utilities:  Maintain services indicated to remain and protect them against damage 
during selective demolition operations. 

B. Utility Requirements:  Locate, identify, disconnect, and seal or cap off indicated utilities serving 
areas to be selectively demolished. 

1. Owner will arrange to shut off indicated utilities when requested by Contractor. 
2. Arrange to shut off indicated utilities with utility companies. 
3. If utility services are required to be removed, relocated, or abandoned, before proceeding 

with selective demolition provide temporary utilities that bypass area of selective 
demolition and that maintain continuity of service to other parts of building. 

4. Cut off pipe or conduit in walls or partitions to be removed.  Cap, valve, or plug and seal 
remaining portion of pipe or conduit after bypassing. 

C. Utility Requirements:  Refer to mechanical and electrical drawings for shutting off, 
disconnecting, removing, and sealing or capping utilities.  Do not start selective demolition work 
until utility disconnecting and sealing have been completed and verified in writing. 

3.3 PREPARATION 

A. Pest Control:  Employ a certified, licensed exterminator to treat building and to control rodents 
and vermin before and during selective demolition operations. 

B. Site Access and Temporary Controls:  Conduct selective demolition and debris-removal 
operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. 
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1. Do not close or obstruct streets, walks, walkways, or other adjacent occupied or used 
facilities without permission from Owner and authorities having jurisdiction.  Provide 
alternate routes around closed or obstructed traffic ways if required by governing 
regulations. 

2. Protect existing site improvements, appurtenances, and landscaping to remain. 

C. Temporary Facilities:  Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent buildings and facilities to remain. 

 
1. Provide temporary weather protection, during interval between selective demolition of 

existing construction on exterior surfaces and new construction, to prevent water leakage 
and damage to structure and interior areas. 

2. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 
exposed during selective demolition operations. 

3. Cover and protect furniture, furnishings, and equipment that have not been removed. 

D. Temporary Enclosures:  Provide temporary enclosures for protection of existing building and 
construction, in progress and completed, from exposure, foul weather, other construction 
operations, and similar activities.  Provide temporary weathertight enclosure for building 
exterior. 

3.4 POLLUTION CONTROLS 

A. Disposal:  Remove and transport debris in a manner that will prevent spillage on adjacent 
surfaces and areas. 

1. Remove debris from elevated portions of building by chute, hoist, or other device that will 
convey debris to grade level in a controlled descent. 

B. Cleaning:  Clean adjacent structures and improvements of dust, dirt, and debris caused by 
selective demolition operations.  Return adjacent areas to condition existing before selective 
demolition operations began. 

3.5 SELECTIVE DEMOLITION 

A. General:  Demolish and remove existing construction only to the extent required by new 
construction and as indicated.  Use methods required to complete the Work within limitations of 
governing regulations and as follows: 

1. Proceed with selective demolition systematically, from higher to lower level.  Complete 
selective demolition operations above each floor or tier before disturbing supporting 
members on the next lower level. 

2. Neatly cut openings and holes plumb, square, and true to dimensions required.  Use 
cutting methods least likely to damage construction to remain or adjoining construction.  
Use hand tools or small power tools designed for sawing or grinding, not hammering and 
chopping, to minimize disturbance of adjacent surfaces.  Temporarily cover openings to 
remain. 

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 
existing finished surfaces. 

4. Do not use cutting torches until work area is cleared of flammable materials.  At 
concealed spaces, such as duct and pipe interiors, verify condition and contents of 
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hidden space before starting flame-cutting operations.  Maintain portable fire-suppression 
devices during flame-cutting operations. 

5. Maintain adequate ventilation when using cutting torches. 
6. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and 

promptly dispose of off-site. 
7. Remove structural framing members and lower to ground by method suitable to avoid 

free fall and to prevent ground impact or dust generation. 
8. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 
9. Dispose of demolished items and materials promptly. 
10. Return elements of construction and surfaces that are to remain to condition existing 

before selective demolition operations began. 

B. Removed and Salvaged Items:  Comply with the following: 

1. Clean salvaged items. 
2. Pack or crate items after cleaning.  Identify contents of containers. 
3. Store items in a secure area until delivery to Owner. 
4. Transport items to Owner's storage area designated by Owner. 
5. Protect items from damage during transport and storage. 

C. Removed and Reinstalled Items:  Comply with the following: 

1. Clean and repair items to functional condition adequate for intended reuse.  Paint 
equipment to match new equipment. 

2. Pack or crate items after cleaning and repairing.  Identify contents of containers. 
3. Protect items from damage during transport and storage. 
4. Reinstall items in locations indicated.  Comply with installation requirements for new 

materials and equipment.  Provide connections, supports, and miscellaneous materials 
necessary to make item functional for use indicated. 

D. Existing Items to Remain:  Protect construction indicated to remain against damage and soiling 
during selective demolition.  When permitted by Architect, items may be removed to a suitable, 
protected storage location during selective demolition and reinstalled in their original locations 
after selective demolition operations are complete. 

E. Masonry:  Demolish in small sections.  Cut masonry at junctures with construction to remain, 
using power-driven saw, then remove masonry between saw cuts. 

F. Concrete Slabs-on-Grade:  Saw-cut perimeter of area to be demolished, then break up and 
remove. 

G. Resilient Floor Coverings:  Remove floor coverings and adhesive according to 
recommendations in RFCI-WP and its Addendum. 

1. Remove residual adhesive and prepare substrate for new floor coverings by one of the 
methods recommended by RFCI. 

H. Air-Conditioning Equipment:  Remove equipment without releasing refrigerants. 

3.6 PATCHING AND REPAIRS 

A. General:  Promptly repair damage to adjacent construction caused by selective demolition 
operations. 
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B. Repairs:  Where repairs to existing surfaces are required, patch to produce surfaces suitable for 
new materials. 

C. Finishes:  Restore exposed finishes of patched areas and extend restoration into adjoining 
construction in a manner that eliminates evidence of patching and refinishing. 

D. Floors and Walls:  Where walls or partitions that are demolished extend one finished area into 
another, patch and repair floor and wall surfaces in the new space.  Provide an even surface of 
uniform finish color, texture, and appearance.  Remove existing floor and wall coverings and 
replace with new materials, if necessary, to achieve uniform color and appearance. 

1. Patch with durable seams that are as invisible as possible.  Provide materials and comply 
with installation requirements specified in other Sections of these Specifications. 

2. Where patching occurs in a painted surface, apply primer and intermediate paint coats 
over patch and apply final paint coat over entire unbroken surface containing patch.  
Provide additional coats until patch blends with adjacent surfaces. 

3. Where feasible, test and inspect patched areas after completion to demonstrate integrity 
of installation. 

E. Ceilings:  Patch and repair existing ceilings as necessary to provide an even-plane surface of 
uniform appearance. 

3.7 DISPOSAL OF DEMOLISHED MATERIALS 

A. General:  Promptly dispose of demolished materials.  Do not allow demolished materials to 
accumulate on-site. 

B. Burning:  Do not burn demolished materials. 

C. Burning:  Burning of demolished materials will be permitted only at designated areas on 
Owner's property, providing required permits are obtained.  Provide full-time monitoring for 
burning materials until fires are extinguished. 

D. Disposal:  Transport demolished materials off Owner's property and legally dispose of them. 

END OF SECTION 01732 



Little River Glen   Fairfax, VA 
Standby Generator 
 

CLOSEOUT PROCEDURES 01770 - 1 

SECTION 01770 - CLOSEOUT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for contract closeout, 
including, but not limited to, the following: 

1. Inspection procedures. 
2. Project Record Documents. 
3. Operation and maintenance manuals. 
4. Warranties. 
5. Instruction of Owner's personnel. 
6. Final cleaning. 

B. Related Sections include the following: 

1. Division 1 Section "Payment Procedures" for requirements for Applications for Payment 
for Substantial and Final Completion. 

2. Division 1 Section "Operation and Maintenance Data" for operation and maintenance 
manual requirements. 

3. Divisions 2 through 16 Sections for specific closeout and special cleaning requirements 
for products of those Sections. 

1.3 SUBSTANTIAL COMPLETION 

A. Preliminary Procedures:  Before requesting inspection for determining date of Substantial 
Completion, complete the following.  List items below that are incomplete in request. 

1. Prepare a list of items to be completed and corrected (punch list), the value of items on 
the list, and reasons why the Work is not complete. 

2. Advise Owner of pending insurance changeover requirements. 
3. Submit specific warranties, workmanship bonds, maintenance service agreements, final 

certifications, and similar documents. 
4. Obtain and submit releases permitting Owner unrestricted use of the Work and access to 

services and utilities.  Include occupancy permits, operating certificates, and similar 
releases. 

5. Prepare and submit Project Record Documents, operation and maintenance manuals, 
Final Completion construction photographs, damage or settlement surveys, property 
surveys, and similar final record information. 

6. Deliver tools, spare parts, extra materials, and similar items to location designated by 
Owner.  Label with manufacturer's name and model number where applicable. 

7. Make final changeover of permanent locks and deliver keys to Owner.  Advise Owner's 
personnel of changeover in security provisions. 
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8. Complete startup testing of systems. 
9. Submit test/adjust/balance records. 
10. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 
11. Advise Owner of changeover in heat and other utilities. 
12. Submit changeover information related to Owner's occupancy, use, operation, and 

maintenance. 
13. Complete final cleaning requirements, including touchup painting. 
14. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual 

defects. 

B. Inspection:  Submit a written request for inspection for Substantial Completion.  On receipt of 
request, Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements.  Architect will prepare the Certificate of Substantial Completion after inspection or 
will notify Contractor of items, either on Contractor's list or additional items identified by 
Architect, that must be completed or corrected before certificate will be issued. 

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected. 

2. Results of completed inspection will form the basis of requirements for Final Completion. 

1.4 FINAL COMPLETION 

A. Preliminary Procedures:  Before requesting final inspection for determining date of Final 
Completion, complete the following: 

1. Submit a final Application for Payment according to Division 1 Section "Payment 
Procedures." 

2. Submit certified copy of Architect's Substantial Completion inspection list of items to be 
completed or corrected (punch list), endorsed and dated by Architect.  The certified copy 
of the list shall state that each item has been completed or otherwise resolved for 
acceptance. 

3. Submit evidence of final, continuing insurance coverage complying with insurance 
requirements. 

4. Submit pest-control final inspection report and warranty. 
5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, 

equipment, and systems.  

B. Inspection:  Submit a written request for final inspection for acceptance.  On receipt of request, 
Architect will either proceed with inspection or notify Contractor of unfulfilled requirements.  
Architect will prepare a final Certificate for Payment after inspection or will notify Contractor of 
construction that must be completed or corrected before certificate will be issued. 

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected. 

1.5 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 

A. Preparation:  Submit three copies of list.  Include name and identification of each space and 
area affected by construction operations for incomplete items and items needing correction 
including, if necessary, areas disturbed by Contractor that are outside the limits of construction.   

1. Organize list of spaces in sequential order. 
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2. Organize items applying to each space by major element, including categories for ceiling, 
individual walls, floors, equipment, and building systems. 

3. Include the following information at the top of each page: 

a. Project name. 
b. Date. 
c. Name of Architect. 
d. Name of Contractor. 
e. Page number. 

1.6 PROJECT RECORD DOCUMENTS 

A. General:  Do not use Project Record Documents for construction purposes.  Protect Project 
Record Documents from deterioration and loss.  Provide access to Project Record Documents 
for Architect's reference during normal working hours. 

B. Record Drawings:  Maintain and submit one set of blue- or black-line white prints of Contract 
Drawings and Shop Drawings. 

1. Mark Record Prints to show the actual installation where installation varies from that 
shown originally.  Require individual or entity who obtained record data, whether 
individual or entity is Installer, subcontractor, or similar entity, to prepare the marked-up 
Record Prints. 

a. Give particular attention to information on concealed elements that cannot be 
readily identified and recorded later. 

b. Accurately record information in an understandable drawing technique. 
c. Record data as soon as possible after obtaining it.  Record and check the markup 

before enclosing concealed installations. 
d. Mark Contract Drawings or Shop Drawings, whichever is most capable of showing 

actual physical conditions, completely and accurately.  Where Shop Drawings are 
marked, show cross-reference on Contract Drawings. 

2. Mark record sets with erasable, red-colored pencil.  Use other colors to distinguish 
between changes for different categories of the Work at the same location. 

3. Mark important additional information that was either shown schematically or omitted 
from original Drawings. 

4. Note Construction Change Directive numbers, Change Order numbers, alternate 
numbers, and similar identification where applicable. 

5. Identify and date each Record Drawing; include the designation "PROJECT RECORD 
DRAWING" in a prominent location.  Organize into manageable sets; bind each set with 
durable paper cover sheets.  Include identification on cover sheets. 

C. Record Specifications:  Submit one copy of Project's Specifications, including addenda and 
contract modifications.  Mark copy to indicate the actual product installation where installation 
varies from that indicated in Specifications, addenda, and contract modifications. 

1. Give particular attention to information on concealed products and installations that 
cannot be readily identified and recorded later. 

2. Mark copy with the proprietary name and model number of products, materials, and 
equipment furnished, including substitutions and product options selected. 

3. Note related Change Orders, Record Drawings, where applicable. 
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D. Miscellaneous Record Submittals:  Assemble miscellaneous records required by other 
Specification Sections for miscellaneous record keeping and submittal in connection with actual 
performance of the Work.  Bind or file miscellaneous records and identify each, ready for 
continued use and reference. 

1.7 OPERATION AND MAINTENANCE MANUALS 

1.8 WARRANTIES 

A. Submittal Time:  Submit written warranties on request of Architect for designated portions of the 
Work where commencement of warranties other than date of Substantial Completion is 
indicated. 

B. Partial Occupancy:  Submit properly executed warranties within 15 days of completion of 
designated portions of the Work that are completed and occupied or used by Owner during 
construction period by separate agreement with Contractor. 

C. Organize warranty documents into an orderly sequence based on the table of contents of the 
Project Manual. 

1. Bind warranties and bonds in heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, 
thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch 
paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty.  Mark 
tab to identify the product or installation.  Provide a typed description of the product or 
installation, including the name of the product and the name, address, and telephone 
number of Installer. 

3. Identify each binder on the front and spine with the typed or printed title "WARRANTIES," 
Project name, and name of Contractor. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Cleaning Agents:  Use cleaning materials and agents recommended by manufacturer or 
fabricator of the surface to be cleaned.  Do not use cleaning agents that are potentially 
hazardous to health or property or that might damage finished surfaces. 

PART 3 - EXECUTION 

3.1 DEMONSTRATION AND TRAINING 

A. Instruction:  Instruct Owner's personnel to adjust, operate, and maintain systems, subsystems, 
and equipment not part of a system. 

1. Provide instructors experienced in operation and maintenance procedures. 
2. Provide instruction at mutually agreed-on times.  For equipment that requires seasonal 

operation, provide similar instruction at the start of each season. 
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3. Schedule training with Owner, through Architect, with at least seven days' advance 
notice. 

4. Coordinate instructors, including providing notification of dates, times, length of 
instruction, and course content. 

B. Program Structure:  Develop an instruction program that includes individual training modules for 
each system and equipment not part of a system, as required by individual Specification 
Sections.  For each training module, develop a learning objective and teaching outline.  Include 
instruction for the following: 

1. System design and operational philosophy. 
2. Review of documentation. 
3. Operations. 
4. Adjustments. 
5. Troubleshooting. 
6. Maintenance. 
7. Repair. 

3.2 FINAL CLEANING 

A. General:  Provide final cleaning.  Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

B. Cleaning:  Employ experienced workers or professional cleaners for final cleaning.  Clean each 
surface or unit to condition expected in an average commercial building cleaning and 
maintenance program.  Comply with manufacturer's written instructions. 

1. Complete the following cleaning operations before requesting inspection for certification 
of Substantial Completion for entire Project or for a portion of Project: 

a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, 
including landscape development areas, of rubbish, waste material, litter, and 
other foreign substances. 

b. Sweep paved areas broom clean.  Remove petrochemical spills, stains, and other 
foreign deposits. 

c. Rake grounds that are neither planted nor paved to a smooth, even-textured 
surface. 

d. Remove tools, construction equipment, machinery, and surplus material from 
Project site. 

e. Remove snow and ice to provide safe access to building. 
f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, 

free of stains, films, and similar foreign substances.  Avoid disturbing natural 
weathering of exterior surfaces.  Restore reflective surfaces to their original 
condition. 

g. Remove debris and surface dust from limited access spaces, including roofs, 
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces. 

h. Sweep concrete floors broom clean in unoccupied spaces. 
i. Vacuum carpet and similar soft surfaces, removing debris and excess nap; 

shampoo if visible soil or stains remain. 
j. Clean transparent materials, including mirrors and glass in doors and windows.  

Remove glazing compounds and other noticeable, vision-obscuring materials.  
Replace chipped or broken glass and other damaged transparent materials.  
Polish mirrors and glass, taking care not to scratch surfaces. 

k. Remove labels that are not permanent. 
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l. Touch up and otherwise repair and restore marred, exposed finishes and surfaces.  
Replace finishes and surfaces that cannot be satisfactorily repaired or restored or 
that already show evidence of repair or restoration. 

1) Do not paint over "UL" and similar labels, including mechanical and 
electrical nameplates. 

m. Wipe surfaces of mechanical and electrical equipment, and similar equipment.  
Remove excess lubrication, paint and mortar droppings, and other foreign 
substances. 

n. Replace parts subject to unusual operating conditions. 
o. Clean plumbing fixtures to a sanitary condition, free of stains, including stains 

resulting from water exposure. 
p. Replace disposable air filters and clean permanent air filters.  Clean exposed 

surfaces of diffusers, registers, and grills. 
q. Clean ducts, blowers, and coils if units were operated without filters during 

construction. 
r. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency.  

Replace burned-out bulbs, and those noticeably dimmed by hours of use, and 
defective and noisy starters in fluorescent and mercury vapor fixtures to comply 
with requirements for new fixtures. 

s. Leave Project clean and ready for occupancy. 

C. Pest Control:  Engage an experienced, licensed exterminator to make a final inspection and rid 
Project of rodents, insects, and other pests.  Prepare a report. 

D. Comply with safety standards for cleaning.  Do not burn waste materials.  Do not bury debris or 
excess materials on Owner's property.  Do not discharge volatile, harmful, or dangerous 
materials into drainage systems.  Remove waste materials from Project site and dispose of 
lawfully. 

END OF SECTION 01770 
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SECTION 01782 - OPERATION AND MAINTENANCE DATA 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for preparing operation and 
maintenance manuals, including the following: 

1. Operation and maintenance documentation directory. 
2. Emergency manuals. 
3. Operation manuals for systems, subsystems, and equipment. 
4. Maintenance manuals for the care and maintenance of products, materials, and finishes, 

systems and equipment. 

B. Related Sections include the following: 
1. Division 1 Section "Submittal Procedures" for submitting copies of submittals for 

operation and maintenance manuals. 
2. Division 1 Section "Closeout Procedures" for submitting operation and maintenance 

manuals. 
3. Divisions 3 through 16 Sections for specific operation and maintenance manual 

requirements for products in those Sections. 

1.3 DEFINITIONS 

A. System:  An organized collection of parts, equipment, or subsystems united by regular 
interaction. 

B. Subsystem:  A portion of a system with characteristics similar to a system. 

1.4 SUBMITTALS 

A. Initial Submittal:  Submit 2 draft copies of each manual at least 15 days before requesting 
inspection for Substantial Completion.  Include a complete operation and maintenance 
directory.  Architect will return 1 copy of draft and mark whether general scope and content of 
manual are acceptable. 

B. Final Submittal:  Submit 1 copy of each manual in final form at least 15 days before final 
inspection.  Architect will return copy with comments within 15 days after final inspection. 

1. Correct or modify each manual to comply with Architect's comments.  Submit 3 copies of 
each corrected manual within 15 days of receipt of Architect's comments. 
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1.5 COORDINATION 

A. Where operation and maintenance documentation includes information on installations by more 
than one factory-authorized service representative, assemble and coordinate information 
furnished by representatives and prepare manuals. 

PART 2 - PRODUCTS 

2.1 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY 

A. Organization:  Include a section in the directory for each of the following: 

1. List of documents. 
2. List of systems. 
3. List of equipment. 
4. Table of contents. 

B. List of Systems and Subsystems:  List systems alphabetically.  Include references to operation 
and maintenance manuals that contain information about each system. 

C. List of Equipment:  List equipment for each system, organized alphabetically by system.  For 
pieces of equipment not part of system, list alphabetically in separate list. 

D. Tables of Contents:  Include a table of contents for each emergency, operation, and 
maintenance manual. 

E. Identification:  In the documentation directory and in each operation and maintenance manual, 
identify each system, subsystem, and piece of equipment with the same designation used in the 
Contract Documents.  If no designation exists, assign a designation according to ASHRAE 
Guideline 4, "Preparation of Operating and Maintenance Documentation for Building Systems." 

2.2 MANUALS, GENERAL 

A. Organization:  Unless otherwise indicated, organize each manual into a separate section for 
each system and subsystem, and a separate section for each piece of equipment not part of a 
system.  Each manual shall contain the following materials, in the order listed: 

1. Title page. 
2. Table of contents. 
3. Manual contents. 

B. Title Page:  Enclose title page in transparent plastic sleeve.  Include the following information: 

1. Subject matter included in manual. 
2. Name and address of Project. 
3. Name and address of Owner. 
4. Date of submittal. 
5. Name, address, and telephone number of Contractor. 
6. Name and address of Architect. 
7. Cross-reference to related systems in other operation and maintenance manuals. 
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C. Table of Contents:  List each product included in manual, identified by product name, indexed to 
the content of the volume, and cross-referenced to Specification Section number in Project 
Manual. 

1. If operation or maintenance documentation requires more than one volume to 
accommodate data, include comprehensive table of contents for all volumes in each 
volume of the set. 

D. Manual Contents:  Organize into sets of manageable size.  Arrange contents alphabetically by 
system, subsystem, and equipment.  If possible, assemble instructions for subsystems, 
equipment, and components of one system into a single binder. 

1. Binders:  Heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, in thickness necessary to 
accommodate contents, sized to hold 8-1/2-by-11-inch paper; with clear plastic sleeve on 
spine to hold label describing contents and with pockets inside covers to hold folded 
oversize sheets. 

a. If two or more binders are necessary to accommodate data of a system, organize 
data in each binder into groupings by subsystem and related components.  Cross-
reference other binders if necessary to provide essential information for proper 
operation or maintenance of equipment or system. 

b. Identify each binder on front and spine, with printed title "OPERATION AND 
MAINTENANCE MANUAL," Project title or name, and subject matter of contents.  
Indicate volume number for multiple-volume sets. 

2. Dividers:  Heavy-paper dividers with plastic-covered tabs for each section.  Mark each 
tab to indicate contents.  Include typed list of products and major components of 
equipment included in the section on each divider, cross-referenced to Specification 
Section number and title of Project Manual. 

3. Protective Plastic Sleeves:  Transparent plastic sleeves designed to enclose diagnostic 
software diskettes for computerized electronic equipment. 

4. Supplementary Text:  Prepared on 8-1/2-by-11-inch, 20-lb/sq. ft. white bond paper. 
5. Drawings:  Attach reinforced, punched binder tabs on drawings and bind with text. 

a. If oversize drawings are necessary, fold drawings to same size as text pages and 
use as foldouts. 

b. If drawings are too large to be used as foldouts, fold and place drawings in labeled 
envelopes and bind envelopes in rear of manual.  At appropriate locations in 
manual, insert typewritten pages indicating drawing titles, descriptions of contents, 
and drawing locations. 

2.3 EMERGENCY MANUALS 

A. Content:  Organize manual into a separate section for each of the following: 

1. Type of emergency. 
2. Emergency instructions. 
3. Emergency procedures. 

B. Type of Emergency:  Where applicable for each type of emergency indicated below, include 
instructions and procedures for each system, subsystem, piece of equipment, and component: 

1. Fire. 
2. Flood. 
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3. Gas leak. 
4. Water leak. 
5. Power failure. 
6. Water outage. 
7. System, subsystem, or equipment failure. 
8. Chemical release or spill. 

C. Emergency Instructions:  Describe and explain warnings, trouble indications, error messages, 
and similar codes and signals.  Include responsibilities of Owner's operating personnel for 
notification of Installer, supplier, and manufacturer to maintain warranties. 

D. Emergency Procedures:  Include the following, as applicable: 

1. Instructions on stopping. 
2. Shutdown instructions for each type of emergency. 
3. Operating instructions for conditions outside normal operating limits. 
4. Required sequences for electric or electronic systems. 
5. Special operating instructions and procedures. 

2.4 OPERATION MANUALS 

A. Content:  In addition to requirements in this Section, include operation data required in 
individual Specification Sections and the following information: 

1. System, subsystem, and equipment descriptions. 
2. Performance and design criteria if Contractor is delegated design responsibility. 
3. Operating standards. 
4. Operating procedures. 
5. Operating logs. 
6. Wiring diagrams. 
7. Control diagrams. 
8. Piped system diagrams. 
9. Precautions against improper use. 
10. License requirements including inspection and renewal dates. 

B. Descriptions:  Include the following: 

1. Product name and model number. 
2. Manufacturer's name. 
3. Equipment identification with serial number of each component. 
4. Equipment function. 
5. Operating characteristics. 
6. Limiting conditions. 
7. Performance curves. 
8. Engineering data and tests. 
9. Complete nomenclature and number of replacement parts. 

C. Operating Procedures:  Include the following, as applicable: 

1. Startup procedures. 
2. Equipment or system break-in procedures. 
3. Routine and normal operating instructions. 
4. Regulation and control procedures. 
5. Instructions on stopping. 
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6. Normal shutdown instructions. 
7. Seasonal and weekend operating instructions. 
8. Required sequences for electric or electronic systems. 
9. Special operating instructions and procedures. 

D. Systems and Equipment Controls:  Describe the sequence of operation, and diagram controls 
as installed. 

E. Piped Systems:  Diagram piping as installed, and identify color-coding where required for 
identification. 

2.5 PRODUCT MAINTENANCE MANUAL 

A. Content:  Organize manual into a separate section for each product, material, and finish.  
Include source information, product information, maintenance procedures, repair materials and 
sources, and warranties and bonds, as described below. 

B. Source Information:  List each product included in manual, identified by product name and 
arranged to match manual's table of contents.  For each product, list name, address, and 
telephone number of Installer or supplier and maintenance service agent, and cross-reference 
Specification Section number and title in Project Manual. 

C. Product Information:  Include the following, as applicable: 

1. Product name and model number. 
2. Manufacturer's name. 
3. Color, pattern, and texture. 
4. Material and chemical composition. 
5. Reordering information for specially manufactured products. 

D. Maintenance Procedures:  Include manufacturer's written recommendations and the following: 

1. Inspection procedures. 
2. Types of cleaning agents to be used and methods of cleaning. 
3. List of cleaning agents and methods of cleaning detrimental to product. 
4. Schedule for routine cleaning and maintenance. 
5. Repair instructions. 

E. Repair Materials and Sources:  Include lists of materials and local sources of materials and 
related services. 

F. Warranties and Bonds:  Include copies of warranties and bonds and lists of circumstances and 
conditions that would affect validity of warranties or bonds. 

1. Include procedures to follow and required notifications for warranty claims. 

2.6 SYSTEMS AND EQUIPMENT MAINTENANCE MANUAL 

A. Content:  For each system, subsystem, and piece of equipment not part of a system, include 
source information, manufacturers' maintenance documentation, maintenance procedures, 
maintenance and service schedules, spare parts list and source information, maintenance 
service contracts, and warranty and bond information, as described below. 



Little River Glen   Fairfax, VA 
Standby Generator 
 

OPERATION AND MAINTENANCE DATA 01782 - 6 

B. Source Information:  List each system, subsystem, and piece of equipment included in the 
manual, identified by product name and arranged to match manual's table of contents.  For 
each product, list name, address, and telephone number of Installer or supplier and 
maintenance service agent, and cross-reference Specification Section number and title in 
Project Manual. 

C. Manufacturers' Maintenance Documentation:  Manufacturers' maintenance documentation 
including the following information for each component part or piece of equipment: 

1. Standard printed maintenance instructions and bulletins. 
2. Drawings, diagrams, and instructions required for maintenance, including disassembly 

and component removal, replacement, and assembly. 
3. Identification and nomenclature of parts and components. 
4. List of items recommended to be stocked as spare parts. 

D. Maintenance Procedures:  Include the following information and items that detail essential 
maintenance procedures: 

1. Test and inspection instructions. 
2. Troubleshooting guide. 
3. Precautions against improper maintenance. 
4. Disassembly; component removal, repair, and replacement; and reassembly instructions. 
5. Aligning, adjusting, and checking instructions. 
6. Demonstration and training videotape, if available. 

E. Maintenance and Service Schedules:  Include service and lubrication requirements, list of 
required lubricants for equipment, and separate schedules for preventive and routine 
maintenance and service with standard time allotment. 

1. Scheduled Maintenance and Service:  Tabulate actions for daily, weekly, monthly, 
quarterly, semiannual, and annual frequencies. 

2. Maintenance and Service Record:  Include manufacturers' forms for recording 
maintenance. 

F. Spare Parts List and Source Information:  Include lists of replacement and repair parts, with 
parts identified and cross-referenced to manufacturers' maintenance documentation and local 
sources of maintenance materials and related services. 

G. Maintenance Service Contracts:  Include copies of maintenance agreements with name and 
telephone number of service agent. 

H. Warranties and Bonds:  Include copies of warranties and bonds and lists of circumstances and 
conditions that would affect validity of warranties or bonds. 

1. Include procedures to follow and required notifications for warranty claims. 

PART 3 - EXECUTION 

3.1 MANUAL PREPARATION 

A. Emergency Manual:  Assemble a complete set of emergency information indicating procedures 
for use by emergency personnel and by Owner's operating personnel for types of emergencies 
indicated. 
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B. Product Maintenance Manual:  Assemble a complete set of maintenance data indicating care 
and maintenance of each product, material, and finish incorporated into the Work. 

C. Operation and Maintenance Manuals:  Assemble a complete set of operation and maintenance 
data indicating operation and maintenance of each system, subsystem, and piece of equipment 
not part of a system. 

1. Engage a factory-authorized service representative to assemble and prepare information 
for each system, subsystem, and piece of equipment not part of a system. 

2. Prepare a separate manual for each system and subsystem, in the form of an 
instructional manual for use by Owner's operating personnel. 

D. Manufacturers' Data:  Where manuals contain manufacturers' standard printed data, include 
only sheets pertinent to product or component installed.  Mark each sheet to identify each 
product or component incorporated into the Work.  If data include more than one item in a 
tabular format, identify each item using appropriate references from the Contract Documents.  
Identify data applicable to the Work and delete references to information not applicable. 

1. Prepare supplementary text if manufacturers' standard printed data are not available and 
where the information is necessary for proper operation and maintenance of equipment 
or systems. 

E. Drawings:  Prepare drawings supplementing manufacturers' printed data to illustrate the 
relationship of component parts of equipment and systems and to illustrate control sequence 
and flow diagrams.  Coordinate these drawings with information contained in Record Drawings 
to ensure correct illustration of completed installation. 

1. Do not use original Project Record Documents as part of operation and maintenance 
manuals. 

2. Comply with requirements of newly prepared Record Drawings in Division 1 Section 
"Project Record Documents." 

F. Comply with Division 1 Section "Closeout Procedures" for the schedule for submitting operation 
and maintenance documentation. 

END OF SECTION 01782 
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SECTION 02300 - EARTHWORK 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Preparing subgrades for slabs-on-grade, walks, pavements, lawns, and plantings. 
2. Subbase course for concrete walks and pavements. 
3. Excavating and backfilling trenches within building lines. 
4. Excavating and backfilling trenches outside building lines 

B. Related Sections include the following: 
 
1. Division 2 Section "Lawns and Grasses" for finish grading, including placing and 

preparing topsoil for lawns. 

1.3 DEFINITIONS 

A. Backfill:  Soil materials used to fill an excavation. 

B. Borrow:  Satisfactory soil imported from off-site for use as fill or backfill. 

C. Drainage Course:  Layer supporting slab-on-grade used to minimize capillary flow of pore water. 

D. Excavation:  Removal of material encountered above subgrade elevations. 

E. Fill:  Soil materials used to raise existing grades. 

F. Rock:  Rock material in beds, ledges, unstratified masses, and conglomerate deposits and 
boulders of rock material exceeding 1 cu. yd.  for bulk excavation or 3/4 cu. yd. for footing, 
trench, and pit excavation that cannot be removed by rock excavating equipment equivalent to 
the following in size and performance ratings, without systematic drilling, ram hammering, 
ripping, or blasting, when permitted: 

G. Subbase Course:  Layer placed between the subgrade and a concrete pavement or walk. 

H. Subgrade:  Surface or elevation remaining after completing excavation, or top surface of a fill or 
backfill immediately below subbase, drainage fill, or topsoil materials. 

I. Utilities include on-site underground pipes, conduits, ducts, and cables, as well as underground 
services within buildings. 
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1.4 PROJECT CONDITIONS 

A. Existing Utilities:  Do not interrupt utilities serving facilities occupied by Owner or others unless 
permitted in writing by Owner and then only after arranging to provide temporary utility services 
according to requirements indicated: 

1. Notify Owner not less than two days in advance of proposed utility interruptions. 
2. Do not proceed with utility interruptions without Architect's written permission. 
3. Contact utility-locator service for area where Project is located before excavating. 

B. Demolish and completely remove from site existing underground utilities indicated to be 
removed.  Coordinate with utility companies to shut off services if lines are active. 

PART 2 - PRODUCTS 

2.1 SOIL MATERIALS 

A. General:  Provide borrow soil materials when sufficient satisfactory soil materials are not 
available from excavations. 

B. Satisfactory Soils:  ASTM D 2487 soil classification groups GW, GP, GM, SW, SP, and SM, or a 
combination of these group symbols; free of rock or gravel larger than 3 inches in any 
dimension, debris, waste, frozen materials, vegetation, and other deleterious matter. 

C. Unsatisfactory Soils:  ASTM D 2487 soil classification groups GC, SC, ML, MH, CL, CH, OL, 
OH, and PT, or a combination of these group symbols. 

1. Unsatisfactory soils also include satisfactory soils not maintained within 2 percent of 
optimum moisture content at time of compaction. 

D. Backfill and Fill:  Satisfactory soil materials. 

E. Subbase:  Naturally or artificially graded mixture of natural or crushed gravel, crushed stone, 
and natural or crushed sand; ASTM D 2940; with at least 90 percent passing a 1-1/2- inch sieve 
and not more than 12 percent passing a No. 200 sieve. 

F. Engineered Fill:  Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D 2940; with at least 90 percent passing a 1-1/2-inch 
sieve and not more than 12 percent passing a No. 200 sieve. 

G. Drainage Fill:  Washed, narrowly graded mixture of crushed stone, or crushed or uncrushed 
gravel; ASTM D 448; coarse-aggregate grading Size 57; with 100 percent passing a 1-1/2- inch 
sieve and 0 to 5 percent passing a No. 8 sieve. 

H. Filter Material:  Narrowly graded mixture of natural or crushed gravel, or crushed stone and 
natural sand; ASTM D 448; coarse-aggregate grading Size 67; with 100 percent passing a 1-
inch sieve and 0 to 5 percent passing a No. 4 sieve. 

I. Impervious Fill:  Clayey gravel and sand mixture capable of compacting to a dense state. 
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2.2 ACCESSORIES 

A. Warning Tape:  Acid- and alkali-resistant polyethylene film warning tape manufactured for 
marking and identifying underground utilities, 6 inches wide and 4 mils thick, continuously 
inscribed with a description of the utility; colored as follows: 

1. Red:  Electric. 
2. Yellow:  Gas, oil, steam, and dangerous materials. 
3. Orange:  Telephone and other communications. 
4. Blue:  Water systems. 
5. Green:  Sewer systems. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other facilities from damage caused by 
settlement, lateral movement, undermining, washout, and other hazards created by earthwork 
operations. 

B. Provide erosion-control measures to prevent erosion or displacement of soils and discharge of 
soil-bearing water runoff or airborne dust to adjacent properties and walkways. 

3.2 DEWATERING 

A. Prevent surface water and ground water from entering excavations, from ponding on prepared 
subgrades, and from flooding Project site and surrounding area. 

B. Protect subgrades from softening, undermining, washout, and damage by rain or water 
accumulation. 

1. Reroute surface water runoff away from excavated areas.  Do not allow water to 
accumulate in excavations.  Do not use excavated trenches as temporary drainage 
ditches. 

2. Install a dewatering system to keep subgrades dry and convey ground water away from 
excavations.  Maintain until dewatering is no longer required. 

3.3 EXPLOSIVES 

A. Explosives:  Do not use explosives. 

B. Explosives:  Obtain written permission from authorities having jurisdiction before bringing 
explosives to Project site or using explosives on Project site. 

1. Do not damage adjacent structures, property, or site improvements or weaken the 
bearing capacity of rock subgrade when using explosives. 

 



Little River Glen   Fairfax, VA 
Standby Generator 
 

EARTHWORK 02300 - 4 

3.4 EXCAVATION, GENERAL 

A. Classified Excavation:  Excavation to subgrade elevations classified as earth and rock.  Rock 
excavation will be paid for by adjusting the Contract Sum according to unit prices included in the 
Contract Documents. 

1. Earth excavation includes excavating pavements and obstructions visible on surface; 
underground structures, utilities, and other items indicated to be removed; together with 
soil, boulders, and other materials not classified as rock or unauthorized excavation. 

2. Rock excavation includes removal and disposal of rock. 

3.5 EXCAVATION FOR WALKS AND PAVEMENTS 

A. Excavate surfaces under walks and pavements to indicated cross sections, elevations, and 
grades. 

3.6 EXCAVATION FOR UTILITY TRENCHES 

A. Excavate trenches to indicated gradients, lines, depths, and elevations. 

1. Beyond building perimeter, excavate trenches to allow installation of top of pipe below 
frost line. 

B. Excavate trenches to uniform widths to provide a working clearance on each side of pipe or 
conduit.  Excavate trench walls vertically from trench bottom to 12 inches higher than top of pipe 
or conduit, unless otherwise indicated. 

1. Clearance:  12 inches on each side of pipe or conduit. 

C. Trench Bottoms:  Excavate trenches 4 inches deeper than bottom of pipe elevation to allow for 
bedding course.  Hand excavate for bell of pipe. 

1. Excavate trenches 6 inches deeper than elevation required in rock or other unyielding 
bearing material to allow for bedding course. 

3.7 APPROVAL OF SUBGRADE 

A. Notify Architect when excavations have reached required subgrade. 

B. If Architect determines that unsatisfactory soil is present, continue excavation and replace with 
compacted backfill or fill material as directed. 

1. Additional excavation and replacement material will be paid for according to Contract 
provisions for changes in the Work. 

C. Proof roll subgrade with heavy pneumatic-tired equipment to identify soft pockets and areas of 
excess yielding.  Do not proof roll wet or saturated subgrades. 

D. Reconstruct subgrades damaged by freezing temperatures, frost, rain, accumulated water, or 
construction activities, as directed by Architect. 
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3.8 STORAGE OF SOIL MATERIALS 

A. Stockpile borrow materials and satisfactory excavated soil materials.  Stockpile soil materials 
without intermixing.  Place, grade, and shape stockpiles to drain surface water.  Cover to 
prevent windblown dust. 

1. Stockpile soil materials away from edge of excavations.  Do not store within drip line of 
remaining trees. 

3.9 BACKFILL 

A. Place and compact backfill in excavations promptly, but not before completing the following: 
 
1. Surveying locations of underground utilities for record documents. 
2. Inspecting and testing underground utilities. 
3. Removing trash and debris. 
4. Removing temporary shoring and bracing, and sheeting. 

3.10 FILL 

A. Preparation:  Remove vegetation, topsoil, debris, unsatisfactory soil materials, obstructions, and 
deleterious materials from ground surface before placing fills. 

B. Plow, scarify, bench, or break up sloped surfaces steeper than 1 vertical to 4 horizontal so fill 
material will bond with existing material. 

C. Place and compact fill material in layers to required elevations as follows: 

1. Under grass and planted areas, use satisfactory soil material. 
2. Under walks and pavements, use satisfactory soil material. 

3.11 MOISTURE CONTROL 

A. Uniformly moisten or aerate subgrade and each subsequent fill or backfill layer before 
compaction to within 2 percent of optimum moisture content. 

1. Do not place backfill or fill material on surfaces that are muddy, frozen, or contain frost or 
ice. 

2. Remove and replace, or scarify and air-dry, otherwise satisfactory soil material that 
exceeds optimum moisture content by 2 percent and is too wet to compact to specified 
dry unit weight. 

3.12 COMPACTION OF BACKFILLS AND FILLS 

A. Place backfill and fill materials in layers not more than 8 inches in loose depth for material 
compacted by heavy compaction equipment, and not more than 4 inches in loose depth for 
material compacted by hand-operated tampers. 

B. Place backfill and fill materials evenly on all sides of structures to required elevations, and 
uniformly along the full length of each structure. 
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C. Compact soil to not less than the following percentages of maximum dry unit weight according 
to ASTM D 698: 
 
1. Under walkways, scarify and recompact top 6 inches below subgrade and compact each 

layer of backfill or fill material at 92 percent. 
2. Under lawn or unpaved areas, scarify and recompact top 6 inches below subgrade and 

compact each layer of backfill or fill material at 85 percent. 

3.13 SUBBASE COURSES 

A. Under pavements and walks, place subbase course on prepared subgrade and as follows: 

1. Compact subbase at optimum moisture content to required grades, lines, cross sections, 
and thickness to not less than 95 percent of maximum dry unit weight according to 
ASTM D 1557. 

2. Shape subbase to required crown elevations and cross-slope grades. 
3. When thickness of compacted subbase is 6 inches or less, place materials in a single 

layer. 
4. When thickness of compacted subbase exceeds 6 inches, place materials in equal 

layers, with no layer more than 6 inches thick or less than 3 inches thick when 
compacted. 

3.14 PROTECTION 

A. Protecting Graded Areas:  Protect newly graded areas from traffic, freezing, and erosion.  Keep 
free of trash and debris. 

B. Repair and reestablish grades to specified tolerances where completed or partially completed 
surfaces become eroded, rutted, settled, or where they lose compaction due to subsequent 
construction operations or weather conditions. 

1. Scarify or remove and replace soil material to depth as directed by Architect; reshape 
and recompact. 

C. Where settling occurs before Project correction period elapses, remove finished surfacing, 
backfill with additional soil material, compact, and reconstruct surfacing. 

1. Restore appearance, quality, and condition of finished surfacing to match adjacent work, 
and eliminate evidence of restoration to the greatest extent possible. 

3.15 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Disposal:  Remove surplus satisfactory soil and waste material, including unsatisfactory soil, 
trash, and debris, and legally dispose of it off Owner's property. 

1. Remove waste material, including unsatisfactory soil, trash, and debris, and legally 
dispose of it off Owner's property.  

END OF SECTION 02300 
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SECTION 02920 – LAWNS AND GRASSES 
 
 
1.1. RELATED DOCUMENTS 
 
  A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and other Division 1 Specification Sections, apply to this Section. 
 
  
1.2. SCOPE 
 
  1. The work includes, but is not limited to, the provision of all material, services, labor, and 

equipment necessary to construct the following: 
 
  2. Seed bed preparation including application of lime. 
 
  3. Seeding 
 
  4. Seeding shall be done within all disturbed areas in contract limit lines except where paving or 

other hard surfaces are indicated. 
 
 
1.3. MATERIALS 
 
  A. General 
 
   1. All materials shall conform to those stipulated below, unless otherwise approved in writing 

by the Owner. 
 
   2. Specified materials to be applied in amounts and methods herein stipulated. 
 
   3. Delivery tickets indicating date, weight, analysis and vendor's name, to be submitted to 

Owner. 
 
  B. Grass seed shall be fresh new crop seed complying with requirements stipulated herein.   
    
   1. Grass Seed Mix to approximate the following mix of - Two general types: 
     
    a. Native seed mix, and, 
    b. Annual ryegrass, specified as follows: 
 
   2. Native seed mix shall be a mixture of sunny and shade tolerant species for use in 

developing high traffic tolerant turf, as approved by Owner. 
 
   3. Annual ryegrass, as a companion cover for the native seed mix and as temporary erosion 

control, shall be a commercially available seed from reliable sources.  Ryegrass seed 
shall not contain more than 2.0 % of weed seed and inert matter of total (percentage by 
weight), and annual ryegrass seed shall be free of noxious weed seeds. 

 
  C. Substitution of seed type or percent may not be made without the approval of the Fairfax 

County Park Authority. 
 
  D. Lime shall be ground Burnt/lime containing not less than 0.05% magnesium and calcium. 
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1.1. SOIL PREPARATION 
 
  A. All areas within project limits that are not shown for paving or other special treatment shall have 

top soil placed to a minimum firm stable depth of 4” on it, and be prepared for seeding by 
bringing ground surfaces to grades shown on the drawings, free of sticks, stones, or other 
foreign material over 1” in any dimension.  Surface to conform to finish grade, free of water 
retaining depressions, soil friable, free of clay and of uniformly firm texture.  Surface area shall 
be tilled to a depth of 4”.  Area shall be inspected by Owner before seeding. 

 
  B. Lime as specified shall be spread uniformly over designated seeding and sod areas at the rate 

of One (1) ton per acre. 
 
  C. Work lime into top 2” to 4” of topsoil and grade to smooth surface ready for seeding. 
 
1.2. SEEDING 
 
  A. All disturbed and graded soil areas within the project limits that are not shown for paving or 

special treatment shall be seeded at the following rates (areas shall receive both seed types): 
 
   Native seed mix at 150 grams per 93 sq. m, (1/3 lb./1,000 sq. ft.) and, 
 
   Annual ryegrass at 225 grams per 93 sq. m, (1/2 lb./1,000 sq. ft.). 
 
  B. Seed shall be uniformly distributed by hand or mechanical methods with the seeding pattern run 

in two directions, the second direction being at right angle to the first direction.  A seed ‘carrier’ 
is recommended in order to get uniform distribution.  Carriers may include ‘kitty litter’, ‘shop dry’, 
fine sand, or dry sawdust. 

 
  C. Seeding shall take place between August 15th and October 15th or between March 15th to May 

15th.  Approval of the Fairfax County Park Authority will be required before seeding is to begin. 
 
  D. No seeding shall be done during windy weather or when ground is wet or otherwise non-tillable. 
 
  E. Requests for using alternate methods shall be approved by the FCPA prior to application of 

seed. 
 
  F. The Contractor shall obtain the advice of the seed supplier and their agronomist for specific 

directions and his recommendations to confirm methods, timing, and conditions needed to 
assure a successful establishment of the native grasses they are supplying. 

 
 1.6. GUARANTEE 
 

A. The Contractor shall be responsible for mowing all seeded areas and maintaining them in a 
healthy, vigorous condition at his own expense until all contracted work is completed and 
accepted by the Owner. 

 
B. Mowing of seeded areas:  Native grass areas shall be allowed to establish and then be 
 mowed as necessary after establishment. 

 
  C. The Contractor shall, at his own expense, replace any seed which has died or been damaged 

during the establishment period. 
 
END OF SECTION 02920 
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SECTION 03300 - CAST-IN-PLACE CONCRETE (LIMITED APPLICATIONS) 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies cast-in-place concrete, including reinforcement, concrete materials, mix 
design, placement procedures, and finishes. 

B. Related Sections include the following: 

1. Division 2 Section "Earthwork". 

1.3 SUBMITTALS 

A. General:  In addition to the following, comply with submittal requirements in ACI 301. 

B. Product Data:  For each type of manufactured material and product indicated. 

C. Design Mixes:  For each concrete mix. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  An experienced installer who has completed concrete work similar in 
material, design, and extent to that indicated for this Project and whose work has resulted in 
construction with a record of successful in-service performance. 

B. Manufacturer Qualifications:  A firm experienced in manufacturing ready-mixed concrete 
products complying with ASTM C 94 requirements for production facilities and equipment. 

C. Source Limitations:  Obtain each type of cement of the same brand from the same 
manufacturer's plant, each aggregate from one source, and each admixture from the same 
manufacturer. 

D. Comply with ACI 301, "Specification for Structural Concrete," including the following, unless 
modified by the requirements of the Contract Documents. 

1. General requirements, including submittals, quality assurance, acceptance of structure, 
and protection of in-place concrete. 

2. Formwork and form accessories. 
3. Steel reinforcement and supports. 
4. Concrete mixtures. 
5. Handling, placing, and constructing concrete. 
6. Lightweight concrete. 
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PART 2 - PRODUCTS 

2.1 FORMWORK 

A. Furnish formwork and form accessories according to ACI 301. 

2.2 STEEL REINFORCEMENT 

A. Reinforcing Bars:  ASTM A 615/A 615M, Grade 60, deformed. 

B. Plain-Steel Wire:  ASTM A 82, as drawn. 

C. Plain-Steel Welded Wire Fabric:  ASTM A 185, fabricated from as-drawn steel wire into flat 
sheets. 

D. Deformed-Steel Welded Wire Fabric:  ASTM A 497, flat sheet. 

2.3 CONCRETE MATERIALS 

A. Portland Cement:  ASTM C 150, Types I or II or Type I/II. 

B. Normal-Weight Aggregate:  ASTM C 33, uniformly graded, not exceeding 1-1/2-inch nominal 
size. 

C. Lightweight Aggregate:  ASTM C 330. 

D. Water:  Potable and complying with ASTM C 94. 

2.4 ADMIXTURES 

A. General:  Admixtures certified by manufacturer to contain not more than 0.1 percent water-
soluble chloride ions by mass of cement and to be compatible with other admixtures.  Do not 
use admixtures containing calcium chloride. 

B. Air-Entraining Admixture:  ASTM C 260. 

C. Water-Reducing Admixture:  ASTM C 494, Type A. 

D. High-Range, Water-Reducing Admixture:  ASTM C 494, Type F. 

E. Water-Reducing and Accelerating Admixture:  ASTM C 494, Type E. 

F. Water-Reducing and Retarding Admixture:  ASTM C 494, Type D. 

2.5 RELATED MATERIALS 

A. Vapor Retarder:  Multi-ply reinforced polyethylene sheet, ASTM E 1745, Class C, not less than 
7.8 mils thick; or polyethylene sheet, ASTM D 4397, not less than 10 mils thick. 
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B. Fine-Graded Granular Material:  Clean mixture of crushed stone, crushed gravel, and 
manufactured or natural sand; ASTM D 448, Size 10, with 100 percent passing a No. 4 sieve 
and 10 to 30 percent passing a No. 100 sieve; complying with deleterious substance limits of 
ASTM C 33 for fine aggregates. 

C. Joint-Filler Strips:  ASTM D 1751, asphalt-saturated cellulosic fiber, or ASTM D 1752, cork or 
self-expanding cork. 

2.6 CURING MATERIALS 

A. Evaporation Retarder:  Waterborne, monomolecular film forming, manufactured for application 
to fresh concrete. 

B. Water:  Potable. 

C. Clear, Waterborne, Membrane-Forming Curing Compound:  ASTM C 309, Type 1, Class B. 

D. Clear, Waterborne, Membrane-Forming Curing and Sealing Compound:  ASTM C 1315, Type 1, 
Class A. 

2.7 CONCRETE MIXES 

A. Comply with ACI 301 requirements for concrete mixtures. 

B. Prepare design mixes, proportioned according to ACI 301, for normal-weight concrete 
determined by either laboratory trial mix or field test data bases, as follows: 
 
1. Compressive Strength (28 Days):  3500 psi. 
2. Slump:  4 inches. 

C. Add air-entraining admixture at manufacturer's prescribed rate to result in concrete at point of 
placement having an air content of 6.0 percent within a tolerance of plus 1.0 or minus 1.5 
percent. 

1. Air content of trowel-finished interior concrete floors shall not exceed 3.0 percent. 

D. Lightweight Structural Concrete Mix:  ASTM C 330, proportioned to produce concrete with a 
minimum compressive strength of 3000 psi at 28 days and a calculated equilibrium unit weight 
of 110 lb/cu. ft. plus or minus 3 lb/cu. ft, as determined by ASTM C 567.  Concrete slump at 
point of placement shall be the minimum necessary for efficient mixing, placing, and finishing. 

1. Limit slump to 5 inches for troweled slabs and 4 inches for other slabs. 

2.8 CONCRETE MIXING 

A. Ready-Mixed Concrete:  Comply with ASTM C 94. 

1. When air temperature is between 85 and 90 deg F, reduce mixing and delivery time from 
1-1/2 hours to 75 minutes; when air temperature is above 90 deg F, reduce mixing and 
delivery time to 60 minutes. 



Little River Glen   Fairfax, VA 
Standby Generator 
 

CAST-IN-PLACE CONCRETE (LIMITED APPLICATIONS) 03300 - 4 

PART 3 - EXECUTION 

3.1 FORMWORK 

A. Design, construct, erect, shore, brace, and maintain formwork according to ACI 301. 

3.2 VAPOR RETARDER 

A. Install, protect, and repair vapor-retarder sheets according to ASTM E 1643; place sheets in 
position with longest dimension parallel with direction of pour. 

B. Lap joints 6 inches and seal with manufacturer's recommended tape. 

1. Cover vapor retarder with fine-graded granular material, moisten, and compact with 
mechanical equipment to elevation tolerances of plus 0 inch or minus 3/4 inch. 

3.3 STEEL REINFORCEMENT 

A. Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and supporting 
reinforcement. 

1. Do not cut or puncture vapor retarder.  Repair damage and reseal vapor retarder before 
placing concrete. 

3.4 JOINTS 

A. General:  Construct joints true to line with faces perpendicular to surface plane of concrete. 

B. Construction Joints:  Locate and install so as not to impair strength or appearance of concrete, 
at locations indicated or as approved by Architect. 

1. Extend joint fillers full width and depth of joint, terminating flush with finished concrete 
surface, unless otherwise indicated. 

C. Contraction (Control) Joints in Slabs-on-Grade:  Form weakened-plane contraction joints, 
sectioning concrete into areas as indicated.  Construct contraction joints for a depth equal to at 
least one-fourth of the concrete thickness, as follows: 

1. Grooved Joints:  Form contraction joints after initial floating by grooving and finishing 
each edge of joint with groover tool to a radius of 1/8 inch.  Repeat grooving of 
contraction joints after applying surface finishes.  Eliminate groover marks on concrete 
surfaces. 

3.5 CONCRETE PLACEMENT 

A. Comply with recommendations in ACI 304R for measuring, mixing, transporting, and placing 
concrete. 

B. Do not add water to concrete during delivery, at Project site, or during placement. 
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C. Consolidate concrete with mechanical vibrating equipment. 

3.6 FINISHING FORMED SURFACES 

A. Rough-Formed Finish:  As-cast concrete texture imparted by form-facing material with tie holes 
and defective areas repaired and patched, and fins and other projections exceeding 1/4 inch in 
height rubbed down or chipped off. 

1. Apply to concrete surfaces not exposed to public view. 

B. Smooth-Formed Finish:  As-cast concrete texture imparted by form-facing material, arranged in 
an orderly and symmetrical manner with a minimum of seams.  Repair and patch tie holes and 
defective areas.  Completely remove fins and other projections. 

C. Related Unformed Surfaces:  At tops of walls, horizontal offsets, and similar unformed surfaces 
adjacent to formed surfaces, strike off smooth and finish with a texture matching adjacent 
formed surfaces.  Continue final surface treatment of formed surfaces uniformly across adjacent 
unformed surfaces, unless otherwise indicated. 

3.7 FINISHING UNFORMED SURFACES 

A. General:  Comply with ACI 302.1R for screeding, restraightening, and finishing operations for 
concrete surfaces.  Do not wet concrete surfaces. 

B. Screed surfaces with a straightedge and strike off.  Begin initial floating using bull floats or 
darbies to form a uniform and open-textured surface plane before excess moisture or 
bleedwater appears on the surface. 

1. Do not further disturb surfaces before starting finishing operations. 

C. Float Finish:  Apply float finish to surfaces indicated, to surfaces to receive trowel finish, and to 
floor and slab surfaces to be covered with fluid-applied or sheet waterproofing, built-up or 
membrane roofing, or sand-bed terrazzo. 

D. Trowel Finish:  Apply a hard trowel finish to surfaces indicated and to floor and slab surfaces 
exposed to view or to be covered with resilient flooring, carpet, ceramic or quarry tile set over a 
cleavage membrane, paint, or another thin film-finish coating system. 

E. Nonslip Broom Finish:  Apply a nonslip broom finish to surfaces indicated and to exterior 
concrete platforms, steps, and ramps.  Immediately after float finishing, slightly roughen 
trafficked surface by brooming with fiber-bristle broom perpendicular to main traffic route. 

3.8 TOLERANCES 

A. Comply with ACI 117, "Specifications for Tolerances for Concrete Construction and Materials." 

3.9 CONCRETE PROTECTION AND CURING 

A. General:  Protect freshly placed concrete from premature drying and excessive cold or hot 
temperatures.  Comply with ACI 306.1 for cold-weather protection, and follow recommendations 
in ACI 305R for hot-weather protection during curing. 



Little River Glen   Fairfax, VA 
Standby Generator 
 

CAST-IN-PLACE CONCRETE (LIMITED APPLICATIONS) 03300 - 6 

B. Evaporation Retarder:  Apply evaporation retarder to concrete surfaces if hot, dry, or windy 
conditions cause moisture loss approaching 0.2 lb/sq. ft. x h before and during finishing 
operations.  Apply according to manufacturer's written instructions after placing, screeding, and 
bull floating or darbying concrete, but before float finishing. 

C. Begin curing after finishing concrete, but not before free water has disappeared from concrete 
surface. 

D. Curing Methods:  Cure formed and unformed concrete for at least seven days by moisture 
curing, moisture-retaining-cover curing, curing compound, or a combination of these as follows: 

1. Moisture Curing:  Keep surfaces continuously moist for not less than seven days with the 
following materials: 

a. Water. 
b. Continuous water-fog spray. 
 

2. Curing Compound:  Apply uniformly in continuous operation by power spray or roller 
according to manufacturer's written instructions.  Recoat areas subjected to heavy rainfall 
within three hours after initial application.  Maintain continuity of coating and repair 
damage during curing period. 

3.10 FIELD QUALITY CONTROL 

A. Testing Agency:  Engage a qualified independent testing and inspecting agency to sample 
materials, perform tests, and submit test reports during concrete placement according to 
requirements specified in this Article.  Perform tests according to ACI 301. 

B. Testing Agency:  Owner will engage a qualified independent testing and inspecting agency to 
sample materials, perform tests, and submit test reports during concrete placement.  Tests will 
be performed according to ACI 301. 

1. Testing Frequency:  Obtain one composite sample for each day's pour of each concrete 
mix exceeding 5 cu. yd., but less than 25 cu. yd., plus one set for each additional 50 cu. 
yd. or fraction thereof. 

2. Testing Frequency:  Obtain at least one composite sample for each 100 cu. yd. or 
fraction thereof of each concrete mix placed each day. 

3.11 REPAIRS 

A. Remove and replace concrete that does not comply with requirements in this Section. 

END OF SECTION 03301 
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SECTION 07920 - JOINT SEALANTS 
 
 
PART 1 - GENERAL 
 
 
1.1 RELATED DOCUMENTS 
 
 A. Drawings and general provisions of Contract, including General and Supplementary 

Conditions and Division 1 Specification Sections, apply to this Section. 
 
 
1.2 SUMMARY 
 
 A. This Section includes joint sealants for the following locations: 
 
  1. Exterior joints in vertical surfaces and non-traffic horizontal surfaces as indicated 

below: 
 
   a. Perimeter joints between dissimilar materials and any penetration through 

exterior wall. 
   b. Joints between different materials. 
   c. Perimeter joints between dissimilar materials and frames of doors and 

windows. 
   d. Other joints as indicated. 
 
  2. Interior joints in vertical surfaces and horizontal non-traffic surfaces as indicated 

below: 
 
   a. Perimeter joints of exterior openings where indicated. 
   b. Perimeter joints between interior wall surfaces and frames of interior doors, 

windows, and elevator entrances. 
   c. Other joints as indicated. 
 
 B. Related Sections:  The following Sections contain requirements that relate to this Section: 
 
  1. Division 7 Section "Flashing and Sheet Metal" for sealing joints related to flashing 

and sheet metal for roofing. 
  2. Division 9 Section "Gypsum Board Assemblies" for sealing concealed perimeter 

joints of gypsum board partitions to reduce sound transmission. 
  3. Division 9 Section "Acoustical Panels" for sealing edge moldings at perimeter of 

acoustical ceilings. 
 
 
 
1.3 SYSTEM PERFORMANCE REQUIREMENTS 
 
 A. Provide elastomeric joint sealants that have been produced and installed to establish and to 

maintain watertight and airtight continuous seals without causing staining or deterioration of 
joint substrates. 

 
 B. Provide joint sealants for interior applications that have been produced and installed to 

establish and maintain airtight continuous seals that are water resistant and cause no 
staining or deterioration of joint substrates. 
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1.4 SUBMITTALS 
 
 A. General:  Submit the following in accordance with Conditions of Contract and Division 1 

Specification Sections. 
 
 B. Product data from manufacturers for each joint sealant product required. 
 
 C. Samples for initial selection purposes in form of manufacturer's standard bead samples, 

consisting of strips of actual products showing full range of colors available, for each product 
exposed to view. 

 
 D. Samples for verification purposes of each type and color of joint sealant required.  Install joint 

sealant samples in 1/2-inch wide joints formed between two 6-inch long strips of material 
matching the appearance of exposed surfaces adjacent to joint sealants. 

 
 E. Certificates from manufacturers of joint sealants attesting that their products comply with 

specification requirements and are suitable for the use indicated. 
 
 F. Qualification data complying with requirements specified in "Quality Assurance" article.  

Include list of completed projects with project names addresses, names of Architects and 
Owners, plus other information specified. 

 
 G. Compatibility and adhesion test reports from elastomeric sealant manufacturer indicating that 

materials forming joint substrates and joint sealant backings have been tested for 
compatibility and adhesion with joint sealants.  Include sealant manufacturer's interpretation 
of test results relative to sealant performance and recommendations for primers and 
substrate preparation needed to obtain adhesion. 

 
 H. Product test reports for each type of joint sealants indicated, evidencing compliance with 

requirements specified. 
 
 
1.5 QUALITY ASSURANCE 
 
 A. Installer Qualifications:  Engage an experienced Installer who has completed joint sealant 

applications similar in material, design, and extent to that indicated for Project that have 
resulted in construction with a record of successful in-service performance. 

 
 B. Single Source Responsibility for Joint Sealant Materials:  Obtain joint sealant materials from 

a single manufacturer for each different product required. 
 
 
1.6 DELIVERY, STORAGE, AND HANDLING 
 
 A. Deliver materials to Project site in original unopened containers or bundles with labels 

indicating manufacturer, product name and designation, color, expiration period for use, pot 
life, curing time, and mixing instructions for multicomponent materials. 

 
 B. Store and handle materials in compliance with manufacturer's recommendations to prevent 

their deterioration or damage due to moisture, high or low temperatures, contaminants, or 
other causes. 
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1.7 PROJECT CONDITIONS 
 
 A. Environmental Conditions:  Do not proceed with installation of joint sealants under the 

following conditions: 
 
  1. When ambient and substrate temperature conditions are outside the limits permitted 

by joint sealant manufacturer. 
  2. When ambient and substrate temperature conditions are outside the limits permitted 

by joint sealant manufacturer or below 40 deg F. 
  3. When joint substrates are wet. 
 
 B. Joint Width Conditions:  Do not proceed with installation of joint sealants where joint widths 

are less than allowed by joint sealant manufacturer for application indicated. 
 
 C. Joint Substrate Conditions:  Do not proceed with installation of joint sealants until 

contaminants capable of interfering with their adhesion are removed from joint substrates. 
 
 
PART 2 - PRODUCTS 
 
 
2.1 MATERIALS, GENERAL 
 
 A. Compatibility:  Provide joint sealants, joint fillers, and other related materials that are 

compatible with one another and with joint substrates under conditions of service and 
application, as demonstrated by sealant manufacturer based on testing and field experience. 

 
 B. Colors:  Provide color of exposed joint sealants to comply with the following: 
 
  1. Provide selections made by Architect from manufacturer's full range of standard 

colors for products of type indicated. 
 
 
2.2 ELASTOMERIC JOINT SEALANTS 
 
 A. Elastomeric Sealant Standard:  Provide manufacturer's standard chemically curing 

elastomeric sealants that comply with ASTM C 920 and other requirements indicated on 
each Elastomeric Joint Sealant Data Sheet at end of this Section, including those 
requirements referencing ASTM C 920 classifications for Type, Grade, Class, and Uses. 

 
 B. Available Products:  Subject to compliance with requirements, elastomeric sealants that may 

be incorporated in the Work include, but are not limited to, the products specified in each 
Elastomeric Sealant Data Sheet. 

 
 
2.3 LATEX JOINT SEALANTS 
 
 A. General:  Provide manufacturer's standard one-part, nonsag, mildew-resistant, paintable 

latex sealant of formulation indicated that is recommended for exposed applications on 
interior and protected exterior locations and that accommodates indicated percentage 
change in joint width existing at time of installation without failing either adhesively or 
cohesively. 

 
 B. Acrylic-Emulsion Sealant:  Provide product complying with ASTM C 834 that accommodates 

joint movement of not more than 5 percent in both extension and compression for a total of 
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10 percent. 
 
 C. Available Products:  Subject to compliance with requirements, latex joint sealants that may 

be incorporated in the Work include, but are not limited to, the following: 
 
  1. Acrylic-Emulsion Sealant: 
 
   a. "AC-20," Pecora Corp. 
   b. "Sonolac," Sonneborn Building Products Div., ChemRex, Inc. 
   c. "Tremco Acrylic Latex 834," Tremco, Inc. 
 
 
2.4 JOINT SEALANT BACKING 
 
 A. General:  Provide sealant backings of material and type that are nonstaining; are compatible 

with joint substrates, sealants, primers and other joint fillers; and are approved for 
applications indicated by sealant manufacturer based on field experience and laboratory 
testing. 

 
 B. Plastic Foam Joint Fillers:  Preformed, compressible, resilient, nonstaining, nonwaxing, 

nonextruding strips of flexible plastic foam of material indicated below and of size, shape, 
and density to control sealant depth and otherwise contribute to producing optimum sealant 
performance: 

 
  1. Closed-cell polyethylene foam, nonabsorbent to liquid water and gas, nonoutgassing 

in unruptured state. 
 
 C. Elastomeric Tubing Joint Fillers:  Neoprene, butyl, EPDM, or silicone tubing complying with 

ASTM D 1056, nonabsorbent to water and gas, capable of remaining resilient at 
temperatures down to -26 deg F.  Provide products with low compression set and of size and 
shape to provide a secondary seal, to control sealant depth, and otherwise contribute to 
optimum sealant performance. 

 
 D. Bond-Breaker Tape:  Polyethylene tape or other plastic tape as recommended by sealant 

manufacturer for preventing sealant from adhering to rigid, inflexible joint filler materials or 
joint surfaces at back of joint where such adhesion would result in sealant failure.  Provide 
self-adhesive tape where applicable. 

 
 
2.5 MISCELLANEOUS MATERIALS 
 
 A. Primer:  Material recommended by joint sealant manufacturer where required for adhesion of 

sealant to joint substrates indicated, as determined from preconstruction joint sealant-
substrate tests and field tests. 

 
 B. Cleaners for Nonporous Surfaces:  Chemical cleaners acceptable to manufacturers of 

sealants and sealant backing materials, free of oily residues or other substances capable of 
staining or harming in any way joint substrates and adjacent nonporous surfaces, and 
formulated to promote optimum adhesion of sealants with joint substrates. 

 
 C. Masking Tape:  Nonstaining, nonabsorbent material compatible with joint sealants and 

surfaces adjacent to joints. 
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PART 3 - EXECUTION 
 
 
3.1 EXAMINATION 
 
 A. Examine joints indicated to receive joint sealants, with Installer present, for compliance with 

requirements for joint configuration, installation tolerances, and other conditions affecting joint 
sealant performance.  Do not proceed with installation of joint sealants until unsatisfactory 
conditions have been corrected. 

 
 
3.2 PREPARATION 
 
 A. Surface Cleaning of Joints:  Clean out joints immediately before installing joint sealants to 

comply with recommendations of joint sealant manufacturer and the following requirements: 
 
  1. Remove all foreign material from joint substrates that could interfere with adhesion 

of joint sealant, including dust, paints (except for permanent, protective coatings 
tested and approved for sealant adhesion and compatibility by sealant 
manufacturer), old joint sealants, oil, grease, waterproofing, water repellents, water, 
surface dirt, and frost. 

  2. Clean concrete, masonry, unglazed surfaces of ceramic tile, and similar porous joint 
substrate surfaces by brushing, grinding, blast cleaning, mechanical abrading, or a 
combination of these methods to produce a clean, sound substrate capable of 
developing optimum bond with joint sealants.  Remove loose particles remaining 
from above cleaning operations by vacuuming or blowing out joints with oil-free 
compressed air. 

  3. Remove laitance and form release agents from concrete. 
  4. Clean metal, glass, porcelain enamel, glazed surfaces of ceramic tile, and other 

nonporous surfaces with chemical cleaners or other means that do not stain, harm 
substrates, or leave residues capable of interfering with adhesion of joint sealants. 

 
 B. Joint Priming:  Prime joint substrates where indicated or where recommended by joint 

sealant manufacturer based on preconstruction joint sealant-substrate tests or prior 
experience.  Apply primer to comply with joint sealant manufacturer's recommendations.  
Confine primers to areas of joint sealant bond; do not allow spillage or migration onto 
adjoining surfaces. 

 
 C. Masking Tape:  Use masking tape where required to prevent contact of sealant with 

adjoining surfaces that otherwise would be permanently stained or damaged by such contact 
or by cleaning methods required to remove sealant smears.  Remove tape immediately after 
tooling without disturbing joint seal. 

 
3.3 INSTALLATION OF JOINT SEALANTS 
 
 A. General:  Comply with joint sealant manufacturer's printed installation instructions applicable 

to products and applications indicated, except where more stringent requirements apply. 
 
 B. Sealant Installation Standard:  Comply with recommendations of ASTM C 1193 for use of 

joint sealants as applicable to materials, applications, and conditions indicated. 
 
 C. Installation of Sealant Backings:  Install sealant backings to comply with the following 

requirements: 
 
  1. Install joint fillers of type indicated to provide support of sealants during application 
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and at position required to produce the cross-sectional shapes and depths of 
installed sealants relative to joint widths that allow optimum sealant movement 
capability. 

 
   a. Do not leave gaps between ends of joint fillers. 
   b. Do not stretch, twist, puncture, or tear joint fillers. 
   c. Remove absorbent joint fillers that have become wet prior to sealant 

application and replace with dry material. 
 
  2. Install bond breaker tape between sealants where backer rods are not used 

between sealants and joint fillers or back of joints. 
 
 D. Installation of Sealants:  Install sealants by proven techniques that result in sealants directly 

contacting and fully wetting joint substrates, completely filling recesses provided for each 
joint configuration, and providing uniform, cross-sectional shapes and depths relative to joint 
widths that allow optimum sealant movement capability.  Install sealants at the same time 
sealant backings are installed. 

 
 E. Tooling of Nonsag Sealants:  Immediately after sealant application and prior to time skinning 

or curing begins, tool sealants to form smooth, uniform beads of configuration indicated, to 
eliminate air pockets, and to ensure contact and adhesion of sealant with sides of joint.  
Remove excess sealants from surfaces adjacent to joint.  Do not use tooling agents that 
discolor sealants or adjacent surfaces or are not approved by sealant manufacturer. 

 
  1. Provide concave joint configuration per Figure 5A in ASTM C 1193, unless 

otherwise indicated. 
 
   a. Use masking tape to protect adjacent surfaces of recessed tooled joints. 
 
  2. Provide recessed joint configuration, per Figure 5C in ASTM C 1193, of recess 

depth and at locations indicated. 
 
3.4 CLEANING 
 
 A. Clean off excess sealants or sealant smears adjacent to joints as work progresses by 

methods and with cleaning materials approved by manufacturers of joint sealants and of 
products in which joints occur. 

 
3.5 PROTECTION 
 
 A. Protect joint sealants during and after curing period from contact with contaminating 

substances or from damage resulting from construction operations or other causes so that 
they are without deterioration or damage at time of Substantial Completion.  If, despite such 
protection, damage or deterioration occurs, cut out and remove damaged or deteriorated 
joint sealants immediately so that and installations with repaired areas are indistinguishable 
from original work. 

 
PRODUCT DATA SHEET 1 - ELASTOMERIC JOINT SEALANT 
 
 A. Elastomeric Joint Sealant Designation:  ES-1.  
 
 B. Base Polymer:  Urethane. 
 
 C. Type:  single component. 
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 D. Grade:  NS (nonsag). 
 
 E. Class:  25. 
 
 F. Use Related to Exposure:  NT (nontraffic). 
 
 G. Uses Related to Joint Substrates:  M, A, and, as applicable to joint substrates indicated, O. 
 
  1. Use O Joint Substrates:  Aluminum coated with a high-performance coating. 
 
 H. Available Products:  Dymonic as manufactured by Tremco, U-7130 by Protective 

Treatments, Inc. or approved equal. 
 
END OF SECTION 07920 
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SECTION 15050 - BASIC MECHANICAL MATERIALS AND METHODS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Piping materials and installation instructions common to most piping systems. 
2. Dielectric fittings. 
3. Mechanical demolition. 
4. Equipment installation requirements common to equipment sections. 
5. Painting and finishing. 

1.3 DEFINITIONS 

A. Exposed, Exterior Installations:  Exposed to view outdoors or subject to outdoor ambient 
temperatures and weather conditions.  Examples include rooftop locations. 

B. The following are industry abbreviations for plastic materials: 

1. ABS:  Acrylonitrile-butadiene-styrene plastic. 
2. CPVC:  Chlorinated polyvinyl chloride plastic. 
3. PE:  Polyethylene plastic. 
4. PVC:  Polyvinyl chloride plastic. 

C. The following are industry abbreviations for rubber materials: 

1. EPDM:  Ethylene-propylene-diene terpolymer rubber. 
2. NBR:  Acrylonitrile-butadiene rubber. 

1.4 SUBMITTALS 

A. Product Data:  For the following: 

1. Dielectric fittings. 

B. Welding certificates. 

1.5 QUALITY ASSURANCE 

A. Steel Support Welding:  Qualify processes and operators according to AWS D1.1, "Structural 
Welding Code--Steel." 
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B. Steel Pipe Welding:  Qualify processes and operators according to ASME Boiler and Pressure 
Vessel Code:  Section IX, "Welding and Brazing Qualifications." 

1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping." 
2. Certify that each welder has passed AWS qualification tests for welding processes 

involved and that certification is current. 

C. Electrical Characteristics for Mechanical Equipment:  Equipment of higher electrical 
characteristics may be furnished provided such proposed equipment is approved in writing and 
connecting electrical services, circuit breakers, and conduit sizes are appropriately modified.  If 
minimum energy ratings or efficiencies are specified, equipment shall comply with requirements. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Deliver pipes and tubes with factory-applied end caps.  Maintain end caps through shipping, 
storage, and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and 
moisture. 

B. Store plastic pipes protected from direct sunlight.  Support to prevent sagging and bending. 

1.7 COORDINATION 

A. Arrange for pipe spaces, chases, slots, and openings in building structure during progress of 
construction, to allow for mechanical installations. 

B. Coordinate installation of required supporting devices and set sleeves in poured-in-place 
concrete and other structural components as they are constructed. 

C. Coordinate requirements for access panels and doors for mechanical items requiring access 
that are concealed behind finished surfaces.  Access panels and doors are specified in 
Division 8 Section "Access Doors and Frames." 

PART 2 - PRODUCTS 

2.1 PIPE, TUBE, AND FITTINGS 

A. Refer to individual Division 15 piping Sections for pipe, tube, and fitting materials and joining 
methods. 

B. Pipe Threads:  ASME B1.20.1 for factory-threaded pipe and pipe fittings. 

2.2 JOINING MATERIALS 

A. Refer to individual Division 15 piping Sections for special joining materials not listed below. 

B. Pipe-Flange Gasket Materials:  Suitable for chemical and thermal conditions of piping system 
contents. 

1. ASME B16.21, nonmetallic, flat, asbestos-free, 1/8-inch maximum thickness unless 
thickness or specific material is indicated. 
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a. Full-Face Type:  For flat-face, Class 125, cast-iron and cast-bronze flanges. 
b. Narrow-Face Type:  For raised-face, Class 250, cast-iron and steel flanges. 

2. AWWA C110, rubber, flat face, 1/8 inch thick, unless otherwise indicated; and full-face or 
ring type, unless otherwise indicated. 

C. Flange Bolts and Nuts:  ASME B18.2.1, carbon steel, unless otherwise indicated. 

D. Welding Filler Metals:  Comply with AWS D10.12 for welding materials appropriate for wall 
thickness and chemical analysis of steel pipe being welded. 

2.3 DIELECTRIC FITTINGS 

A. Description:  Combination fitting of copper alloy and ferrous materials with threaded, solder-
joint, plain, or weld-neck end connections that match piping system materials. 

B. Insulating Material:  Suitable for system fluid, pressure, and temperature. 

C. Dielectric Unions:  Factory-fabricated, union assembly, for 250-psig minimum working pressure 
at 180 deg F. 

D. Dielectric Flanges:  Factory-fabricated, companion-flange assembly, for 150- or 300-psig 
minimum working pressure as required to suit system pressures. 

E. Dielectric-Flange Kits:  Companion-flange assembly for field assembly.  Include flanges, full-
face- or ring-type neoprene or phenolic gasket, phenolic or polyethylene bolt sleeves, phenolic 
washers, and steel backing washers. 

1. Separate companion flanges and steel bolts and nuts shall have 150- or 300-psig 
minimum working pressure where required to suit system pressures. 

F. Dielectric Couplings:  Galvanized-steel coupling with inert and noncorrosive, thermoplastic 
lining; threaded ends; and 300-psig minimum working pressure at 225 deg F. 

G. Dielectric Nipples:  Electroplated steel nipple with inert and noncorrosive, thermoplastic lining; 
plain, threaded, or grooved ends; and 300-psig minimum working pressure at 225 deg F. 

PART 3 - EXECUTION 

3.1 MECHANICAL DEMOLITION 

A. Refer to Division 1 Sections "Cutting and Patching" and "Selective Demolition" for general 
demolition requirements and procedures. 

B. Disconnect, demolish, and remove mechanical systems, equipment, and components indicated 
to be removed. 

1. Piping to Be Removed:  Remove portion of piping indicated to be removed and cap or 
plug remaining piping with same or compatible piping material. 

2. Piping to Be Abandoned in Place:  Drain piping and cap or plug piping with same or 
compatible piping material. 
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3. Ducts to Be Removed:  Remove portion of ducts indicated to be removed and plug 
remaining ducts with same or compatible ductwork material. 

4. Ducts to Be Abandoned in Place:  Cap or plug ducts with same or compatible ductwork 
material. 

5. Equipment to Be Removed:  Disconnect and cap services and remove equipment. 
6. Equipment to Be Removed and Reinstalled:  Disconnect and cap services and remove, 

clean, and store equipment; when appropriate, reinstall, reconnect, and make equipment 
operational. 

7. Equipment to Be Removed and Salvaged:  Disconnect and cap services and remove 
equipment and deliver to Owner. 

C. If pipe, insulation, or equipment to remain is damaged in appearance or is unserviceable, 
remove damaged or unserviceable portions and replace with new products of equal capacity 
and quality. 

3.2 PIPING SYSTEMS - COMMON REQUIREMENTS 

A. Install piping according to the following requirements and Division 15 Sections specifying piping 
systems. 

B. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems.  Indicated locations and arrangements were used to size pipe and calculate friction 
loss, expansion, pump sizing, and other design considerations.  Install piping as indicated 
unless deviations to layout are approved on Coordination Drawings. 

C. Install piping in concealed locations, unless otherwise indicated and except in equipment rooms 
and service areas. 

D. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls.  Diagonal runs are prohibited unless specifically indicated 
otherwise. 

E. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

F. Install piping to permit valve servicing. 

G. Install piping at indicated slopes. 

H. Install piping free of sags and bends. 

I. Install fittings for changes in direction and branch connections. 

J. Install piping to allow application of insulation. 

K. Select system components with pressure rating equal to or greater than system operating 
pressure. 

L. Verify final equipment locations for roughing-in. 

M. Refer to equipment specifications in other Sections of these Specifications for roughing-in 
requirements. 

3.3 PIPING JOINT CONSTRUCTION 
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A. Join pipe and fittings according to the following requirements and Division 15 Sections 
specifying piping systems. 

B. Ream ends of pipes and tubes and remove burrs.  Bevel plain ends of steel pipe. 

C. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before 
assembly. 

D. Threaded Joints:  Thread pipe with tapered pipe threads according to ASME B1.20.1.  Cut 
threads full and clean using sharp dies.  Ream threaded pipe ends to remove burrs and restore 
full ID.  Join pipe fittings and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads unless dry seal 
threading is specified. 

2. Damaged Threads:  Do not use pipe or pipe fittings with threads that are corroded or 
damaged.  Do not use pipe sections that have cracked or open welds. 

E. Welded Joints:  Construct joints according to AWS D10.12, using qualified processes and 
welding operators according to Part 1 "Quality Assurance" Article. 

F. Flanged Joints:  Select appropriate gasket material, size, type, and thickness for service 
application.  Install gasket concentrically positioned.  Use suitable lubricants on bolt threads. 

3.4 PIPING CONNECTIONS 

A. Make connections according to the following, unless otherwise indicated: 

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection 
to each piece of equipment. 

2. Install flanges, in piping NPS 2-1/2 and larger, adjacent to flanged valves and at final 
connection to each piece of equipment. 

3. Dry Piping Systems:  Install dielectric unions and flanges to connect piping materials of 
dissimilar metals. 

3.5 EQUIPMENT INSTALLATION - COMMON REQUIREMENTS 

A. Install equipment to allow maximum possible headroom unless specific mounting heights are 
indicated. 

B. Install equipment level and plumb, parallel and perpendicular to other building systems and 
components in exposed interior spaces, unless otherwise indicated. 

C. Install mechanical equipment to facilitate service, maintenance, and repair or replacement of 
components.  Connect equipment for ease of disconnecting, with minimum interference to other 
installations.  Extend grease fittings to accessible locations. 

D. Install equipment to allow right of way for piping installed at required slope. 

3.6 PAINTING 

A. Damage and Touchup:  Repair marred and damaged factory-painted finishes with materials and 
procedures to match original factory finish. 
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END OF SECTION 15050 



Little River Glen   Fairfax, VA 
Standby Generator 
 

HANGERS AND SUPPORTS 15060 - 1 

SECTION 15060 - HANGERS AND SUPPORTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following hangers and supports for mechanical system piping and 
equipment: 

1. Steel pipe hangers and supports. 
2. Metal framing systems. 
3. Fastener systems. 
4. Pipe stands. 

1.3 DEFINITIONS 

A. MSS:  Manufacturers Standardization Society for The Valve and Fittings Industry Inc. 

B. Terminology:  As defined in MSS SP-90, "Guidelines on Terminology for Pipe Hangers and 
Supports." 

1.4 PERFORMANCE REQUIREMENTS 

A. Design supports for multiple pipes, including pipe stands, capable of supporting combined 
weight of supported systems, system contents, and test water. 

B. Design equipment supports capable of supporting combined operating weight of supported 
equipment and connected systems and components. 

1.5 SUBMITTALS 

A. Product Data:  For the following: 

1. Steel pipe hangers and supports. 
2. Powder-actuated fastener systems. 

B. Shop Drawings:  Signed and sealed by a qualified professional engineer. Show fabrication and 
installation details and include calculations for the following: 

1. Metal framing systems.  Include Product Data for components. 
2. Pipe stands.  Include Product Data for components. 

C. Welding certificates. 
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1.6 QUALITY ASSURANCE 

A. Welding:  Qualify procedures and personnel according to the following: 

1. AWS D1.1, "Structural Welding Code--Steel." 
2. AWS D1.2, "Structural Welding Code--Aluminum." 
3. AWS D1.3, "Structural Welding Code--Sheet Steel." 
4. AWS D1.4, "Structural Welding Code--Reinforcing Steel." 
5. ASME Boiler and Pressure Vessel Code:  Section IX. 

PART 2 - PRODUCTS 

2.1 STEEL PIPE HANGERS AND SUPPORTS 

A. Description:  MSS SP-58, Types 1 through 58, factory-fabricated components.  Refer to Part 3 
"Hanger and Support Applications" Article for where to use specific hanger and support types. 

B. Galvanized, Metallic Coatings:  Pregalvanized or hot dipped. 

C. Nonmetallic Coatings:  Plastic coating, jacket, or liner. 

D. Padded Hangers:  Hanger with fiberglass or other pipe insulation pad or cushion for support of 
bearing surface of piping. 

2.2 METAL FRAMING SYSTEMS 

A. Description:  MFMA-3, shop- or field-fabricated pipe-support assembly made of steel channels 
and other components. 

B. Coatings:  Manufacturer's standard finish, unless bare metal surfaces are indicated. 

C. Nonmetallic Coatings:  Plastic coating, jacket, or liner. 

2.3 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners:  Threaded-steel stud, for use in hardened portland cement 
concrete with pull-out, tension, and shear capacities appropriate for supported loads and 
building materials where used. 

B. Mechanical-Expansion Anchors:  Insert-wedge-type zinc-coated or stainless steel, for use in 
hardened portland cement concrete with pull-out, tension, and shear capacities appropriate for 
supported loads and building materials where used. 

2.4 PIPE STAND FABRICATION 

A. Pipe Stands, General:  Shop or field-fabricated assemblies made of manufactured corrosion-
resistant components to support roof-mounted piping. 

B. Compact Pipe Stand:  One-piece plastic unit with integral-rod-roller, pipe clamps, or V-shaped 
cradle to support pipe, for roof installation without membrane penetration. 
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C. Low-Type, Single-Pipe Stand:  One-piece plastic or stainless-steel base unit with plastic roller, 
for roof installation without membrane penetration. 

D. High-Type, Single-Pipe Stand:  Assembly of base, vertical and horizontal members, and pipe 
support, for roof installation without membrane penetration. 

1. Base:  Plastic or stainless steel. 
2. Vertical Members:  Two or more cadmium-plated-steel or stainless-steel, continuous-

thread rods. 
3. Horizontal Member:  Cadmium-plated-steel or stainless-steel rod with plastic or stainless-

steel, roller-type pipe support. 

E. High-Type, Multiple-Pipe Stand:  Assembly of bases, vertical and horizontal members, and pipe 
supports, for roof installation without membrane penetration. 

1. Bases:  One or more plastic. 
2. Vertical Members:  Two or more protective-coated-steel channels. 
3. Horizontal Member:  Protective-coated-steel channel. 
4. Pipe Supports:  Galvanized-steel, clevis-type pipe hangers. 

F. Curb-Mounting-Type Pipe Stands:  Shop- or field-fabricated pipe support made from structural-
steel shape, continuous-thread rods, and rollers for mounting on permanent stationary roof 
curb. 

2.5 MISCELLANEOUS MATERIALS 

A. Structural Steel:  ASTM A 36/A 36M, steel plates, shapes, and bars; black and galvanized. 

B. Grout:  ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, nonshrink and 
nonmetallic grout; suitable for interior and exterior applications. 

1. Properties:  Nonstaining, noncorrosive, and nongaseous. 
2. Design Mix:  5000-psi, 28-day compressive strength. 

PART 3 - EXECUTION 

3.1 HANGER AND SUPPORT APPLICATIONS 

A. Specific hanger and support requirements are specified in Sections specifying piping systems 
and equipment. 

B. Comply with MSS SP-69 for pipe hanger selections and applications that are not specified in 
piping system Sections. 

C. Use hangers and supports with galvanized, metallic coatings for piping and equipment that will 
not have field-applied finish. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in 
direct contact with copper tubing. 

E. Use padded hangers for piping that is subject to scratching. 
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3.2 HANGER AND SUPPORT INSTALLATION 

A. Steel Pipe Hanger Installation:  Comply with MSS SP-69 and MSS SP-89.  Install hangers, 
supports, clamps, and attachments as required to properly support piping from building 
structure. 

B. Metal Framing System Installation:  Arrange for grouping of parallel runs of piping and support 
together on field-assembled metal framing systems. 

C. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less 
than 4 inches thick in concrete after concrete is placed and completely cured.  Use 
operators that are licensed by powder-actuated tool manufacturer.  Install fasteners 
according to powder-actuated tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete after concrete is placed and completely 
cured.  Install fasteners according to manufacturer's written instructions. 

D. Pipe Stand Installation: 

1. Pipe Stand Types except Curb-Mounting Type:  Assemble components and mount on 
smooth roof surface.  Do not penetrate roof membrane. 

2. Curb-Mounting-Type Pipe Stands:  Assemble components or fabricate pipe stand and 
mount on permanent, stationary roof curb.  Refer to Division 7 Section "Roof 
Accessories" for curbs. 

E. Install hangers and supports complete with necessary inserts, bolts, rods, nuts, washers, and 
other accessories. 

F. Install hangers and supports to allow controlled thermal and seismic movement of piping 
systems, to permit freedom of movement between pipe anchors, and to facilitate action of 
expansion joints, expansion loops, expansion bends, and similar units. 

G. Install lateral bracing with pipe hangers and supports to prevent swaying. 

H. Install building attachments within concrete slabs or attach to structural steel.  Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, and at changes in 
direction of piping.  Install concrete inserts before concrete is placed; fasten inserts to forms and 
install reinforcing bars through openings at top of inserts. 

I. Load Distribution:  Install hangers and supports so piping live and dead loads and stresses from 
movement will not be transmitted to connected equipment. 

J. Pipe Slopes:  Install hangers and supports to provide indicated pipe slopes and so maximum 
pipe deflections allowed by ASME B31.1 (for power piping) and ASME B31.9 (for building 
services piping) are not exceeded. 

3.3 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment 
supports. 

B. Fit exposed connections together to form hairline joints.  Field weld connections that cannot be 
shop welded because of shipping size limitations. 
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C. Field Welding:  Comply with AWS D1.1 procedures for shielded metal arc welding, appearance 
and quality of welds, and methods used in correcting welding work, and with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and contours 

of welded surfaces match adjacent contours. 

3.4 ADJUSTING 

A. Hanger Adjustments:  Adjust hangers to distribute loads equally on attachments and to achieve 
indicated slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches. 

3.5 PAINTING 

A. Touch Up:  Clean field welds and abraded areas of shop paint.  Paint exposed areas 
immediately after erecting hangers and supports.  Use same materials as used for shop 
painting.  Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils. 

B. Touch Up:  Cleaning and touchup painting of field welds, bolted connections, and abraded 
areas of shop paint on miscellaneous metal are specified in Division 9.   

C. Galvanized Surfaces:  Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

END OF SECTION 15060 
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SECTION 15075 - MECHANICAL IDENTIFICATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following mechanical identification materials and their installation: 

1. Equipment nameplates. 
2. Equipment markers. 
3. Equipment signs. 
4. Pipe markers. 
5. Stencils. 
6. Warning tags. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples:  For color, letter style, and graphic representation required for each identification 
material and device. 

1.4 QUALITY ASSURANCE 

A. ASME Compliance:  Comply with ASME A13.1, "Scheme for the Identification of Piping 
Systems," for letter size, length of color field, colors, and viewing angles of identification devices 
for piping. 

1.5 COORDINATION 

A. Coordinate installation of identifying devices with completion of covering and painting of 
surfaces where devices are to be applied. 

B. Coordinate installation of identifying devices with location of access panels and doors. 

C. Install identifying devices before installing acoustical ceilings and similar concealment. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT IDENTIFICATION DEVICES 
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A. Equipment Markers:  Engraved, color-coded laminated plastic.  Include contact-type, permanent 
adhesive. 

1. Terminology:  Match schedules as closely as possible. 
2. Data: 

a. Name and plan number. 
b. Equipment service. 
c. Design capacity. 
d. Other design parameters such as pressure drop, entering and leaving conditions, 

and speed. 

3. Size:  2-1/2 by 4 inches for control devices, dampers, and valves; 4-1/2 by 6 inches for 
equipment. 

2.2 PIPING IDENTIFICATION DEVICES 

A. Manufactured Pipe Markers, General:  Preprinted, color-coded, with lettering indicating service, 
and showing direction of flow. 

1. Colors:  Comply with ASME A13.1, unless otherwise indicated. 
2. Lettering:  Use piping system terms indicated and abbreviate only as necessary for each 

application length. 
3. Pipes with OD, Including Insulation, Less Than 6 Inches:  Full-band pipe markers 

extending 360 degrees around pipe at each location. 
4. Pipes with OD, Including Insulation, 6 Inches and Larger:  Either full-band or strip-type 

pipe markers at least three times letter height and of length required for label. 
5. Arrows:  Integral with piping system service lettering to accommodate both directions; or 

as separate unit on each pipe marker to indicate direction of flow. 

B. Shaped Pipe Markers:  Preformed semirigid plastic formed to partially cover circumference of 
pipe and to attach to pipe with mechanical fasteners that do not penetrate insulation vapor 
barrier. 

C. Self-Adhesive Pipe Markers:  Plastic with pressure-sensitive, permanent-type, self-adhesive 
back. 

D. Plastic Tape:  Continuously printed, vinyl tape at least 3 mils thick with pressure-sensitive, 
permanent-type, self-adhesive back. 

1. Width for Markers on Pipes with OD, Including Insulation, Less Than 6 Inches:  3/4 inch 
minimum. 

2. Width for Markers on Pipes with OD, Including Insulation, 6 Inches or Larger:  1-1/2 
inches minimum. 

2.3 STENCILS 

A. Stencils:  Prepared with letter sizes according to ASME A13.1 for piping; minimum letter height 
of 1-1/4 inches for ducts; and minimum letter height of 3/4 inch for access panel and door 
markers, equipment markers, equipment signs, and similar operational instructions. 

1. Stencil Material:  Metal or fiberboard. 
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2. Stencil Paint:  Exterior, gloss, alkyd enamel black, unless otherwise indicated.  Paint may 
be in pressurized spray-can form. 

3. Identification Paint:  Exterior, alkyd enamel in colors according to ASME A13.1, unless 
otherwise indicated. 

2.4 WARNING TAGS 

A. Warning Tags:  Preprinted or partially preprinted, accident-prevention tags; of plasticized card 
stock with matte finish suitable for writing. 

1. Size:  3 by 5-1/4 inches minimum. 
2. Fasteners:  Brass grommet and wire. 
3. Nomenclature:  Large-size primary caption such as DANGER, CAUTION, or DO NOT 

OPERATE. 
4. Color:  Yellow background with black lettering. 

PART 3 - EXECUTION 

3.1 APPLICATIONS, GENERAL 

A. Products specified are for applications referenced in other Division 15 Sections.  If more than 
single-type material, device, or label is specified for listed applications, selection is Installer's 
option. 

3.2 EQUIPMENT IDENTIFICATION 

A. Install equipment markers with permanent adhesive on or near each major item of mechanical 
equipment.  Data required for markers may be included on signs, and markers may be omitted if 
both are indicated. 

1. Letter Size:  Minimum 1/4 inch for name of units if viewing distance is less than 24 
inches, 1/2 inch for viewing distances up to 72 inches, and proportionately larger lettering 
for greater viewing distances.  Include secondary lettering two-thirds to three-fourths the 
size of principal lettering. 

2. Data:  Distinguish among multiple units, indicate operational requirements, indicate safety 
and emergency precautions, warn of hazards and improper operations, and identify units. 

3. Locate markers where accessible and visible.  Include markers for the following general 
categories of equipment: 

a. Main control and operating valves, including safety devices and hazardous units 
such as gas outlets. 

b. Fire department hose valves and hose stations. 
c. Meters, gages, thermometers, and similar units. 
d. Fuel-burning units, including boilers, furnaces, heaters, stills, and absorption units. 
e. Pumps, compressors, chillers, condensers, and similar motor-driven units. 
f. Heat exchangers, coils, evaporators, cooling towers, heat recovery units, and 

similar equipment. 
g. Fans, blowers, primary balancing dampers, and mixing boxes. 
h. Packaged HVAC central-station and zone-type units. 
i. Tanks and pressure vessels. 
j. Strainers, filters, humidifiers, water-treatment systems, and similar equipment. 
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B. Stenciled Equipment Marker Option:  Stenciled markers may be provided instead of laminated-
plastic equipment markers, at Installer's option, if lettering larger than 1 inch high is needed for 
proper identification because of distance from normal location of required identification. 

C. Stenciled Equipment Sign Option:  Stenciled signs may be provided instead of laminated-plastic 
equipment signs, at Installer's option, if lettering larger than 1 inch high is needed for proper 
identification because of distance from normal location of required identification. 

D. Install access panel markers with screws on equipment access panels. 

3.3 PIPING IDENTIFICATION 

A. Install manufactured pipe markers indicating service on each piping system.  Install with flow 
indication arrows showing direction of flow. 

1. Pipes with OD, Including Insulation, Less Than 6 Inches:  Self-adhesive pipe markers.  
Use color-coded, self-adhesive plastic tape, at least 3/4 inch wide, lapped at least 1-1/2 
inches at both ends of pipe marker, and covering full circumference of pipe. 

2. Pipes with OD, Including Insulation, 6 Inches and Larger:  Shaped pipe markers.  Use 
size to match pipe and secure with fasteners. 

3. Pipes with OD, Including Insulation, 6 Inches and Larger:  Self-adhesive pipe markers.  
Use color-coded, self-adhesive plastic tape, at least 1-1/2 inches wide, lapped at least 3 
inches at both ends of pipe marker, and covering full circumference of pipe. 

B. Stenciled Pipe Marker Option:  Stenciled markers may be provided instead of manufactured 
pipe markers, at Installer's option.  Install stenciled pipe markers with painted, color-coded 
bands or rectangles complying with ASME A13.1 on each piping system. 

1. Identification Paint:  Use for contrasting background. 
2. Stencil Paint:  Use for pipe marking. 

C. Locate pipe markers and color bands where piping is exposed in finished spaces; machine 
rooms; accessible maintenance spaces such as shafts, tunnels, and plenums; and exterior 
nonconcealed locations as follows: 

1. Near each valve and control device. 
2. Near each branch connection, excluding short takeoffs for fixtures and terminal units.  

Where flow pattern is not obvious, mark each pipe at branch. 
3. Near penetrations through walls, floors, ceilings, and nonaccessible enclosures. 
4. At access doors, manholes, and similar access points that permit view of concealed 

piping. 
5. Near major equipment items and other points of origination and termination. 
6. Spaced at maximum intervals of 50 feet along each run.  Reduce intervals to 25 feet in 

areas of congested piping and equipment. 

3.4 WARNING-TAG INSTALLATION 

A. Write required message on, and attach warning tags to, equipment and other items where 
required. 

3.5 ADJUSTING 
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A. Relocate mechanical identification materials and devices that have become visually blocked by 
other work. 

END OF SECTION 15075 
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SECTION 15194 - FUEL GAS PIPING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes fuel gas piping, specialties, and accessories within the building. 

1.3 PROJECT CONDITIONS 

A. Gas System Pressure ranges:   

1. 0.5 psig or less 
2. More than 0.5 psig but not more than 2.0 psig 

B. Design values of fuel gas supplied for these systems are as follows: 

1. Nominal Heating Value:  1000 Btu/cu. ft. 
2. Nominal Specific Gravity:  0.6. 

1.4 SUBMITTALS 

A. Product Data:  For the following: 

1. Specialty valves.  Include pressure rating, capacity, settings, and electrical connection 
data of selected models. 

2. Pressure regulators.  Include pressure rating, capacity, and settings of selected models. 

B. Shop Drawings:  For fuel gas piping.  Include plans and attachments to other Work.  Show 
different pressure zones and indicate pressure for each zone. 

1. Wiring Diagrams:  Power, signal, and control wiring.  Differentiate between manufacturer-
installed and field-installed wiring. 

C. Field Test Reports:  Indicate and interpret test results for compliance with performance 
requirements. 

D. Maintenance Data:  For natural gas specialties and accessories to include in maintenance 
manuals specified in Division 1. 

1.5 QUALITY ASSURANCE 
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A. Electrical Components and Devices:  Listed and labeled as defined in NFPA 70, Article 100, by 
testing agency acceptable to authorities having jurisdiction, and marked for intended use. 

B. ANSI Standard:  Comply with ANSI Z223.1, "National Fuel Gas Code." 

C. FM Standard:  Provide components listed in FM's "Fire Protection Approval Guide" if specified 
to be FM approved. 

D. IAS Standard:  Provide components listed in IAS's "Directory of A. G. A. and C. G. A Certified 
Appliances and Accessories" if specified to be IAS listed. 

E. UL Standard:  Provide components listed in UL's "Gas and Oil Equipment Directory" if specified 
to be UL listed. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Handling Flammable Liquids:  Remove and legally dispose of liquids from drips in existing gas 
piping.  Handle cautiously to avoid spillage and ignition.  Notify fuel gas supplier.  Handle 
flammable liquids used by Installer with proper precautions and do not leave on premises from 
end of one day to beginning of next day. 

1.7 COORDINATION 

A. Existing Utilities:  Do not interrupt utilities serving facilities occupied by Owner or others unless 
permitted under the following conditions and then only after arranging to provide temporary 
utility services according to requirements indicated: 

1. Notify Architect not less than two days in advance of proposed utility interruptions. 
2. Do not proceed with utility interruptions without Architect's written permission. 

PART 2 - PRODUCTS 

2.1 PIPING MATERIALS 

A. Refer to Part 3 "Piping Applications" Article for applications of pipe, tube, fitting, and joining 
materials. 

2.2 PIPES, TUBES, FITTINGS, AND JOINING MATERIALS 

A. Steel Pipe:  ASTM A 53; Type E or S; Grade B; Schedule 40; black. 

1. Malleable-Iron Threaded Fittings:  ASME B16.3, Class 150, standard pattern, with 
threaded ends according to ASME B1.20.1. 

2. Unions:  ASME B16.39, Class 150, malleable iron with brass-to-iron seat, ground joint, 
and threaded ends according to ASME B1.20.1. 

3. Cast-Iron Flanges and Flanged Fittings:  ASME B16.1, Class 125. 
4. Steel Welding Fittings:  ASME B16.9, wrought steel or ASME B16.11, forged steel. 
5. Steel Threaded Fittings:  ASME B16.11, forged steel with threaded ends according to 

ASME B1.20.1. 
6. Joint Compound and Tape:  Suitable for natural gas. 
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7. Steel Flanges and Flanged Fittings:  ASME B16.5. 
8. Gasket Material:  Thickness, material, and type suitable for natural gas. 

B. Common Joining Materials:  Refer to Division 15 Section "Basic Mechanical Materials and 
Methods" for joining materials not in this Section. 

2.3 PIPING SPECIALTIES 

A. Flexible Connectors:  ANSI Z21.24, copper alloy. 

2.4 SPECIALTY VALVES 

A. Valves, NPS 2 and Smaller:  Threaded ends according to ASME B1.20.1 for pipe threads. 

B. Valves, NPS 2-1/2 and Larger:  Flanged ends according to ASME B16.5 for steel flanges and 
according to ASME B16.24 for copper and copper-alloy flanges. 

C. Appliance Connector Valves:  ANSI Z21.15 and IAS listed. 

D. Gas Stops:  Bronze body with AGA stamp, plug type with bronze plug and flat or square head, 
ball type with chrome-plated brass ball and lever handle, or butterfly valve with stainless-steel 
disc and fluorocarbon elastomer seal and lever handle; 2-psig minimum pressure rating. 

E. Gas Valves, NPS 2 and Smaller:  ASME B16.33 and IAS-listed bronze body and 125-psig 
pressure rating. 

1. Tamperproof Feature:  Include design for locking. 

F. Plug Valves, NPS 2-1/2 and Larger:  ASME B16.38 and MSS SP-78 cast-iron, lubricated plug 
valves, with 125-psig pressure rating. 

1. Tamperproof Feature:  Include design for locking. 

G. General-Duty Valves, NPS 2-1/2 and Larger:  ASME B16.38, cast-iron body, suitable for fuel 
gas service, with "WOG" indicated on valve body, and 125-psig pressure rating. 

1. Gate Valves:  MSS SP-70, OS&Y type with solid wedge. 
2. Butterfly Valves:  MSS SP-67, lug type with lever handle. 

2.5 PRESSURE REGULATORS 

A. Description:  Single stage and suitable for fuel gas service.  Include steel jacket and corrosion-
resistant components, elevation compensator, and atmospheric vent. 

1. NPS 2 and Smaller:  Threaded ends according to ASME B1.20.1 for pipe threads. 
2. NPS 2-1/2 and Larger:  Flanged ends according to ASME B16.5 for steel flanges and 

according to ASME B16.24 for copper and copper-alloy flanges. 
3. Line Pressure Regulators:  ANSI Z21.80 with 2-psig- inlet pressure rating. 
4. Appliance Pressure Regulators:  ANSI Z21.18.  Regulator may include vent limiting 

device, instead of vent connection, if approved by authorities having jurisdiction. 
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B. Pressure Regulator Vents:  Factory- or field-installed, corrosion-resistant screen in opening if 
not connected to vent piping. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Close equipment shutoff valves before turning off fuel gas to premises or section of piping.  
Perform leakage test as specified in "Field Quality Control" Article to determine that all 
equipment is turned off in affected piping section. 

B. Comply with ANSI Z223.1, "Prevention of Accidental Ignition" Paragraph. 

3.2 PIPING APPLICATIONS 

A. Flanges, unions, transition, and special fittings with pressure ratings same as or higher than 
system pressure rating may be used in applications below, unless otherwise indicated. 

B. Fuel Gas Piping, 0.5 psig or Less:  Use the following: 

1. NPS 1/2 and Smaller:  NPS 3/4 steel pipe, malleable-iron threaded fittings, and threaded 
joints. 

2. NPS 3/4 and NPS 1:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
3. NPS 1-1/4 to NPS 2:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
4. NPS 1-1/4 to NPS 2:  Steel pipe, steel welding fittings, and welded joints. 
5. NPS 2-1/2 to NPS 4:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
6. NPS 2-1/2 to NPS 4:  Steel pipe, steel welding fittings, and welded joints. 

C. Fuel Gas Piping, 0.5 to 2 psig:  Use the following: 

1. NPS 1/2 and Smaller:  NPS 3/4 steel pipe, malleable-iron threaded fittings, and threaded 
joints. 

2. NPS 3/4 and NPS 1:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
3. NPS 3/4 and NPS 1:  Hard copper tube, copper fittings, and brazed joints. 
4. NPS 1-1/4 to NPS 2:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
5. NPS 1-1/4 to NPS 2:  Steel pipe, steel welding fittings, and welded joints. 
6. NPS 2-1/2 to NPS 4:  Steel pipe, malleable-iron threaded fittings, and threaded joints. 
7. NPS 2-1/2 to NPS 4:  Steel pipe, steel welding fittings, and welded joints. 
8. Larger Than NPS 4:  Steel pipe, steel welding fittings, and welded joints. 

D. Gas Service Piping at Meters and Regulators, Above 5 psig:  Steel pipe, steel welding fittings, 
and welded joints. 

3.3 VALVE APPLICATIONS 

A. Appliance Shutoff Valves for Pressure 0.5 psig or Less:  Appliance connector valve or gas stop. 

B. Appliance Shutoff Valves for Pressure 0.5 to 2 psig:  Gas stop or gas valve. 

C. Appliance Shutoff Valves for Pressure 2 to 5 psig:  Gas valve. 



Little River Glen   Fairfax, VA 
Standby Generator 
 

FUEL GAS PIPING 15194 - 5 

D. Piping Line Valves, NPS 2 and Smaller:  Gas valve. 

E. Piping Line Valves, NPS 2-1/2 and Larger:  Plug valve or general-duty valve. 

F. Valves at Service Meter, NPS 2 and Smaller:  Gas valve. 

G. Valves at Service Meter, NPS 2-1/2 and Larger:  Plug valve. 

3.4 PIPING INSTALLATION 

A. Refer to Division 15 Section "Basic Mechanical Materials and Methods" for basic piping 
installation requirements. 

B. Install fuel gas piping at uniform grade of 0.1 percent slope upward toward risers. 

C. Use eccentric reducer fittings to make reductions in pipe sizes.  Install fittings with level side 
down. 

D. Connect branch piping from top or side of horizontal piping. 

E. Install unions in pipes NPS 2 and smaller, adjacent to each valve, at final connection to each 
piece of equipment, and elsewhere as indicated.  Unions are not required on flanged devices. 

F. Install flanges on valves, specialties, and equipment having NPS 2-1/2 and larger connections. 

G. Install vent piping for gas pressure regulators and gas trains, extend outside building, and vent 
to atmosphere.  Terminate vents with turned-down, reducing-elbow fittings with corrosion-
resistant insect screens in large end. 

3.5 JOINT CONSTRUCTION 

A. Refer to Division 15 Section "Basic Mechanical Materials and Methods" for basic piping joint 
construction. 

B. Use materials suitable for fuel gas. 

1. Brazed Joints:  Make with brazing alloy with melting point greater than 1000 deg F.  
Brazing alloys containing phosphorus are prohibited. 

3.6 HANGER AND SUPPORT INSTALLATION 

A. Refer to Division 15 Section "Hangers and Supports" for pipe hanger and support devices. 

B. Install hangers for horizontal steel piping with the following maximum spacing and minimum rod 
sizes: 

1. NPS 1 and Smaller:  Maximum span, 96 inches; minimum rod size, 3/8 inch. 
2. NPS 1-1/4:  Maximum span, 108 inches; minimum rod size, 3/8 inch. 
3. NPS 1-1/2 and NPS 2:  Maximum span, 108 inches; minimum rod size, 3/8 inch. 
4. NPS 2-1/2 to NPS 3-1/2:  Maximum span, 10 feet; minimum rod size, 1/2 inch. 
5. NPS 4 and Larger:  Maximum span, 10 feet; minimum rod size, 5/8 inch. 
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3.7 CONNECTIONS 

A. Drawings indicate general arrangement of fuel gas piping, fittings, and specialties. 

B. Install piping adjacent to appliances to allow service and maintenance. 

C. Connect piping to appliances using gas with shutoff valves and unions.  Install valve upstream 
from and within 72 inches of each appliance.  Install union downstream from valve. 

D. Ground equipment. 

1. Tighten electrical connectors and terminals according to manufacturer's published 
torque-tightening values.  If manufacturer's torque values are not indicated, use those 
specified in UL 486A and UL 486B. 

2. Do not use gas pipe as grounding electrode. 

3.8 LABELING AND IDENTIFYING 

A. Equipment Nameplates and Signs:  Install engraved plastic-laminate equipment nameplate or 
sign on or near each service meter, pressure regulator, and specialty valve. 

1. Text:  In addition to name of identified unit, distinguish between multiple units, inform 
operator of operational requirements, indicate safety and emergency precautions, and 
warn of hazards and improper operations. 

2. Refer to Division 15 Section "Mechanical Identification" for nameplates and signs. 

3.9 PAINTING 

A. Use materials and procedures in Division 9 Section "Painting," "Exterior Paint Schedule" Article, 
"Ferrous Metal" Paragraph, "Full-Gloss, Alkyd-Enamel Finish" Subparagraph. 

B. Paint exterior service meters, pressure regulators, piping, and specialty valves with two coat of 
rust resistant paint. 

1. Color:  Gray. 

3.10 FIELD QUALITY CONTROL 

A. Inspect, test, and purge piping according to ANSI Z223.1, Part 4 "Inspection, Testing, and 
Purging," and requirements of authorities having jurisdiction. 

B. Repair leaks and defects with new materials and retest system until satisfactory results are 
obtained. 

C. Report test results promptly and in writing to Architect and authorities having jurisdiction. 

D. Verify capacities and pressure ratings of service meters, pressure regulators, valves, and 
specialties. 

E. Verify correct pressure settings for pressure regulators. 

F. Verify that specified piping tests are complete. 
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3.11 ADJUSTING 

A. Adjust controls and safety devices.  Replace damaged and malfunctioning controls and safety 
devices. 

END OF SECTION 15194 
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SECTION 16060 - GROUNDING AND BONDING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions apply to this Section. 

1.2 SUMMARY 

A. Section includes grounding and bonding systems and equipment. 

B. Section includes grounding and bonding systems and equipment, plus the following special 
applications: 

1. Underground distribution grounding. 
2. Foundation steel electrodes. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product indicated. 

1.4 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.5 CLOSEOUT SUBMITTALS 

1.6 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

B. Comply with UL 467 for grounding and bonding materials and equipment. 

PART 2 - PRODUCTS 

2.1 CONDUCTORS 

A. Insulated Conductors:  Copper wire or cable insulated for 600 V unless otherwise required by 
applicable Code or authorities having jurisdiction. 

B. Bare Copper Conductors: 

1. Tinned Conductors:  ASTM B 33. 
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2. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor. 
3. Bonding Jumper:  Copper tape, braided conductors terminated with copper ferrules; 1-5/8 

inches (41 mm) wide and 1/16 inch (1.6 mm) thick. 

2.2 CONNECTORS 

A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in 
which used and for specific types, sizes, and combinations of conductors and other items 
connected. 

B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy. 

C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for 
materials being joined and installation conditions. 

PART 3 - EXECUTION 

3.1 APPLICATIONS 

A. Conductors:  Install solid conductor for No. 10 AWG and smaller, and stranded conductors for 
No. 8 AWG and larger unless otherwise indicated. 

B. Underground Grounding Conductors:  Install bare tinned-copper conductor, No. 2 AWG 
minimum. 

1. Bury at least 24 inches (600 mm) below grade. 

C. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors. 
2. Underground Connections:  Welded connectors unless otherwise indicated. 

3.2 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

3.3 INSTALLATION 

A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise 
indicated or required by Code.  Avoid obstructing access or placing conductors where they may 
be subjected to strain, impact, or damage. 

B. Bonding Straps and Jumpers:  Install in locations accessible for inspection and maintenance 
except where routed through short lengths of conduit. 

1. Bonding to Structure:  Bond straps directly to basic structure, taking care not to penetrate 
any adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install 
bonding so vibration is not transmitted to rigidly mounted equipment. 

3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection 
is required, use a bolted clamp. 
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C. Grounding and Bonding for Piping: 

1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, 
from building's main service equipment, or grounding bus, to main metal water service 
entrances to building.  Connect grounding conductors to main metal water service pipes; 
use a bolted clamp connector or bolt a lug-type connector to a pipe flange by using one 
of the lug bolts of the flange.  Where a dielectric main water fitting is installed, connect 
grounding conductor on street side of fitting.  Bond metal grounding conductor conduit or 
sleeve to conductor at each end. 

2. Bond each aboveground portion of gas piping system downstream from equipment 
shutoff valve. 

D. Concrete-Encased Grounding Electrode (Ufer Ground):  Fabricate according to NFPA 70; using 
electrically conductive coated steel reinforcing bars or rods, at least 20 feet (6.0 m) long.  If 
reinforcing is in multiple pieces, connect together by the usual steel tie wires and exothermic 
welding to create the required length. Connect #2 AWG grounding electrode conductor by 
exothermic welding and extend to bolt-on connection to generator frame.  

3.4 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Tests and Inspections: 

1. After installing grounding system but before permanent electrical circuits have been 
energized, test for compliance with requirements. 

2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, 
electrical connections with a calibrated torque wrench according to manufacturer's written 
instructions. 

3. Test completed grounding system. 

a. Measure ground resistance no fewer than two full days after last trace of 
precipitation and without soil being moistened by any means other than natural 
drainage or seepage and without chemical treatment or other artificial means of 
reducing natural ground resistance. 

b. Perform tests by fall-of-potential method according to IEEE 81. 

C. Grounding system will be considered defective if it does not pass tests and inspections. 

D. Prepare test and inspection reports. 

E. Report measured ground resistances  

F. Excessive Ground Resistance:  If resistance to ground exceeds 5 ohms, notify Architect 
promptly and include recommendations to reduce ground resistance. 

END OF SECTION 16060 



Little River Glen   Fairfax, VA 
Standby Generator 
 

HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 
 

16073-1

SECTION 16073 - HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes: 

1. Hangers and supports for electrical equipment and systems. 

1.2 QUALITY ASSURANCE 

A. Comply with NFPA 70. 

PART 2 - PRODUCTS 

2.1 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field 
assembly. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

a. Allied Tube & Conduit. 
b. Cooper B-Line, Inc.; a division of Cooper Industries. 
c. ERICO International Corporation. 
d. GS Metals Corp. 
e. Thomas & Betts Corporation. 
f. Unistrut; Tyco International, Ltd. 
g. Wesanco, Inc. 

2. Metallic Coatings:  Hot-dip galvanized after fabrication and applied according to MFMA-4. 
3. Nonmetallic Coatings:  Manufacturer's standard PVC, polyurethane, or polyester coating 

applied according to MFMA-4. 
4. Painted Coatings:  Manufacturer's standard painted coating applied according to 

MFMA-4. 
5. Channel Dimensions:  Selected for applicable load criteria. 

B. Raceway and Cable Supports:  As described in NECA 1 and NECA 101. 

C. Conduit and Cable Support Devices:  Steel hangers, clamps, and associated fittings, designed 
for types and sizes of raceway or cable to be supported. 

D. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or their 
supports to building surfaces include the following: 

1. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated steel, for use in 
hardened portland cement concrete with tension, shear, and pullout capacities 
appropriate for supported loads and building materials in which used. 
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a. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not 
limited to, the following: 

b. Manufacturers:  Subject to compliance with requirements, provide products by one 
of the following: 

1) Cooper B-Line, Inc.; a division of Cooper Industries. 
2) Empire Tool and Manufacturing Co., Inc. 
3) Hilti Inc. 
4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 
5) MKT Fastening, LLC. 
6) <Insert manufacturer's name>. 

2. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS 
Type 18; complying with MFMA-4 or MSS SP-58. 

3. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for 
attached structural element. 

4. Through Bolts:  Structural type, hex head, and high strength.  Comply with ASTM A 325. 
5. Toggle Bolts:  All-steel springhead type. 
6. Hanger Rods:  Threaded steel. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical 
equipment and systems except if requirements in this Section are stricter. 

B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for 
EMT, IMC, and RMC as required by NFPA 70.  Minimum rod size shall be 1/4 inch (6 mm) in 
diameter. 

C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted support 
system, sized so capacity can be increased by at least 25 percent in future without exceeding 
specified design load limits. 

1. Secure raceways and cables to these supports with two-bolt conduit clamps. 

D. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-
1/2-inch (38-mm) and smaller raceways serving branch circuits and communication systems 
above suspended ceilings and for fastening raceways to trapeze supports. 

3.2 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this 
Article. 

B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT and IMC  may 
be supported by openings through structure members, as permitted in NFPA 70. 

C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength 
will be adequate to carry present and future static loads within specified loading limits.  
Minimum static design load used for strength determination shall be weight of supported 
components plus 200 lb (90 kg). 
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D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten 
electrical items and their supports to building structural elements by the following methods 
unless otherwise indicated by code: 

1. To New Concrete:  Bolt to concrete inserts. 
2. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor 

fasteners on solid masonry units. 
3. To Existing Concrete:  Expansion anchor fasteners. 
4. Instead of expansion anchors, powder-actuated driven threaded studs provided with lock 

washers and nuts may be used in existing standard-weight concrete 4 inches (100 mm) 
thick or greater.  Do not use for anchorage to lightweight-aggregate concrete or for slabs 
less than 4 inches (100 mm) thick. 

5. To Steel:  Welded threaded studs complying with AWS D1.1/D1.1M, with lock washers 
and nuts. 

6. To Light Steel:  Sheet metal screws. 
7. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, 
transformers, and other devices on slotted-channel racks attached to substrate. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing 
bars. 

3.3 PAINTING 

A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas 
immediately after erecting hangers and supports.  Use same materials as used for shop 
painting.  Comply with SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils (0.05 
mm). 

B. Galvanized Surfaces:  Clean welds, bolted connections, and abraded areas and apply 
galvanizing-repair paint to comply with ASTM A 780. 

END OF SECTION 16073 
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SECTION 16075 - ELECTRICAL IDENTIFICATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Identification for raceways. 
2. Identification of power and control cables. 
3. Identification for conductors. 
4. Equipment identification labels. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each electrical identification product indicated. 

1.4 QUALITY ASSURANCE 

A. Comply with ANSI A13.1. 

B. Comply with NFPA 70. 

C. Comply with 29 CFR 1910.144 and 29 CFR 1910.145. 

D. Comply with ANSI Z535.4 for safety signs and labels. 

E. Adhesive-attached labeling materials, including label stocks, laminating adhesives, and inks 
used by label printers, shall comply with UL 969. 

1.5 COORDINATION 

A. Coordinate identification names, abbreviations, colors, and other features with requirements in 
other Sections requiring identification applications, Drawings, Shop Drawings, manufacturer's 
wiring diagrams, and the Operation and Maintenance Manual; and with those required by 
codes, standards, and 29 CFR 1910.145.  Use consistent designations throughout Project. 

B. Coordinate installation of identifying devices with completion of covering and painting of 
surfaces where devices are to be applied. 

C. Coordinate installation of identifying devices with location of access panels and doors. 

D. Install identifying devices before installing acoustical ceilings and similar concealment. 
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PART 2 - PRODUCTS 

2.1 POWER RACEWAY IDENTIFICATION MATERIALS 

A. Colors for Raceways Carrying Circuits at 600 V or Less: 

1. Black letters on an orange field. 
2. Legend:  Indicate voltage. 

B. Self-Adhesive Vinyl Labels for Raceways Carrying Circuits at 600 V or Less:  Preprinted, 
flexible label laminated with a clear, weather- and chemical-resistant coating and matching 
wraparound adhesive tape for securing ends of legend label. 

C. Write-On Tags:  Polyester tag, 0.015 inch (0.38 mm) thick, with corrosion-resistant grommet 
and cable tie for attachment to conductor or cable. 

1. Marker for Tags:  Permanent, waterproof, black ink marker recommended by tag 
manufacturer. 

2.2 CONDUCTOR IDENTIFICATION MATERIALS 

A. Color-Coding Conductor Tape:  Colored, self-adhesive vinyl tape not less than 3 mils (0.08 mm) 
thick by 1 to 2 inches (25 to 50 mm) wide. 

B. Self-Adhesive Vinyl Labels:  Preprinted, flexible label laminated with a clear, weather- and 
chemical-resistant coating and matching wraparound adhesive tape for securing ends of legend 
label. 

C. Write-On Tags:  Polyester tag, 0.015 inch (0.38 mm) thick, with corrosion-resistant grommet 
and cable tie for attachment to conductor or cable. 

1. Marker for Tags:  Permanent, waterproof, black ink marker recommended by tag 
manufacturer. 

2.3 EQUIPMENT IDENTIFICATION LABELS 

A. Self-Adhesive, Engraved, Laminated Acrylic or Melamine Label:  Adhesive backed, with white 
letters on a dark-gray background.  Minimum letter height shall be 3/8 inch (10 mm). 

2.4 CABLE TIES 

A. General-Purpose Cable Ties:  Fungus inert, self extinguishing, one piece, self locking, Type 6/6 
nylon. 

1. Minimum Width:  3/16 inch (5 mm). 
2. Tensile Strength at 73 deg F (23 deg C), According to ASTM D 638:  12,000 psi (82.7 

MPa). 
3. Temperature Range:  Minus 40 to plus 185 deg F (Minus 40 to plus 85 deg C). 
4. Color:  Black except where used for color-coding. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Verify identity of each item before installing identification products. 

B. Location:  Install identification materials and devices at locations for most convenient viewing 
without interference with operation and maintenance of equipment. 

C. Apply identification devices to surfaces that require finish after completing finish work. 

D. Self-Adhesive Identification Products:  Clean surfaces before application, using materials and 
methods recommended by manufacturer of identification device. 

E. Cable Ties:  For attaching tags.  Use general-purpose type, except as listed below: 

1. Outdoors:  UV-stabilized nylon. 
2. In Spaces Handling Environmental Air:  Plenum rated. 

3.2 IDENTIFICATION SCHEDULE 

A. Accessible Raceways for Circuits More Than 30 A, and 120 V to ground:  Identify with self-
adhesive vinyl label.  Install labels at 30-foot (10-m) maximum intervals. 

B. Accessible Raceways and Cables within Buildings:  Identify the covers of each junction and pull 
box of the following systems with self-adhesive vinyl labels with the wiring system legend and 
system voltage.   

C. Power-Circuit Conductor Identification, 600 V or Less:  For conductors in pull and junction 
boxes use color-coding conductor tape to identify the phase. 

1. Color-Coding for Phase and Voltage Level Identification, 600 V or Less:  Use colors listed 
below for ungrounded conductors. 

a. Color shall be factory applied or field applied for sizes larger than No. 8 AWG, if 
authorities having jurisdiction permit. 

b. Colors for 208/120-V Circuits: 

1) Phase A:  Black. 
2) Phase B:  Red. 
3) Phase C:  Blue. 

c. Colors for 480/277-V Circuits: 

1) Phase A:  Brown. 
2) Phase B:  Orange. 
3) Phase C:  Yellow. 

d. Field-Applied, Color-Coding Conductor Tape:  Apply in half-lapped turns for a 
minimum distance of 6 inches (150 mm) from terminal points and in boxes where 
splices or taps are made.  Apply last two turns of tape with no tension to prevent 
possible unwinding.  Locate bands to avoid obscuring factory cable markings. 
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D. Auxiliary Electrical Systems Conductor Identification:  Identify field-installed alarm, control, and 
signal connections. 

1. Identify conductors, cables, and terminals in enclosures and at junctions, terminals, and 
pull points.  Identify by system and circuit designation. 

2. Use system of marker tape designations that is uniform and consistent with system used 
by manufacturer for factory-installed connections. 

3. Coordinate identification with Project Drawings, manufacturer's wiring diagrams, and the 
Operation and Maintenance Manual. 

E. Equipment Identification Labels:  On each unit of equipment, install unique designation label 
that is consistent with wiring diagrams, schedules, and the Operation and Maintenance Manual.  
Apply labels to disconnect switches and protection equipment, central or master units, control 
panels, control stations, terminal cabinets, and racks of each system.  Systems include power, 
lighting, control, communication, signal, monitoring, and alarm systems unless equipment is 
provided with its own identification. 

1. Labeling Instructions: 

a. Indoor Equipment:  Self-adhesive, engraved, laminated acrylic or melamine label.  
Unless otherwise indicated, provide a single line of text with 1/2-inch- (13-mm-) 
high letters on 1-1/2-inch- (38-mm-) high label; where two lines of text are required, 
use labels 2 inches (50 mm) high. 

b. Outdoor Equipment:  Engraved, laminated acrylic or melamine label. 
c. Elevated Components:  Increase sizes of labels and letters to those appropriate for 

viewing from the floor. 

2. Equipment to Be Labeled: 

a. Panelboards:  Typewritten, removable, directory of circuits on card stock in the 
location provided by panelboard manufacturer. Provide typewritten revised 
schedule for all existing panelboards modified during construction. Panelboard 
identification shall be self-adhesive, engraved, laminated acrylic or melamine label. 

b. Enclosures and electrical cabinets. 
c. Enclosed switches. 
d. Enclosed circuit breakers. 
e. Enclosed controllers. 
f. Contactors. 

END OF SECTION 16075 
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SECTION 16120 - CONDUCTORS AND CABLES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. General Conditions of the Contract, including Special Provisions shall apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Building wires and cables rated 600 V and less. 
2. Connectors, splices, and terminations rated 600 V and less. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Field quality-control test reports. 

1.4 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

PART 2 - PRODUCTS 

2.1 CONDUCTORS AND CABLES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. American Insulated Wire Corp.; a Leviton Company. 
2. General Cable Corporation. 
3. Senator Wire & Cable Company. 
4. Southwire Company. 

B.  Copper Conductors:  Comply with NEMA WC 70. 

C. Conductor Insulation:  Comply with NEMA WC 70 for Types THHN-THWN. 
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2.2 CONNECTORS AND SPLICES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. AFC Cable Systems, Inc. 
2. Hubbell Power Systems, Inc. 
3. O-Z/Gedney; EGS Electrical Group LLC. 
4. 3M; Electrical Products Division. 
5. Tyco Electronics Corp. 

B. Description:  Factory-fabricated connectors and splices of size, ampacity rating, material, type, 
and class for application and service indicated. 

PART 3 - EXECUTION 

3.1 CONDUCTOR MATERIAL APPLICATIONS 

A. Feeders and Branch Circuits:  Copper. Solid for No. 10 AWG and smaller; stranded for 
No. 8 AWG and larger. 

3.2 CONDUCTOR INSULATION AND MULTICONDUCTOR CABLE APPLICATIONS AND WIRING 
METHODS 

A. Exposed and Concealed Feeders:  Type THHN-THWN, single conductors in raceway. 

B. Exposed Branch Circuits, Including in Crawlspaces:  Type THHN-THWN, single conductors in 
raceway. 

C. Class 1 and 2 Control Circuits:  Type THHN-THWN, in raceway. 

3.3 INSTALLATION OF CONDUCTORS AND CABLES 

A. Use manufacturer-approved pulling compound or lubricant where necessary; compound used 
must not deteriorate conductor or insulation.  Do not exceed manufacturer's recommended 
maximum pulling tensions and sidewall pressure values. 

B. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will 
not damage cables or raceway. 

C. Install exposed cables parallel and perpendicular to surfaces of exposed structural members, 
and follow surface contours where possible. 

D. Identify and color-code conductors and cables according to Division 16 Section "Electrical 
Identification." 
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3.4 CONNECTIONS 

A. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values.  If manufacturer's torque values are not indicated, use those specified in 
UL 486A and UL 486B. 

B. Make splices and taps that are compatible with conductor material and that possess equivalent 
or better mechanical strength and insulation ratings than unspliced conductors. 

C. Wiring at Outlets:  Install conductor at each outlet, with at least 12 inches (300 mm) of slack. 

3.5 FIELD QUALITY CONTROL 

A. Perform tests and inspections and prepare test reports. 

B. Tests and Inspections: 

1. After installing conductors and cables and before electrical circuitry has been energized, 
test feeder conductors, and conductors feeding the following critical equipment and 
services for compliance with requirements. 

2. Perform each visual and mechanical inspection and electrical test stated in NETA 
Acceptance Testing Specification.  Certify compliance with test parameters. 

C. Test Reports:  Prepare a written report to record the following: 

1. Test procedures used. 
2. Test results that comply with requirements. 
3. Test results that do not comply with requirements and corrective action taken to achieve 

compliance with requirements. 

D. Remove and replace malfunctioning units and retest as specified above. 

END OF SECTION 16120 

 

 

 

. 
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SECTION 16130 - RACEWAYS AND BOXES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. General Conditions of the Contract, including Special Provisions shall apply to this Section. 

1.2 SUMMARY 

A. This Section includes raceways, fittings, boxes, enclosures, and cabinets for electrical wiring. 

1.3 DEFINITIONS 

A. EMT:  Electrical metallic tubing. 

B. FMC:  Flexible metal conduit. 

C. LFMC:  Liquidtight flexible metal conduit. 

1.4 SUBMITTALS 

A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover 
enclosures, and cabinets. 

1.5 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

PART 2 - PRODUCTS 

2.1 METAL CONDUIT AND TUBING 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. AFC Cable Systems, Inc. 
2. Allied Tube & Conduit; a Tyco International Ltd. Co. 
3. Manhattan/CDT/Cole-Flex. 
4. Maverick Tube Corporation. 
5. O-Z Gedney; a unit of General Signal. 
6. Wheatland Tube Company. 

B. Rigid Steel Conduit:  ANSI C80.1. 
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C. EMT:  ANSI C80.3. 

D. FMC:  Zinc-coated steel. 

E. LFMC:  Flexible steel conduit with PVC jacket. 

F. Fittings for Conduit (Including all Types and Flexible and Liquidtight), EMT, and Cable:  
NEMA FB 1; listed for type and size raceway with which used, and for application and 
environment in which installed. 

1. Fittings for EMT:  compression or set screw type. 

G. Joint Compound for Rigid Steel Conduit:  Listed for use in cable connector assemblies, and 
compounded for use to lubricate and protect threaded raceway joints from corrosion and 
enhance their conductivity. 

2.2 NONMETALLIC CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, provide products by the following: 

1. AFC Cable Systems, Inc. 
2. Kraloy. 
3. Lamson & Sessions; Carlon Electrical Products. 
4. Niedax-Kleinhuis USA, Inc. 
5. RACO; Hubbell. 
6. Thomas & Betts Corporation. 

B. Listing and Labeling:  Nonmetallic conduits, tubing, and fittings shall be listed and labeled as 
defined in NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

C. RNC:  Type EPC-40-PVC, complying with NEMA TC 2 and UL 651 unless otherwise indicated. 

D. Fittings for RNC:  Comply with NEMA TC 3; match to conduit or tubing type and material. 

E. Solvent cements and adhesive primers shall have a VOC content of 510 and 550 g/L or less, 
respectively, when calculated according to 40 CFR 59, Subpart D (EPA Method 24). 

F. Solvent cements and adhesive primers shall comply with the testing and product requirements 
of the California Department of Health Services' "Standard Practice for the Testing of Volatile 
Organic Emissions from Various Sources Using Small-Scale Environmental Chambers." 

2.3 METAL WIREWAYS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Cooper B-Line, Inc. 
2. Hoffman. 
3. Square D; Schneider Electric. 

B. Description:  Sheet metal sized and shaped as indicated, NEMA 250, Type 1 or 3R, as 
indicated. 
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C. Fittings and Accessories:  Include couplings, offsets, elbows, expansion joints, adapters, hold-
down straps, end caps, and other fittings to match and mate with wireways as required for 
complete system. 

D. Wireway Covers:  Hinged type or as indicated. 

E. Finish:  Manufacturer's standard enamel finish. 

2.4 SURFACE RACEWAYS 

A. Surface Metal Raceways:  Galvanized steel with snap-on covers.  Manufacturer's standard 
enamel finish in color selected by Architect. 

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

a. Thomas & Betts Corporation. 
b. Walker Systems, Inc.; Wiremold Company (The). 
c. Wiremold Company (The); Electrical Sales Division. 

2.5 BOXES, ENCLOSURES, AND CABINETS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Cooper Crouse-Hinds; Div. of Cooper Industries, Inc. 
2. EGS/Appleton Electric. 
3. Hoffman. 
4. Hubbell Incorporated; Killark Electric Manufacturing Co. Division. 
5. O-Z/Gedney; a unit of General Signal. 
6. RACO; a Hubbell Company. 
7. Spring City Electrical Manufacturing Company. 
8. Thomas & Betts Corporation. 
9. Walker Systems, Inc.; Wiremold Company (The). 

B. Sheet Metal Outlet and Device Boxes:  NEMA OS 1. 

C. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1. 

D. Hinged-Cover Enclosures:  NEMA 250, Type 1, with continuous-hinge cover with flush latch, 
unless otherwise indicated. 

1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel. 

E. Cabinets: 

1. NEMA 250, Type 1, galvanized-steel box with removable interior panel and removable 
front, finished inside and out with manufacturer's standard enamel. 

2. Hinged door in front cover with flush latch and concealed hinge. 
3. Key latch to match panelboards. 
4. Metal barriers to separate wiring of different systems and voltage. 
5. Accessory feet where required for freestanding equipment. 
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PART 3 - EXECUTION 

3.1 RACEWAY APPLICATION 

A. Outdoors:  Apply raceway products as specified below, unless otherwise indicated: 

1. Exposed Conduit:  Rigid steel conduit 
2. Concealed Conduit, Below Ground:  RNC for horizontal runs 24” below grade, Convert to 

rigid steel for vertical runs to above grade. 
3. Concealed Conduit, Above Ground:  Rigid steel conduit or EMT with compression 

fittings.. 
4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 

Electric Solenoid, or Motor-Driven Equipment):  LFMC. 
5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R. 

B. Comply with the following indoor applications, unless otherwise indicated: 

1. Exposed, Not Subject to Physical Damage:  EMT. 
2. Exposed and Subject to Severe Physical Damage:  Rigid steel conduit or EMT with 

compression fittings.  Includes raceways in equipment rooms less than 6’ above finished 
floor. 

3. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, 
Electric Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet 
locations. 

4. Damp or Wet Locations:  Rigid steel conduit or EMT with compression fittings. 
5. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4, stainless 

steel in wet locations. 

C. Minimum Raceway Size:  3/4-inch (21-mm) trade size. 

D. Raceway Fittings:  Compatible with raceways and suitable for use and location. 

1. Rigid Steel Conduit:  Use threaded rigid steel conduit fittings, unless otherwise indicated.  

2. EMT:  Use compression or set-screw type fittings, unless otherwise indicated. 

3.2 INSTALLATION 

A. Comply with NECA 1 for installation requirements applicable to products specified in Part 2 
except where requirements on Drawings or in this Article are stricter. 

B. Complete raceway installation before starting conductor installation. 

C. Arrange stub-ups so curved portions of bends are not visible above the finished slab. 

D. Install no more than the equivalent of three 90-degree bends in any conduit run. 

E. Conceal conduit and EMT within finished walls, ceilings, and floors, unless otherwise indicated. 

F. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings 
to protect conductors, including conductors smaller than No. 4 AWG. 

G. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not 
less than 200-lb (90-kg) tensile strength.  Leave at least 12 inches (300 mm) of slack at each 
end of pull wire. 
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H. Install raceway sealing fittings at suitable, approved, and accessible locations and fill them with 
listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a 
blank cover plate having a finish similar to that of adjacent plates or surfaces.  Install raceway 
sealing fittings at the following points: 

1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated 
spaces. 

2. Where otherwise required by NFPA 70. 

I. Flexible Conduit Connections:  Use maximum of 72 inches (1830 mm) of flexible conduit 
for equipment subject to vibration, noise transmission, or movement; and for transformers and 
motors. 

1. Use LFMC in damp or wet locations subject to severe physical damage.. 

3.3 FIRESTOPPING 

A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore 
original fire-resistance rating of assembly.  

3.4 PROTECTION 

A. Provide final protection and maintain conditions that ensure coatings, finishes, and cabinets are 
without damage or deterioration at time of Substantial Completion. 

1. Repair damage to galvanized finishes with zinc-rich paint recommended by 
manufacturer. 

END OF SECTION 16130 
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SECTION 16410 - ENCLOSED SWITCHES AND CIRCUIT BREAKERS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Fusible switches. 
2. Nonfusible switches. 
3. Molded-case circuit breakers (MCCBs). 
4. Enclosures. 

1.2 DEFINITIONS 

A. NC:  Normally closed. 

B. NO:  Normally open. 

C. SPDT:  Single pole, double throw. 

D. Product Data:  For each type of enclosed switch, circuit breaker, accessory, and component 
indicated.  Include dimensioned elevations, sections, weights, and manufacturers' technical 
data on features, performance, electrical characteristics, ratings, accessories, and finishes. 

1. Enclosure types and details for types other than NEMA 250, Type 1. 
2. Current and voltage ratings. 

E. Shop Drawings:  For enclosed switches and circuit breakers.  Include plans, elevations, 
sections, details, and attachments to other work. 

1. Wiring Diagrams:  For power, signal, and control wiring. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1. Test procedures used. 
2. Test results that comply with requirements. 
3. Results of failed tests and corrective action taken to achieve test results that comply with 

requirements. 

B. Manufacturer's field service report. 
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1.4 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For enclosed switches and circuit breakers to include in 
emergency, operation, and maintenance manuals.  In addition to items specified in 
Section 01782 "Operation and Maintenance Data," include the following: 

1. Manufacturer's written instructions for testing and adjusting enclosed switches and circuit 
breakers. 

1.5 QUALITY ASSURANCE 

A. Source Limitations:  Obtain enclosed switches and circuit breakers, overcurrent protective 
devices, components, and accessories, within same product category, from single source from 
single manufacturer. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

1.6 PROJECT CONDITIONS 

A. Environmental Limitations:  Rate equipment for continuous operation under the following 
conditions unless otherwise indicated: 

1. Ambient Temperature:  Not less than minus 22 deg F (minus 30 deg C) and not 
exceeding 104 deg F (40 deg C). 

2. Altitude:  Not exceeding 6600 feet (2010 m). 

B. Interruption of Existing Electric Service:  Do not interrupt electric service to facilities occupied by 
Owner or others unless permitted under the following conditions and then only after arranging to 
provide temporary electric service according to requirements indicated: 

1. Notify Fairfax County Project Manager no fewer than seven days in advance of proposed 
interruption of electric service. 

2. Indicate method of providing temporary electric service. 
3. Do not proceed with interruption of electric service without Project Manager's written 

approval. 
4. Comply with NFPA 70E. 

1.7 COORDINATION 

A. Coordinate layout and installation of switches, circuit breakers, and components with equipment 
served and adjacent surfaces.  Maintain required workspace clearances and required 
clearances for equipment access doors and panels. 

PART 2 - PRODUCTS 

2.1 FUSIBLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 
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2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 
3. Square D; a brand of Schneider Electric. 

B. Type GD, General Duty, Single Throw, 240-V ac:  UL 98 and NEMA KS 1, horsepower rated, 
with cartridge fuse interiors to accommodate specified fuses, lockable handle with capability to 
accept two padlocks, and interlocked with cover in closed position. 

C. Type HD, Heavy Duty, Single Throw, 600-V ac:  UL 98 and NEMA KS 1, horsepower rated, with 
clips or bolt pads to accommodate specified fuses, lockable handle with capability to accept 
three padlocks, and interlocked with cover in closed position. 

D. Accessories: 

1. Neutral Kit:  Internally mounted; insulated, capable of being grounded and bonded; 
labeled for copper and aluminum neutral conductors. 

2. Auxiliary Contact Kit:  One NO/NC (Form "C") auxiliary contact(s), arranged to activate 
before switch blades open. 

3. Lugs:  Compression type, suitable for number, size, and conductor material. 
4. Service-Rated Switches:  Labeled for use as service equipment. 

2.2 NONFUSIBLE SWITCHES 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 
2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 
3. Square D; a brand of Schneider Electric. 

B. Type GD, General Duty, Single Throw, 600 A and Smaller:  UL 98 and NEMA KS 1, horsepower 
rated, lockable handle with capability to accept two padlocks, and interlocked with cover in 
closed position. 

C. Type HD, Heavy Duty, Single Throw 600-V ac, 1200 A and Smaller:  UL 98 and NEMA KS 1, 
horsepower rated, lockable handle with capability to accept three padlocks, and interlocked with 
cover in closed position. 

D. Accessories: 

1. Equipment Ground Kit:  Internally mounted and labeled for copper ground conductors. 
2. Neutral Kit:  Internally mounted; insulated, capable of being grounded and bonded; 

labeled for copper and aluminum neutral conductors. 
3. Auxiliary Contact Kit:  One NO/NC (Form "C") auxiliary contact(s), arranged to activate 

before switch blades open. 
4. Lugs:  Compression type, suitable for number, size, and conductor material. 

2.3 MOLDED-CASE CIRCUIT BREAKERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Eaton Electrical Inc.; Cutler-Hammer Business Unit. 
2. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 
3. Square D; a brand of Schneider Electric. 
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Circuit breakers added to existing panelboards will be manufactured by the original panelboard 
manufacturer. 

B. General Requirements:  Comply with UL 489, NEMA AB 1, and NEMA AB 3, with interrupting 
capacity to comply with available fault currents. 

C. Thermal-Magnetic Circuit Breakers:  Inverse time-current element for low-level overloads and 
instantaneous magnetic trip element for short circuits.  Adjustable magnetic trip setting for 
circuit-breaker frame sizes 250 A and larger. 

D. Adjustable, Instantaneous-Trip Circuit Breakers:  Magnetic trip element with front-mounted, 
field-adjustable trip setting. 

E. Features and Accessories: 

1. Standard frame sizes, trip ratings, and number of poles. 
2. Lugs:  Compression type, suitable for number, size, trip ratings, and conductor material. 
3. Shunt Trip:  Trip coil energized from separate circuit, with coil-clearing contact. 
4. Auxiliary Contacts:  One SPDT switch with "a" and "b" contacts; "a" contacts mimic 

circuit-breaker contacts, "b" contacts operate in reverse of circuit-breaker contacts. 
5. Accessory Control Power Voltage:  Remote mounted and powered; 120-V ac. 

2.4 ENCLOSURES 

A. Enclosed Switches and Circuit Breakers:  NEMA AB 1, NEMA KS 1, NEMA 250, and UL 50, to 
comply with environmental conditions at installed location. 

1. Indoor, Dry and Clean Locations:  NEMA 250, Type 1. 
2. Outdoor Locations:  NEMA 250, Type 3R. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine elements and surfaces to receive enclosed switches and circuit breakers for 
compliance with installation tolerances and other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install individual wall-mounted switches and circuit breakers with tops at uniform height unless 
otherwise indicated. 

B. Temporary Lifting Provisions:  Remove temporary lifting eyes, channels, and brackets and 
temporary blocking of moving parts from enclosures and components. 

C. Install fuses in fusible devices. 

D. Comply with NECA 1. 
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3.3 IDENTIFICATION 

A. Comply with requirements in Section 16075 "Electrical Identification." 

1. Identify field-installed conductors, interconnecting wiring, and components; provide 
warning signs. 

2. Label each enclosure with engraved metal or laminated-plastic nameplate. 

3.4 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

1. Test insulation resistance for each enclosed switch and circuit breaker, component, 
connecting supply, feeder, and control circuit. 

2. Test continuity of each circuit. 
3. Perform each visual and mechanical inspection and electrical test stated in NETA 

Acceptance Testing Specification.  Certify compliance with test parameters. 
4. Correct malfunctioning units on-site, where possible, and retest to demonstrate 

compliance; otherwise, replace with new units and retest. 
5. Perform the following infrared scan tests and inspections and prepare reports: 

a. Initial Infrared Scanning:  After Substantial Completion, but not more than 60 days 
after Final Acceptance, perform an infrared scan of each enclosed switch and 
circuit breaker.  Remove front panels so joints and connections are accessible to 
portable scanner. 

b. Instruments and Equipment:  Use an infrared scanning device designed to 
measure temperature or to detect significant deviations from normal values.  
Provide calibration record for device. 

6. Test and adjust controls, remote monitoring, and safeties.  Replace damaged and 
malfunctioning controls and equipment. 

B. Enclosed switches and circuit breakers will be considered defective if they do not pass tests and 
inspections. 

C. Prepare test and inspection reports, including a certified report that identifies enclosed switches 
and circuit breakers and that describes scanning results.  Include notation of deficiencies 
detected, remedial action taken, and observations after remedial action. 

3.5 ADJUSTING 

A. Adjust moving parts and operable components to function smoothly, and lubricate as 
recommended by manufacturer. 

END OF SECTION 16410 
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SECTION 16415 - TRANSFER SWITCHES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes transfer switches rated 600 V and less, including the following: 

1. Automatic transfer switches. 

B. Related Sections include the following: 

1.3 SUBMITTALS 

A. Product Data:  Include rated capacities, operating characteristics, furnished specialties, and 
accessories. 

B. Shop Drawings:  Dimensioned plans, sections, and elevations showing minimum clearances, 
conductor entry provisions, gutter space, installed features and devices, and material lists for 
each switch specified. 

1. Wiring Diagrams:  Single-line diagram.  Show connections between transfer switch, , 
power sources, and load; and show interlocking provisions for each combined transfer 
switch and bypass/isolation switch. 

C. Field quality-control test reports. 

D. Operation and Maintenance Data:  For each type of product to include in emergency, operation, 
and maintenance manuals.  In addition to items specified in Division 1 Section "Closeout 
Procedures," include the following: 

1. Features and operating sequences, both automatic and manual. 
2. List of all factory settings of relays; provide relay-setting and calibration instructions, 

including software, where applicable. 

1.4 QUALITY ASSURANCE 

A. Manufacturer Qualifications:  Maintain a service center capable of providing training, parts, and 
emergency maintenance repairs within a response period of less than eight hours from time of 
notification. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, for emergency service under UL 1008, by a testing agency acceptable to authorities 
having jurisdiction, and marked for intended use. 
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C. Comply with NEMA ICS 1. 

D. Comply with NFPA 99. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Contactor Transfer Switches: 

a. GE Zenith Controls  
b. Onan Corp./Cummins Power Generation; Industrial Business Group. 
c. Emerson; ASCO Power Technologies, LP. 

2.2 GENERAL TRANSFER-SWITCH PRODUCT REQUIREMENTS 

A. Indicated Current Ratings:  Apply as defined in UL 1008 for continuous loading and total system 
transfer, including tungsten filament lamp loads not exceeding 30 percent of switch ampere 
rating, unless otherwise indicated. 

B. Tested Fault-Current Closing and Withstand Ratings:  Adequate for duty imposed by protective 
devices at installation locations in Project to withstand a minimum of 42 kAIC un less indicazted 
otherwise on the drawings, based on testing according to UL 1008. 

1. Where transfer switch includes internal fault-current protection, rating of switch and trip 
unit combination shall exceed indicated fault-current value at installation location. 

C. Solid-State Controls:  Repetitive accuracy of all settings is plus or minus 2 percent or better over 
an operating temperature range of minus 20 to plus 70 deg C. 

D. Resistance to Damage by Voltage Transients:  Components shall meet or exceed voltage-surge 
withstand capability requirements when tested according to IEEE C62.41.  Components shall 
meet or exceed voltage-impulse withstand test of NEMA ICS 1. 

E. Neutral Terminal:  Solid and fully rated, unless otherwise indicated. 

F. Signal-Before-Transfer Contacts:  A set of normally open/normally closed dry contacts operates 
in advance of retransfer to normal source.  Interval is adjustable from 1 to 30 seconds. 

G. Enclosures:  General-purpose NEMA 250, Type 1, complying with NEMA ICS 6 and UL 508, 
unless otherwise indicated. 

H. Factory Wiring:  Train and bundle factory wiring and label, consistent with Shop Drawings, 
either by color code or by numbered or lettered wire and cable tape markers at terminations. 

1. Designated Terminals:  Pressure type suitable for types and sizes of field wiring 
indicated. 

2. Power-Terminal Arrangement and Field-Wiring Space:  Suitable for top, side, or bottom 
entrance of feeder conductors as indicated. Provide solid neutral plate with fully rated 
lugs. 

3. Control Wiring:  Equipped with lugs suitable for connection to terminal strips. 
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I. Electrical Operation:  Accomplish by a nonfused, momentarily energized solenoid or electric-
motor-operated mechanism, mechanically and electrically interlocked in both directions. 

J. Switch Characteristics:  Designed for continuous-duty repetitive transfer of full-rated current 
between active power sources. 

1. Number:  Three pole switch with solid neutral. 
2. Limitation:  Switches using molded-case switches or circuit breakers or insulated-case 

circuit-breaker components are not acceptable. 
3. Switch Action:  Double throw; mechanically held in both directions. 
4. Contacts:  Silver composition or silver alloy for load-current switching.  Conventional 

automatic transfer-switch units shall have separate arcing contacts. 

2.3 AUTOMATIC TRANSFER SWITCHES 

A. Comply with Level 1 equipment according to NFPA 110. 

B. Switching Arrangement:  Double-throw type, incapable of pauses or intermediate position stops 
during normal functioning, unless otherwise indicated. 

C. Manual Switch Operation:  Under load, with door closed and with either or both sources 
energized.  Transfer time is same as for electrical operation.  Control circuit automatically 
disconnects from electrical operator during manual operation. 

D. Signal-Before-Transfer Contacts:  A set of normally open/normally closed dry contacts operates 
in advance of retransfer to normal source.  Interval is adjustable from 1 to 30 seconds. 

E. Programmed Neutral Switch Position:  Switch operator has a programmed neutral position 
arranged to provide a midpoint between the two working switch positions, with an intentional, 
time-controlled pause at midpoint during transfer.  Pause is adjustable from 0.5 to 30 seconds 
minimum and factory set for 0.5 second, unless otherwise indicated.  Time delay occurs for both 
transfer directions.  Pause is disabled unless both sources are live. 

F. Control Power:  An independent source of control power will be provided to each switch to allow 
monitoring when no normal power source is available. 

G. Provide BACNET compatible monitoring package for remote monitoring. 

2.4 AUTOMATIC TRANSFER-SWITCH FEATURES 

A. Undervoltage Sensing for Each Phase of Normal Source:  Senses low phase-to-ground voltage 
on each phase.  Pickup voltage is adjustable from 85 to 100 percent of nominal, and dropout 
voltage is adjustable from 75 to 98 percent of pickup value.  Factory set for pickup at 90 percent 
and dropout at 85 percent. 

B. Time delay for override of normal-source voltage sensing delays transfer and engine start 
signals.  Adjustable from zero to six seconds, and factory set for one second. 

C. Voltage/Frequency Lockout Relay:  Prevents premature transfer to generator.  Pickup voltage is 
adjustable from 85 to 100 percent of nominal.  Factory set for pickup at 90 percent.  Pickup 
frequency is adjustable from 90 to 100 percent of nominal.  Factory set for pickup at 95 percent. 
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D. Time Delay for Retransfer to Normal Source:  Adjustable from 0 to 30 minutes, and factory set 
for 10 minutes.  Provides automatic defeat of delay on loss of voltage or sustained undervoltage 
of emergency source, provided normal supply has been restored. 

E. Unloaded running (engine cool-down) delay.  Maintains the availability of the generator set for 
immediate reconnection if the normal source fails shortly after retransfer, and allows gradual 
generator set cool-down by running with no load before shutdown. 

F. Test Switch:  Simulates normal-source failure. 

G. Switch-Position Pilot Lights:  Indicate source to which load is connected. 

H. Source-Available Indicating Lights:  Supervise sources via transfer-switch normal- and 
emergency-source sensing circuits. 

1. Normal Power Supervision:  Green light with nameplate engraved "Normal Source 
Available." 

2. Emergency Power Supervision:  Red light with nameplate engraved "Emergency Source 
Available." 

I. Unassigned Auxiliary Contacts:  Two normally open, single-pole, double-throw contacts for each 
switch position, rated 10 A at 240-V ac. 

J. Transfer Override Switch:  Overrides automatic retransfer control so automatic transfer switch 
will remain connected to emergency power source regardless of condition of normal source.  
Pilot light indicates override status. 

K. Engine Starting Contacts:  One isolated and normally closed, and one isolated and normally 
open; rated 10 A at 32-V dc minimum. 

L. Engine Shutdown Contacts:  Time delay adjustable from zero to five minutes, and factory set for 
five minutes.  Contacts shall initiate shutdown at remote engine-generator controls after 
retransfer of load to normal source. 

M. Engine-Generator Exerciser:  Solid-state, programmable-time switch starts engine generator 
and transfers load to it from normal source for a preset time, then retransfers and shuts down 
engine after a preset cool-down period.  Initiates exercise cycle at preset intervals adjustable 
from 7 to 30 days.  Running periods are adjustable from 10 to 30 minutes.  Factory settings are 
for 7-day exercise cycle, 20-minute running period, and 5-minute cool-down period.  Exerciser 
features include the following: 

1. Exerciser Transfer Selector Switch:  Permits selection of exercise with and without load 
transfer. 

2. Push-button programming control with digital display of settings. 
3. Integral battery operation of time switch when normal control power is not available. 

2.5 BYPASS/ISOLATION SWITCHES 

A. Comply with requirements for Level 1 equipment according to NFPA 110. 

B. Description:  Manual type, arranged to select and connect either source of power directly to 
load, isolating transfer switch from load and from both power sources.  Include the following 
features for each combined automatic transfer switch and bypass/isolation switch: 

1. Means to lock bypass/isolation switch in the position that isolates transfer switch with an 
arrangement that permits complete electrical testing of transfer switch while isolated.  
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While isolated, interlocks prevent transfer-switch operation, except for testing or 
maintenance. 

2. Drawout Arrangement for Transfer Switch:  Provide physical separation from live parts 
and accessibility for testing and maintenance operations. 

3. Bypass/Isolation Switch Current, Voltage, Closing, and Short-Circuit Withstand Ratings:  
Equal to or greater than those of associated automatic transfer switch, and with same 
phase arrangement and number of poles. 

4. Contact temperatures of bypass/isolation switches shall not exceed those of automatic 
transfer-switch contacts when they are carrying rated load. 

5. Operability:  Constructed so load bypass and transfer-switch isolation can be performed 
by 1 person in no more than 2 operations in 15 seconds or less. 

6. Legend:  Manufacturer's standard legend for control labels and instruction signs shall 
describe operating instructions. 

7. Maintainability:  Fabricate to allow convenient removal of major components from front 
without removing other parts or main power conductors. 

C. Interconnection of Bypass/Isolation Switches with Automatic Transfer Switches:  Factory-
installed copper bus bars; plated at connection points and braced for the indicated available 
short-circuit current. 

2.6 FINISHES 

A. Enclosures:  Manufacturer's standard enamel over corrosion-resistant pretreatment and primer. 

2.7 SOURCE QUALITY CONTROL 

A. Factory test and inspect components, assembled switches, and associated equipment.  Ensure 
proper operation.  Check transfer time and voltage, frequency, and time-delay settings for 
compliance with specified requirements.  Perform dielectric strength test complying with 
NEMA ICS 1. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Floor-Mounted Switch:  Anchor to floor by bolting. 

1. Concrete Bases:  4 inches (100 mm) high, reinforced, with chamfered edges.  Extend 
base no more than 2 inches (50 mm) in all directions beyond the maximum dimensions of 
switch, unless otherwise indicated.  Cast anchor-bolt inserts into bases.   

B. Identify components according to Division 16 Section "Basic Electrical Materials & Methods. 

3.2 WIRING TO REMOTE COMPONENTS 

A. Match type and number of cables and conductors to control and communication requirements of 
transfer switches as recommended by manufacturer.  Increase raceway sizes at no additional 
cost to Owner if necessary to accommodate required wiring. 

3.3 CONNECTIONS 

A. Ground equipment according to Division 16 Section "Grounding and Bonding." 

B. Connect wiring according to Division 16 Section "Basic Electrical Materials and Methods." 
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C. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values.  If manufacturer's torque values are not indicated, use those specified in 
UL 486A and UL 486B. 

3.4 FIELD QUALITY CONTROL 

A. Manufacturer's Field Service:  Engage a factory-authorized service representative to 
inspect, test, adjust field-assembled components and equipment installation, including 
connections, and to assist in field testing.  Report results in writing. 

B. Perform the following field tests and inspections and prepare test reports: 

1. After installing equipment and after electrical circuitry has been energized, test for 
compliance with requirements. 

2. Perform each electrical test and visual and mechanical inspection stated in NETA ATS, 
Section 7.22.3.  Certify compliance with test parameters. 

3. Measure insulation resistance phase-to-phase and phase-to-ground with insulation-
resistance tester.  Include external annunciation and control circuits.  Use test voltages, 
minimum resistance and procedure recommended by manufacturer.   

a. Check for electrical continuity of circuits and for short circuits. 
b. Inspect for physical damage, proper installation and connection, and integrity of 

barriers, covers, and safety features. 
c. Verify that manual transfer warnings are properly placed. 
d. Perform manual transfer operation. 

4. After energizing circuits, demonstrate interlocking sequence and operational function for 
each switch at least three times. 

a. Simulate power failures of normal source to automatic transfer switches and of 
emergency source with normal source available. 

b. Simulate loss of phase-to-ground voltage for each phase of normal source. 
c. Verify time-delay settings. 
d. Verify pickup and dropout voltages by data readout or inspection of control 

settings. 
e. Verify proper sequence and correct timing of automatic engine starting, transfer 

time delay, retransfer time delay on restoration of normal power, and engine cool-
down and shutdown. 

C. Coordinate tests with tests of generator and run them concurrently. 

D. Report results of tests and inspections in writing.  Record adjustable relay settings and 
measured insulation and contact resistances and time delays.  Attach a label or tag to each 
tested component indicating satisfactory completion of tests. 

E. Remove and replace malfunctioning units and retest as specified above. 

3.5 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 
adjust, operate, and maintain transfer switches and related equipment as specified below.  
Refer to Division 1 Section "Demonstration and Training." 

1. Coordinate this training with that for generator equipment. 

END OF SECTION 16415 
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SECTION 16442 - PANELBOARDS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. General Conditions of the Contract, including Special Provisions shall apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Lighting and appliance branch-circuit panelboards. 

1.3 SUBMITTALS 

A. Product Data:  For each type of panelboard, switching and overcurrent protective device, 
transient voltage suppression device, accessory, and component indicated.  Include dimensions 
and manufacturers' technical data on features, performance, electrical characteristics, ratings, 
and finishes. 

B. Shop Drawings:  For each panelboard and related equipment. 

1. Include dimensioned plans, elevations, sections, and details.  Show tabulations of 
installed devices, equipment features, and ratings. 

2. Detail enclosure types and details for types other than NEMA 250, Type 1. 
3. Detail bus configuration, current, and voltage ratings. 
4. Short-circuit current rating of panelboards and overcurrent protective devices. 
5. features, characteristics, ratings, and factory settings of individual overcurrent protective 

devices and auxiliary components. 
6. Include wiring diagrams for power, signal, and control wiring. 
7. Include time-current coordination curves for each type and rating of overcurrent 

protective device included in panelboards.  Submit on translucent log-log graft paper; 
include selectable ranges for each type of overcurrent protective device. 

C. Field Quality-Control Reports: 

1. Test procedures used. 
2. Test results that comply with requirements. 
3. Results of failed tests and corrective action taken to achieve test results that comply with 

requirements. 

D. Operation and Maintenance Data:  For panelboards and components to include in emergency, 
operation, and maintenance manuals.  Include the following: 

1. Manufacturer's written instructions for testing and adjusting overcurrent protective 
devices. 

2. Time-current curves, including selectable ranges for each type of overcurrent protective 
device that allows adjustments. 



Little River Glen   Fairfax, VA 
Standby Generator  
 

PANELBOARDS 16442 - 2 

1.4 QUALITY ASSURANCE 

A. Source Limitations:  Obtain panelboards, overcurrent protective devices, components, and 
accessories from single source from single manufacturer. 

B. Product Selection for Restricted Space:  Drawings indicate maximum dimensions for 
panelboards including clearances between panelboards and adjacent surfaces and other items.  
Comply with indicated maximum dimensions. 

C. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
by a qualified testing agency, and marked for intended location and application. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Handle and prepare panelboards for installation according to NEMA PB 1. 

1.6 PROJECT CONDITIONS 

A. Interruption of Existing Electric Service:  Do not interrupt electric service to facilities occupied by 
Owner or others unless permitted under the following conditions and then only after arranging to 
provide temporary electric service according to requirements indicated: 

1. Notify Owner in writing no fewer than five days in advance of proposed interruption of 
electric service. 

2. Do not proceed with interruption of electric service without Owner's written permission 
received 48 hours prior to scheduled interruption. 

3. Comply with NFPA 70E. 

1.7 COORDINATION 

A. Coordinate layout and installation of panelboards and components with other construction that 
penetrates walls or is supported by them, including electrical and other types of equipment, 
raceways, piping, encumbrances to workspace clearance requirements, and adjacent surfaces.  
Maintain required workspace clearances and required clearances for equipment access doors 
and panels. 

B. Coordinate sizes and locations of concrete bases with actual equipment provided.  Cast anchor-
bolt inserts into bases.   

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS FOR PANELBOARDS 

A. Enclosures:  Flush- and surface-mounted cabinets. 

1. Rated for environmental conditions at installed location. 

a. Indoor Dry and Clean Locations:  NEMA 250, Type 1. 

2. Front:  Secured to box with concealed trim clamps.  For surface-mounted fronts, match 
box dimensions; for flush-mounted fronts, overlap box. 
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3. Finishes: 

a. Panels and Trim:  Steel, factory finished immediately after cleaning and pretreating 
with manufacturer's standard two-coat, baked-on finish consisting of prime coat 
and thermosetting topcoat. 

b. Back Boxes:  Galvanized steel. 

4. Directory Card:  Removable card stock, mounted inside panelboard door in a metal frame 
with transparent protective cover. 

B. Incoming Mains Location:  Top. 

C. Phase, Neutral, and Ground Buses: 

1. Material:  Hard-drawn copper, 98 percent conductivity. 
2. Equipment Ground Bus:  Adequate for feeder and branch-circuit equipment grounding 

conductors; bonded to box. 

D. Conductor Connectors:  Suitable for use with conductor material and sizes. 

1. Material:  Hard-drawn copper, 98 percent conductivity. 
2. Main and Neutral Lugs:  Mechanical type. 
3. Ground Lugs and Bus-Configured Terminators:  Compression type.  
4. Feed-Through Lugs: Mechanical type, suitable for use with conductor material.  Locate at 

opposite end of bus from incoming lugs or main device. 

E. Future Devices:  Mounting brackets, bus connections, filler plates, and necessary 
appurtenances required for future installation of devices. 

F. Panelboard Short-Circuit Current Rating:  Fully rated to interrupt symmetrical short-circuit 
current available at terminals. 

2.2 LIGHTING AND APPLIANCE BRANCH-CIRCUIT PANELBOARDS 

A. Manufacturers:  Basis of design is Eaton Electrical Inc.; Cutler-Hammer Business Unit. Subject 
to compliance with requirements, provide products by one of the following alterate 
manufacturers will be considered: 

1. General Electric Company; GE Consumer & Industrial - Electrical Distribution. 
2. Square D; a brand of Schneider Electric. 

B. Panelboards:  NEMA PB 1, lighting and appliance branch-circuit type. 

C. Mains:  Circuit breaker or lugs only. 

D. Branch Overcurrent Protective Devices: Bolt-on circuit breakers, replaceable without disturbing 
adjacent units. 

E. Doors:  Concealed hinges; secured with flush latch with tumbler lock; keyed alike. 
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2.3 DISCONNECTING AND OVERCURRENT PROTECTIVE DEVICES 

A. Molded-Case Circuit Breaker (MCCB):  Comply with UL 489, with interrupting capacity to meet 
available fault currents. 

1. Thermal-Magnetic Circuit Breakers:  Inverse time-current element for low-level overloads, 
and instantaneous magnetic trip element for short circuits.  Adjustable magnetic trip 
setting for circuit-breaker frame sizes 250 A and larger. 

2. Molded-Case Circuit-Breaker (MCCB) Features and Accessories: 

a. Standard frame sizes, trip ratings, and number of poles. 
b. Lugs:  Mechanical style, suitable for number, size, trip ratings, and conductor 

materials. 
c. Application Listing:  Appropriate for application; Type SWD for switching 

fluorescent lighting loads; Type HID for feeding fluorescent and high-intensity 
discharge (HID) lighting circuits. 

d. Shunt Trip:  120-V trip coil energized from separate circuit, set to trip at 55 percent 
of rated voltage. 

e. Key Interlock Kit:  Externally mounted to prohibit circuit-breaker operation; key 
shall be removable only when circuit breaker is in off position. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Receive, inspect, handle, and store panelboards according to NEMA PB 1.1. 

B. Examine panelboards before installation.  Reject panelboards that are damaged or rusted or 
have been subjected to water saturation. 

C. Examine elements and surfaces to receive panelboards for compliance with installation 
tolerances and other conditions affecting performance of the Work. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Install panelboards and accessories according to NEMA PB 1.1. 

B. Temporary Lifting Provisions:  Remove temporary lifting eyes, channels, and brackets and 
temporary blocking of moving parts from panelboards. 

C. Mount top of trim 90 inches (2286 mm) above finished floor unless otherwise indicated. 

D. Mount panelboard cabinet plumb and rigid without distortion of box.  Mount recessed 
panelboards with fronts uniformly flush with wall finish and mating with back box. 

E. Install overcurrent protective devices and controllers not already factory installed. 

1. Set field-adjustable, circuit-breaker trip ranges. 

F. Install filler plates in unused spaces. 

G. Arrange conductors in gutters into groups and bundle and wrap with wire ties. 
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H. Comply with NECA 1. 

3.3 IDENTIFICATION 

A. Identify field-installed conductors, interconnecting wiring, and components; provide warning 
signs complying with Division 16 Section "Electrical Identification." 

B. Panelboard Nameplates:  Label each panelboard with a nameplate complying with 
requirements for identification specified in Division 16 Section “Electrical Identification." 

C. Device Nameplates:  Label each branch circuit device in distribution panelboards with a 
nameplate complying with requirements for identification specified in Division 16 Section 
"Electrical Identification." 

3.4 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

1. Manufacturer's Field Service:  Engage a factory-authorized service representative to 
inspect components, assemblies, and equipment installations, including connections, and 
to assist in testing. 

2. Test insulation resistance for each panelboard bus, component, connecting supply, 
feeder, and control circuit. 

3. Test continuity of each circuit. 

B. Tests and Inspections: 

1. Perform each visual and mechanical inspection and electrical test stated in NETA 
Acceptance Testing Specification.  Certify compliance with test parameters. 

2. Correct malfunctioning units on-site, where possible, and retest to demonstrate 
compliance; otherwise, replace with new units and retest. 

C. Panelboards will be considered defective if they do not pass tests and inspections. 

D. Prepare test and inspection reports, including a report that identifies panelboards included and 
that describes scanning results.  Include notation of deficiencies detected, remedial action taken 
and observations after remedial action. 

3.5 ADJUSTING 

A. Adjust moving parts and operable component to function smoothly, and lubricate as 
recommended by manufacturer. 

B. Set field-adjustable circuit-breaker trip ranges as indicated/ 

END OF SECTION 16442 
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SECTION 16491 - FUSES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes cartridge fuses, rated 600 V and less, for use in switches, panelboards, 
switchboards, controllers, and motor-control centers; and spare fuse cabinets. 

1.3 SUBMITTALS 

A. Product Data:  Include dimensions and manufacturer's technical data on features, performance, 
electrical characteristics, and ratings for each fuse type indicated. 

B. Product Data:  Include the following for each fuse type indicated: 

1. Dimensions and manufacturer's technical data on features, performance, electrical 
characteristics, and ratings. 

2. Time-current curves, coordination charts and tables, and related data. 
3. Fuse size for elevator feeders and elevator disconnect switches. 

C. Maintenance Data:  For tripping devices to include in maintenance manuals specified in 
Division 1. 

1.4 QUALITY ASSURANCE 

A. Source Limitations:  Provide fuses from a single manufacturer. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, 
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for 
intended use. 

1.5 PROJECT CONDITIONS 

A. Where ambient temperature to which fuses are directly exposed is less than 40 deg F (4.4 
deg C) or more than 100 deg F (38 deg C), apply manufacturer's ambient temperature 
adjustment factors to fuse ratings. 

1.6 COORDINATION 

A. Coordinate fuse ratings with HVAC and refrigeration equipment nameplate limitations of 
maximum fuse size. 
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PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Available Manufacturers:  Subject to compliance with requirements, manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 

1. Cooper Industries, Inc.; Bussmann Div. 
2. Eagle Electric Mfg. Co., Inc. 
3. Ferraz Corp. 
4. General Electric Co.; Wiring Devices Div. 
5. Gould Shawmut. 
6. Tracor, Inc.; Littelfuse, Inc. Subsidiary. 

2.2 CARTRIDGE FUSES 

A. Characteristics:  NEMA FU 1, nonrenewable cartridge fuse; class and current rating indicated; 
voltage rating consistent with circuit voltage. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine utilization equipment nameplates and installation instructions.  Install fuses of sizes 
and with characteristics appropriate for each piece of equipment. 

B. Evaluate ambient temperatures to determine if fuse rating adjustment factors must be applied to 
fuse ratings. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 FUSE APPLICATIONS 

A. Main Feeders:  Class L, fast acting. 

B. Branch Circuits:  Class RK1, time delay. 

3.3 INSTALLATION 

A. Install fuses in fusible devices.  Arrange fuses so rating information is readable without 
removing fuse. 

3.4 IDENTIFICATION 

A. Install labels indicating fuse replacement information on inside door of each fused switch. 

END OF SECTION 16491 
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